
AKZ - Canopy Frame Tip Replacement Instruction

[1] 

[2]

Plug

[3]

Cord Stopper

[4]

Spring

Cord Stopper
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Pull cord from lower hub, loosen and
remove cord stopper (keep cord stopper
for re-assemble use)

Remove spring from inside of lower
hub (keep for re-assemble use)

Lay AKZ down flat on work bench,
remove canopy

Loosen and remove plug (save plug for
re-assembly)
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[5]

Cotter Pin

[6]

[7]

Plastic Spacer
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Remove cotter pin (keep for re-
assemble use)

Loosen and remove bolt & nut from
hinge (keep for re-assemble use)

Beware and save the 2 plastic spacer
for re-assembly use
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[8]

[9]

Small Pin *** Please discard

[10]

Old frame tip *** Please discard

Pulley

Shaft
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* There are total of 4 pins to remove, 2
on each side

Remove old frame tip from canopy
frame by pulling it straight out

Remove the pulley and shaft from
inside of old frame tip (keep for re-
assemble with new tip)

Using a small punch or 8 penny nail,
punch the small pin from tip assemble

Page 3 of 6



AKZ - Canopy Frame Tip Replacement Instruction

Old frame tip - Round shape

New frame tip - Straight shape

[11]

[12]

Placement for small pins, 2 on each side
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Re-assemble pulley into new frame tip
as showing

Insert new frame tip (with pulley re-
installed) back to canopy frame, secure
with new small pins (total 4 to be
supplies with new frame tip)

* Different between the old and new
frame tip at the shape
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[13]

Thread cord opposite side of opening

Tip opening

[14]

Spacer

[15] Re-Assemble bolt, nut, and cotter pin

Bold, Nut & Cotter Pin
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Thread cord from main hinge back thru
new frame tip, BE SURE cord is
insert on the opposite side of opening

Re-position canopy frame back into
hinge, beware of the placement of 2
plastic spacer
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[16]

[17] Insert spring back into lower hub

[18] Roll cord on to stopper as diagram

[19]

[20]
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Thread cord from hinge to lower hub,
beware not to tangle or crossover ribs
between it.

Position of stopper can have great
effect on tension of cord, best is be able
to insert stopper into lower hub with
canopy frame partially open as
illustrated

Re-assemble cover and test unit for
smooth operation
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