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Low-CG Chassis Conversion Instructions

KC1886-R01  Rev  160226

 *Use existing fasteners except where indicated as INCLUDED
**VXL equipped models only

Covers Part #5830

2576
3x8 BCS

2553
3x15 CCS

2576
3x8 BCS

2578
3x12 BCS (XL-5 ESC)
2579
3x15 BCS (VXL-3S ESC)

2576
3x8 BCS

2575
3x6 BCS**

2576
3x8 BCS

5832A
5832 opt.
5832G opt.

5833
5833A opt.
5833G opt.

5833
5833A opt.
5833G opt.

5827

3938
4x14 BCS
INCLUDED*

2542
4x12 CCS

3931
3x8 FCS

2542
4x12 CCS
INCLUDED*

2579
3x15 BCS

2745
3.0NL

2577
3x10 BCS

1985
5x8x0.5 PTW

2746
3x6x0.5 MW

2579
3x15 BCS

3937
4x12 BCS

2578
3x12 BCS

2587
3x10 CS
INCLUDED*

2578
3x12 BCS

(17mm)

SERVO LINK

SHORTEN SERVO LINK AS SHOWN

0.67in.

(47mm)
1.85in.

5831
5831A opt.
5831G opt.

SERVO MOUNTING POSITIONS

HIGHER POSITION
FOR VEHICLES WITH SERVO-MOUNTED SERVO SAVERS

LOWER POSITION
FOR VEHICLES WITH BELLCRANK-MOUNTED SERVO SAVERS

SERVO ARM USED WHEN MOUNTING
IN LOWER POSITION

FRONT OF VEHICLE

FRONT OF VEHICLE

Reversing the direction of the steering servo (TQi transmitter):
1. Press and hold MENU. Green LED blinks.
2. Press MENU. Green LED blinks 2 times.
3. Press SET. Green LED blinks.
4. Press SET. Red LED blinks.
5. Press SET to reverse servo direction. Green LED blinks 8 times.
6. Press and hold MENU.
 

Reversing the direction of the steering servo (TQ 2.4GHz transmitter):
1. Press and hold SET. Green LED blinks.
2. Turn steering wheel to full left or full right.
3. Hold steering wheel in position. 
4. Press SET to reverse servo direction.
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