
Your best choice!Your best choice!

No advanced advice will be submit before we change our design and size.

The pictures may be a little different from the real products.

Our company keep the final explanation right. 



1.It is recommended to fix a reliable leakage protector and earth line. 
Test the leakage protector every time before use.
2.Drunk, high blood pressure, heart disease people are not allowed to 
use this product, Children should be guided by adults.
3.Adjust the water temperature before taking shower, don't spray hot 
water to your body. Steam outlet and drain pipe may be in high 
temperature, keep away from them.
4.Watch out to advoid falling down when entering the steam room, 
don't put hands into the door gap.
5.Please don't use hard wares to knock at the steam room.
6.Clean the tray after taking shower, to remove the soap or foam on 
the tray.
7.If the glass seal separate from the door, please refix it to advoid 
leaking water.
8.Use the tooth paste to clean the dirt on the tray.
9.Keep the tray clean to advoid blocking the drain.
10.Please don't hang heavy articles on the steam room or handrail.
11.After use, please turn off water and power supply, to advoid long 
time working of the product.
12.Please dispose of the product according to the local law when it is 
out of use.
13.Please contact the dealer if you have any problems.
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1.glass roof
2.ozone
3.side glass body
4.mirror
5.glass rock
6.hot/cold mixer
7.spuarejet
8.steam outlet

9.glass back body
10.drainage
11.top lamp
12.top shower
13.exhaust fan
14.wall lamp
15.hand held shower

16.control panel
17.shift volve
18.side glass body
19.
20.seat
21.glass back body
22.tray

Aluminium board



    Please connect to the power supply. Press       to start the system. The screen 
would show up relevant signal. Time is showed on the bottom left of the screen, the 
default time is 30 minutes; the system tray is in the middle and the room temperature 
is on the bottom right. When the light is on, a symbol will show on the top right. 
Light can be turned on when other function is on. Press       again to shut down 
the system, then the ozone reactor will start automatically for 15 minutes and water 
will drain out from the steam box.

    When the system turns on, press         button to start the steam function. The 
screen shows up relevant symbol       . Water stream into the steam box and hit up 
automatically, steam will be generated in about 60 seconds. Within the procedure, 
the water will fill the steam box and generate steam continuously.
           is for time setting of the steam function. Every 2 minutes of the steam 
period will be increased by every single press. The screen will show up the remain-
ing time until the steam function finished. The time range is from 10minutes to 
98minutes.
          is functioning as the temperature setting, every press will increase 5 . 
The temperature range is from 30  to 60  and is showed on the screen.
    Beside all, the steam generator is made with Dry-proved and electricity leakage 
protection. If there are no water inside the steam generator or any electricity 
wastage occurs, the steam generator will automatically turn off.
    Press         again to turn off all steam function.

    When the system is on, press         button to turn off 
the top light, press again to turn it off.

    When the system is on, press         button to turn on 
the fans, press again to turn it off. 

   Turn on the general switch of the cold/hot water first, 
and then open the cold/hot water pipe switch to let water 
in. Adjust to get suitable water temperature, regulate the 
valve can get different shower functions according to 
your needs. The function of the valve from left to right is: 
acupuncture sprays massage top shower, hand-held 
shower .can be used the function if rotate the valve to the 
right position.

     Please recover the switch when stopping use, close 
the cold and hot water switch, and then close the general 
switch of cold and hot water supply of the steam room.
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1.Adjust the tray 
to be horizontal by 
a horizontal meter.
2.Fasten the up 
and down nail (no 
space left), at the 
same time keep the 
back and side 
glass body vertical 
to the tray.
3.Fix the hinge 
onto the fixed 
glass door, make it 
be horizontal to 
the tray.
4.Put the sliding 
glass door on a 
wood a little 
higher than the 
tray, then fix it 
with the hinge.
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1.The plumbing and the circuit of this product 
must be installed by the qualified mechanic or the 
professional personnel who is appointed by the 
distributor. It is recommended to install the general 
switch of the power supply and the leakage protec-
tor.
2.The socket of the power supply must be installed 
above the steam generator; the power source wire 
must be long enough to reach waterproof area; the 
distance from the socket to the ground should be 
more than 1800mm.
3.It is recommended to install the general switch 
for cold and hot water supply, and connect the 
drain pipe to the limbers.
4.After the position is confirmed, assemble the 
steam room according to the installation sketch.
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        If the ground is not horizontal, please regulate the screw of the bottom tray , make the 
bottom tray and ground keep competence.
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