
 
Thank you for buying our UPVC ready to use tin of BRUSHABLE paint. 

Please see below our recommended process for getting the best results from our product. 

The Process for uPVC brush painting is as follows: - 

1. Pre-Preparation 

It’s crucial the area is ready to paint, and this means moving any necessary objects and covering the area in drop 
cloths. 

2. Cleaning 

We use a one step process, using our Surface Preparation Solution, this is to remove any grease and grime. 
Sugar soap is a suitable alternative product.  

3. Preparation 

The target surface (area or item you are painting) needs to be given a light abrasion to allow the paint to fully 
adhere and create the perfect finish, we recommend using a scotch pad or abrasive pad.  

4. Masking 

Once steps 2-3 are completed, then mask off around the item to be sprayed, adjacent surfaces and cover any 
glass in items such as doors, windows and conservatories, with a protective sheet that adheres to glass. 

5. Painting 

Stir the paint for around 2 minutes before you start. Ensure the areas to be painted are not in direct sunlight and 
the temperatures are above 8c and below 18c. Painting outside of the temperatures will cause the paint bloom or 
dry uneven.  

Use our Surface Preparation Solution over all areas to be paints and let evaporate for 5 minutes.  

Using a brush, apply a thin coat over all surfaces, this does not need to be even as this is the etch coat. After 5 
minutes, then apply the finish coats.  

Dark colours over light should only take 2 coats, light colours over dark may need an additional coat. We 
recommend leaving around 10 minutes between each coat (dependant on conditions) to achieve a quality finish. 

6. Quality Control and Cleaning 

After you have applied the final coat, it takes approximately 45 minutes for the paint to cure. 

Depending on conditions, have a final check of all work carried out to ensure everything is perfect. 

Once you are happy, begin cleaning up, unmasking and giving the area another thorough once over. You will 
require standard thinners to clean brushes.  

N.B Please leave any items that open ajar to allow the paint to cure. Closing these items too early might 
cause the items to stick. Be especially careful with rubber gaskets and rubber seals in windows and 
doors, and work slowly and carefully around them. 

If you require any further information or any more of our products, please ring our support line on 01706 644970 
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