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1.Fuel meter:
• It indicates the fuel volume in the fuel 

tank.(Turn on main switch first)
• Idle Adjustment - Manufacturer's 

Recommended setting is 1700 rpm +/- 
100 rpm.  Before making any idle 
screw adjustments, allow the engine 
to warm up in outside conditions.  
Any changes to the idle adjustment 
should only be done as a temporary 
adjustment for adverse 
environmental conditions.  See 
authorized Tao Motor dealer for 
more information. 

NOTICE: 

e Please insert your key into the 

release hole ,or it can not show 

exactly.

 

B.MAIN SWITCH:

4



5



6



7



•If use turn signal light, the turn signal
indicator on instrument panel in the same
direction blinks at the same time.

NOTICE: 

•Turn signal lights cannot stop
automatically.Return it to the original
position after use,or it will affect traffic
safety.

•If main switch is at "OFF" turn signal
lights cannot operate.

H. MULTI-PURPOSE CASE:

NOTICE: 

•It is very hot in the case:Do not
deposit any article which can be
easily burned.

•If use high pressured water to wash,it
may easily be wet.
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•When the key is turn to ON, check turn
signal light if work well

• Start engine with electric starter: Do not
turn throttle grip, just press down starter
switch button to start engine

Notice: 

•If engine is in operation, do not press
down starter switch of it will have bad
effect on engine.

•Do not use starter more than 4 seconds
each time.

B. START ENGINE WITH KICK

STARTER PEDAL:

•Turn the key to the on position and
push down on the kick start lever
rapidly to start the engine .
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NOTICE: 

•After using kick starter pedal, pull it
back to original position.

•The carbon dioxide exhaust from
engine is harmful. Do not start engine
indoors

IV. HOW TO RIDE MOTORCYCLE:

•Release rear brake lever:

•Turn Throttle grip slowly to accelerate 
and motorcycle will move forward 
smoothly. 
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A.START RIDING:

•Turn on turn signal lights before move.

•Make sure it is safe behind before
moving forward.

B. SPEED ADJUSTMENT:

•Turn throttle grip slowly to 
accelerate . 

I.Turn

•Speed becomes fast.
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•Turn throttle grip slowly to 

accelerate   

•Speed becomes slow.

•Do it swiftly when return to original
position.

C.PROPER RIDING MAY LENGTHEN
THE LIFE OF MOTORCYCLE:

•Do not increase speed abruptly.

Apply front brake and rear brake at the 
same time: 

•After return throttle grip to original close
positon, apply front and rear brakes at the
same time for braking.
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•Return throttle grip to original close
position. Apply front and rear brakes
earlier and then stop light will light to
warn the vehicles behind.

B.MOTORCYCLE STOPS

COMPLETELY:

•Return turn signal switch to original
position and turn main switch to "OFF"

� 

_.I;�� . 
r /·

NOTICE: 

•If turn off main switch and pull out the
key during riding, the electric system
will become out of function and it may
cause accident. Do it while parking only.
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VI. Pre-check your motorcycle before riding:
•Get used to check up before riding.

•For safety and preventing trouble or
accident, pre-check up is necessary.

•If not so difficult or troublesome, make
sure to check up before riding. If any
abnormality, deliver the motorcycle to.
distributor or survice center for
inspection and repair.

A.GASOLINE:
I .Gasoline inspection/Replenishment:
•When the fuel meter indicator is in 

the red area on the display, the reserve 
fuel is near empty.   

NOTICE: 

•Turn off engine when refilling fuel tank.
•Take off the key from main switch and 

insert it into fuel tank cap. Turn the key 
to clock-wise and open fuel tank cap. 
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NOTICE: 

•Always check the free play of front and
rear brake. Make adjustment with
adjusting nut necessary .

.-REAR WHEEL BRAKE ADJUSTMENT: 

DECREASE PLAY 

INCREASE PLAY 

2.Disk brake series: 

BRAKE OIL INSPECTION: 

•Normal fluid lever is between "UPPER"
and "LOWER" .

•When the fluid level is near the lower
level mark, check brake pads.
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G. TIRE INSPECTION:

•Check tire pressure,  normal pressure is
225kpa 32Psi.

•Check if there is any metal trash or gravel
in the grooves of tires.

•If there is any crack or wearing exceeding
the limit, replace the tire at once.

•While checking the tire pressure, tire
must be in cooling state.

•Do not overload to avoid tire explosion.

H.SHOCK ABSORBER INSPECTION:

•Add weight on the handle and seat,
swing motorcycle up and down and
check the front and rear shock
absorbers if work well.

I.HEADLIGHT AND TAILLIGHT

INSPECTION: 

•Turn main switch to "ON" . Operate
headlight switch to check if headlight
and taillight. Check the lights if any
di rt or damage.

J .H-ORNINSPECTION: 

•Turn main switch to "ON" and press
down horn switch button to check if the
horn sounds.
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K.SPEEDOMETER INSPECTION:

•Check if speedometer works.
L.BACK MIRROR INSPECTION:

•Sit on the seat to make sure the position
behind and check back mirror if any dirt
or damage.

VII.PERLODICAL INSPECTION:

•For safe and comfortable riding, be sure
to make periodical inspection.

•For inspection time and items, please
refer to the maintenance manual.

•If the motorcycle has not been used for a
long time, it is also necessary to make
periodical inspection.
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OPENING 

DRAIN PLUG 

I.How to change gear oil:

•Remove drain plug to make all the oil
flow out.If engine is warm ,it is easier to
make oil flow out.

•Instal I drain plug.

•Fi 11 with new gear oil

•Re-tighten gear oil filler nut to 
prevent leakage. 

NOTICE: 

•When riding in areas such as gravel, 
dirt or for extended distances, check 
oil level and if needed, conduct an oil 
change.    

* Always ride on gravel road.
*Ride for a long distance.
*Ride at the area with wet weather.
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•Do not overfill the oil reserve.  Check the 
oil fill gauge and fill only above the point 
marked as "LOWER"

•Brake oil:DOT-3(Recommendation: 
exclusive oil)

•Assemble the seal,tank cover and upper 
handle cover. 

NOTICE: 

•use only the specific brake oil ,
otherwise,the rubber seal will be
distorted and lead to oil leakage. The
function will not work.

•Use only specified brake oil type.  Use 
of the incorrect brake oil type may 
cause to damage or failure of braking 
system.   

•Do not let the water penetrate into the 
main cylinder,otherwise,the boiling 
point will be lowered and lead to be 
choked.

•The painting surface and plastic parts 
will be corroded by the brake oi 1. In case 
of spilt,please be sure to clean promptly. 
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•Manufacturer specified electrode 
gap is (0.6-0.8)mm.(as shown)  

•Do not use the spark plug
that is not recommended.

•Engine is sti 11 very hot after engine stops.
Be aware of burning.

Side Electrode,_ 

Center Electrode' 
� 

�all!J.g Washer>-

T 

'f 

, C0.6-0. 8) mm
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E.BATTERY AND ELECTROLYTE

INSPECTION:

•This series use M/F Battery so you do not

have to inspect elecotrolyte.

NOTICE: 

•Absolutely do not open the lid of battery.

•If not used for a long time,battery may 

self-discharge. To prevent the leak of 

electricity,recharge battery first and place 

it at a cool place. If battery is kept on the 

motorcycle,disconnect negative terminal. 

F.FUSE REPLACEMENT:

REMORE:

•Turn out the cap of fuse case and take

out the fuse .

•If fuse connection is not good ,the fuse

will overheat and breakdown.

INSTALL: 

•Install new fuse with both positive 

cables attached and close cover . 

NOTICE: 

•When replace any parts, use only      

Tao Motor genuine  parts according to 

the specification. 
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easily and cause unbalance of battery load. 

•Dot not use high pressured water to wash
around the side cover.

VIII.WHEN ENGINE CAN NOT START:

•Check effective gasoline.

•Check the way of start any problem

•Check other parts if there any problem
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USER' S GUIDE 
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Maintenance & Service 
Maintenance And Service, If you have the necessary mechanical skills and the required tools, you can 

perform these procedures. If not see you authorizes Tao Motor dealer. Other important items in the 
maintenance chart that are more difficult and require special tools are best performed by your authorized 

Tao Motor dealer. 

Milrage 300Km lOOOKm 4000Km 8000Km 1200Km Check Prior 
6Mos 12Mos 18Mos to Each Ride 

Fuel Line Inspect Inspect Inspect 

Fuel Filter Replace Replace Replace 

Air Cleaner Clean Every 1 OOOKm Replace if Required 

Spark Plug Inspect Replace Inspect 

Valve Gap Inspect Inspect Inspect 

Engine Oil Inspect Replace Every 1 OOOKm Inspect 

Oil Filter Replace Every 1 OOOKm 

Carburetor Idle Adjust Adjust Adjust 
Speed Adjustm ent 
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Cooling System Inspect Inspect Inspect Inspect 

Drive Belt Inspect Every 12 Months 

Transm ission Oil Replace Replace every 5000Kms or 6 Months 

Braking System Inspect Inspect Inspect Inspect Inspect 

Headlight Inspect 

Adjustrn ent 

Tighten all Nuts & Inspect Inspect 

Screws 
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SPECIFICATION CHART

ITEM SPECIFICATION ITEM SPECIFICATION 

L* W*HH 

W heel Base 

Ground Clearance Dry 

Handle bar return 

angle 
� -- -- -- - --

l 760*650* l l 20mm 

-, -
--

1255111111 

130111m 

es;s9(30km h) 

52km/h 

2.0L/100km 

-0.013 

Electric and kick starter 

Force &Splash 

2.2kw/7000rpm 

3.0N.m 6000rpm 
----r - - --

Front Tire 
--+ 

Rear Tire 

I 00 60-10 

I 00 '60-10 

225kPa  32Psi 

225kPa   32Psi

C.Y.T 

Air pressure of Front Tire 

1 -
Air pressure of Rear Tire

Transmission 

 Engine Style 

Bore *Stroke 

Work cubage 

(lunch style 

Single cylinder,4 stroke air-cooling.Auto clutch 

39,41.4111111 

Battery 

lgniton 

Fuse 

Headlight 

49 cc 

Auto 

- 12V4Ah 
-- ----1-

--- - - - - - - --
CDI 

- - -- - ---- - --- - --- - - - --

-- ---< 

- ---1 

Brake distance 

Max speed 

Ecnomic Fuel Consumption 

Climb ability 

Near light origin veniclc incline angle 

Starting Mode 

Lubrication 

Standard power 

Max torque Nm 

Plug model 
---

Plug gap 
1-- - -

VALVE GAP 

Idle speed 

Lubrication brand 

A7TC 

0.6-0.8111111 

0.03-0.05(Cold state 
--+-- - - -

1700± I OOrp111 

SAE 15W/40SF 

-- --� 
Brand light 

Turn light 

Fuel Brand 

15A 

12V35W/35W 

 12V5W 

4X12V IOW 
- -- - _ _  _,__-'.:..::..:_:c_c....:_ _ _ _ _ _ _ _ _ _ _ ___ _ _  _ 

Unleaded fuel only  

Oil cubage of gearbox 
_, _ _!ll_l _L __ _ 

Brand of gear oil SAE80W/90 
-- - -- --- -- - - -- - - -'--

--- -1 - - ---i

   Ngk CR7HSA 
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