
Safety Is Our Business

The Pin Driver is a unique safety tool provides for the safe removal of
drive pins. The heavy duty 35” handle allows one person  to securely
hold and position the tool at arm’s length while another person strikes
the tool with a hammer. This prevents costly hand and arm injuries. . 
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Pin Driver 

Is Your Workload Weighing You Down?

Let LHR Give You A Hand!

Specially Designed

The handle has a predrilled hole to be used as a tethering point. The
LHR Pin Driving Tool is available in 3 convenient size variations.  Unit
weight 12 lbs.



LHR Part# LHR Desc. ECCN Schedule B COO Weight Dimensions

LHR PD100

Pin Driver,
SM 1.00" x
2.5" Striking
Head

EAR99NLR 8205590000 USA 12 LBS 35 X 20 X 3

LHR PD125

Pin Driver,
MD 1.25" x
2.5" Striking
Head

EAR99NLR 8205590000 USA 12 LBS 35 X 20 X 3

LHR PD1254

Pin Driver,
MD 1.25" x
4" Striking
Head

EAR99NLR 8205590000 USA 14 LBS 35 x 20 x 4

LHR PD150

Pin Driver,
LG 1.50" x
2.5" Striking
Head

EAR99NLR 8205590000 USA 12 LBS 35 X 20 X 3

Features 
Tapes with permanently attached 
100% tie off tethers are available
through LHR. 
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