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LUNA LN.NN.000.OTA.FI 

 

N° LED W Lm 
to the light source    

R / V / B 
  

1 6,3 742 24Vdc by power supply suitable to the purpose IP40 DIFFUSE  - - 2700K - 3000K   
 

 

 

 

Compliant with European standards (EMC, 
RoHs, Ecodesign and requirements specified in the Low 

Voltage Directive (LVD) 

 

CLASS III  
Operation with SELV by 24Vdc 

power supply 

ELECTRICITY SUPPLY  
By power supply with voltage 24Vdc, 1A output. The power supply 
must be provided with two poles connector suitable to the power 

cable of the lamp  

 

Separate waste collection of 
electric and electronic 

equipment 

 

Made in Italy 
Projected, manufactured and assembled in Italy 
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Model Description Dimensions 220mmx220mmx192mm Power supply 
 

 
 

 

Adjustable table LED lamp, in stone. 
Finish: Botticino stone beige color, diffusor 
screen with spherical shape in white opal blown 
glass. The lamp is provided with a power cable 
for the electricity supply length 1,5m, other 
dimensions on request, covered with a red/black 
fabric complete with switch/electricity plug and 
two-pole male connector for connection to the 
plug power supply. 
The power supply must have a constant voltage 
output at 24Vdc. If supplied by us, it connects 
directly to a 220V 50Hz plug. 
Use: indoor on a flat and rigid surface, not 
sloped. 

 

 

 

 
WITH ELECTRIC POWER SUPPLY 

PROVIDED BY US: 
 

 Socket: 
220VAC 50/60Hz  

 

 
  

 
 
ATTENTION!!! IN ORDER TO GUARANTEE THE SAFETY OF THE USER AND THE INTEGRITY OF THE LAMP, PLEASE PAY ATTENTION TO NEVER TOUCH THE 
STONE BASE WITH THE GLASS WHEN ORIENTING THE LAMP  
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LUNA LN.NN.000.OTA.FI 

 

N° LED W Lm 
alla sorgente luminosa    

R / V / B 
  

1 6,3 742 24Vdc tramite alimentatore adatto allo scopo IP40 DIFFUSA  - - 2700K - 3000K   
 

 

 

 

Conforme alle Direttive europee 
(EMC, RoHs, Ecodesign ed ai requisiti specificati nella Direttiva 

di Bassa Tensione) 

 

CLASSE III  
Funzionamento con SELV 

tramite alimentatore a 24Vdc 

ALIMENTAZIONE  
Tramite alimentatore con uscita in tensione a 24Vdc, 1A. 

L’alimentatore deve essere provvisto di connettore a due poli adatto 
al cavo di alimentazione della lampada.   

 

Raccolta separata delle 
apparecchiature elettriche ed 

elettroniche 

 

Made in Italy 
Progettato, prodotto e assemblato in Italia 
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Modello Descrizione Dimensioni 220mmx220mmx192mm Alimentazione 
 

 
 

 

Lampada a led in pietra da tavolo “orientabile”. 
Finitura: pietra Botticino colore beige, schermo 
diffusore di forma sferica in vetro soffiato bianco 
opale. La lampada è provvista del cavo per 
alimentazione elettrica di lunghezza 1,5m, altre 
misure su richiesta, rivestito in tessuto di colore 
rosso o nero, completo di interruttore/dimmer e 
connettore maschio a due poli per il 
collegamento all’alimentatore a spina. 
L’alimentatore deve avere l’uscita in tensione 
costante a 24Vdc. Se da noi fornito, si collega 
direttamente a una presa elettrica alimentata 
220V 50Hz. Utilizzo da interno in appoggio su 
qualsiasi superficie non inclinata, piana rigida. 

 

 

 

 
CON ALIMENTATORE DI NOSTRA 

FORNITURA: 
 

 Presa di corrente: 
220VAC 50/60Hz  

 

 
  

 
 
ATTENZIONE!!! AL FINE DI GARANTIRE LA SICUREZZA DELL’UTILIZZATORE E L’INTEGRITÀ DELLA LAMPADA, SI DEVE PRESTARE ATTENZIONE A NON TOCCARE 
MAI IL BASAMENTO IN PIETRA CON IL VETRO DURANTE L’ORIENTAMENTO DELLA LAMPADA  
 
 
 


