
H E A D S E T S
T e c h n i c a l  g u i d e



H e a d s e t  s e l e c t i o n  c a n  b e  t r i c k y  w i t h  s u c h  a  w i d e  v a r i e t y  o f 
a v a i l a b l e  o p t i o n s .   T h i s  b o o k l e t  i s  d e s i g n e d  t o  s i m p l i f y  t h e 
p r o c e s s  a n d  h e l p  y o u  f i n d  t h e  r i g h t  h e a d s e t  o p t i o n  t o  m e e t 
y o u r  r e q u i r e m e n t s .

W e  n o w  o f f e r  a  s e p a r a t e  T O P  a n d  B O T T O M  h e a d s e t  o p t i o n  t o 
h e l p  y o u  t a i l o r  y o u r  s e l e c t i o n  m o r e  e a s i l y  t o  y o u r  o w n  h e a d 
t u b e  a n d  f o r k  c o m b i n a t i o n .
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1.5” to 1 ⅛”
reducing crown

H E A D S E T  C U P  f i n d e r

s t i l l  D O n ’ t  k n o w  w h i c h  h e a d s e t  y o u  n e e d ?

N o  p r o b l e m !  S i m p l y  f o l l o w  t h e  s t e p  b y  s t e p  g u i d e  o n  t h e 
n e x t  p a g e  t o  d e t e r m i n e  w h i c h  s i z e  a n d  t y p e  o f  h e a d s e t 
y o u  n e e d  f o r  y o u r  f r a m e .

1 1/8

1.5”



Inside Diameter

Possible options for top:
34mm, 44mm, 49mm

Possible options for bottom:
34mm, 44mm, 49mm, 56mm

Inside Diameter

Internal 
diameter of 
head tube

Fork 
diameter 
(inches)

Cup 
needed for 
bottom (B)

Product 
Code Notes

34mm 1 1/8” B1 EX34-30-B1 Traditional 34mm

44mm

1 1/8” B2 ZS44-30-B2 Standard 44mm

1 1/8” B3 ZS44-30-S-B3 Shallow cup 44mm

1 1/8” B4 EX44-30-B4 External 44mm 
increases stack)

1 .5” B5 EX44-40-B5 Tapered 44mm 
(1.5”)

49mm
1 1/8” B6 ZS49-30-B6 Reduced 49mm 

(1 1/8th”)

1.5” B7 EX49-40-B7 External 49mm
(1.5”)

56mm 1.5” B8 ZS56-40-B8 Standard 1.5”

R e m o v e  t h e  f o r k  f r o m  t h e  f r a m e  a n d  m e a s u r e  t h e  s t e e r e r  d i a m e t e r  f o r  t h e  t o p  a n d  t h e  b o t t o m  i n 

i n c h e s  –  a  1  1 / 8 t h ”  f o r k  w i l l  g i v e  2 8 . 6 m m  f o r  t h e  t o p  a n d  a p p r o x i m a t e l y  3 0 m m  f o r  t h e  b o t t o m ,  a n d 

1 . 5 ”  w i l l  g i v e  a p p r o x i m a t e l y  4 0 m m  f o r  t h e  b o t t o m .  * W e  d o  n o t  p r o v i d e  a  1 . 5 ”  t o p  c u p .

M e a s u r e  t h e  i n t e r n a l  d i a m e t e r  o f  t h e  h e a d  t u b e  f o r  b o t h  t h e 

t o p  &  b o t t o m  s e c t i o n s  ( a f t e r  y o u  h a v e  r e m o v e d  t h e  h e a d s e t 

c u p s  f r o m  t h e  f r a m e ) .

Possible options for top: 
34mm, 44mm, 49mm

Possible options for bottom:
34mm, 44mm, 49mm, 56mm

30.0  

28.6  

Straight 1 ⅛”

40.0 

28.6  

Tapered 1 ⅛” - 1.5”

Internal 
diameter of 
head tube

Fork 
diameter 
(inches)

Cup 
needed for 

top (T)

Product 
Code Notes

34mm 1 1/8” T1 EX34-28.6-T1 Traditional 34mm

44mm 1 1/8” T2 ZS44-28.6-T2 Standard 44mm

49mm 1 1/8” T3 ZS49-28.6-T3 Reduced 49mm
(1 1/8th”)

s t e p  2

s t e p  3

s t e p  1

N o w  u s e  t h e  n u m b e r s  y o u  g o t  f o r  s t e p s  1  a n d  2  i n  t h e  t a b l e 

b e l o w  t o  f i n d  t h e  r e q u i r e d  h e a d s e t .

B o t t o m  h e a d s e t  c u p  o p t i o n s t o p  h e a d s e t  c u p  o p t i o n s 




