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Manufacturer’s identification

CAUTION - CLASS 4 VISIBLE AND
INVISIBLE LASER RADIATION WHEN
OPEN AND INTERLOCK DEFEATED.

AVOID EYE OR SKIN EXPOSURE TO
DIRECT OR SCATTERED RADIATION
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LASER LIGHT

AVOID EYE OR SKIN EXPOSURE TO
‘ DIRECT OR SCATTERED LIGHT
@ CLASS 4 LASER PRODUCT

= 445nm - 638nm, < 30WATT CW
LASER EMISSION CLASSIFIED EN/IEC 60825-1 2014
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( < ) LASER PROJECTOR
A RISK OF ELECTRIC A Model: ELITE 3
SHOCK DO NOT OPEN Output power: 3W
CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, E :‘na;lir;cl,i\,s:rz. ?00_2 A0VACT 2 3A
DO NOT REMOVE COVER OR BACK PANEL. L2 ' 50 Hz 500VA
SERVICEABLE PARTS INSIDE. REFER SERVICING TO RoHS Fuse .: T3,15A
QUALIFIED SERVICEPERSONNEL. | — ~ — COMPLIANT Serial No.: 2020050001
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