
shift knob

Owner’s Manual
ankhasport.com

http://www.ankhasport.com/


20/11/2021

ANKHA Shift Knob does not require an assembly and will come ready 
to use out of box.

Still, it is recommended  to understand the method for changing the 
«cap» (for users that own multiple caps made from different 
materials) and securing the knob at right angle when installing it to 
the vehicle.
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Included in the box

Below is the list of items delivered inside the Shift Knob’s box

Assembled

1x Knob body
2x Set screw 
(M5x6mm)

1x Allen wrench 
(2.5 mm)
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Separately included

1x Knob cap 
(chosen material)



Knob body

This is the aluminium body that has similar attributes with the OEM 
knob. It does not require any adapter part and uses the factory spec 
M10x1.25 thread.
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[Illustrated stitching may change depending on version]



Knob cap

This is the changeable component in the knob assembly, caps have 
varying weights depending on their material.
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Caps are secured to the knob body via a M5 set screw that goes 
through the body and presses on the oval indent of the cap.



Additional purchasables

They will be separately packaged

1x Shift knob cap 
(chosen material)
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These items can be purchased in addition to the base product



Removal of OEM shift knob

Grip the OEM shift knob and turn it counter-clockwise.
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Make sure the parking brake is applied, shift knob is at neutral and 
car is stationary.

There may be initial resistance against rotation, however this is 
normal since the knob has to withstand rotational forces acting on it 
in every day usage.



Switching between knob caps
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Before installing ANKHA shift knob assembly, users may choose to 
switch their knob caps to a desired weight/material.

Start by unscrewing the M3 bolt located at the rear of the knob body

Allen 
wrench (M3)

Pull the knob cap out of the knob body

Now that the cap is removed from the body, repeat the process in 
reverse with the other cap to mount it.



Installation
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Align the Shift Knob with the shift lever and screw it in by turning the 
knob body clockwise

Preferrably, turn it as much as possible so there is not too much of a 
gap between the booth leather and the bottom of the knob.



Installation
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Turn the set screw (located at the lower half of the shift knob) 
clockwise to secure the shift knob on the shift stick of the vehicle.

Make sure the knob is secured in its’ place and does not move 
around during shifting motions.

Allen 
wrench (M3)

Slightly adjust the angle of knob so the H-pattern is correctly aligned 
with the direction of the vehicle
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