3.0 LED
3x6W | 350mA | COB 3-step |excl. power supply
€3 P20 QosmE W3 £25°/250¢5355° [

for power supplies see our catalogue

white texture 163361W_
I black texture 163361B_
LIGHT COLOUR
2700K | >90CRI | 3x460Im | 18V 3
3000K | >90CRI | 3x490lm | 18V 5
1800-2700K | >95CRI | 3x330lm | 15V 9
ALWAYS USE
plastic plaster kit

white 90017206
I black 90017207
aluminium plaster kit

aluminium 90017208

plaster kit (has to be ordered separately)

90017206 / 90017207
Plastic plaster kit

90017208
Aluminium plaster kit

STRANGE PETIT

3.0

17-Apr.-2018

90017208
A1

or

90017206 / 90017207

DIMENSIONS

3.0 LED
with plaster kit
90017206 / 90017207

68x168 10 0r13 F 47

3.0 LED
with plaster kit
900171208

@6‘0(167 717 F 47

MOUNTING INSTRUCTION

(‘D Make a hole in the ceiling according to the prescribed
dimensions (always use a plaster kit)

@ Click in the upper part of the fixture into the ceiling and
plaster the borders seamlessly

POWER CONNECTION

SERIAL CONNECTION - for LED

Always use POWER SUPPLY
according to the specifiations of the LED-module

220-240V
fixture O1 fixture 02 fixture .

+ LED @ o o
-LED

@ Insert the fixture in the upper part & fix LED-modules into
the fixture.

PB19-010-570-00
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STRANGE PETIT 3.0
PLASTER KIT

17-Apr.-2018

plastic plaster kit

white 90017206
I b)ack 90017207

plaster kit (has to be ordered separately)

When the thickness of
wood board is 13mm,
the gasket will be opened;

when the thickness of
wood board is 10mm,
the gasket should be folded.
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