
SPA Power Machinery Asset Safety Data Sheet

SPA Power Machinery

Westermann

Model No. WR 870 Honda (GXV160)

Moss Brush

Asset No. 551027
Serial No. 551027
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Personal Protection Equipment

Hand protection
must be worn

Eye protection
must be worn

Safety helmets
must be worn

Protective
footwear must

be worn

Hearing
protection must

be worn

PPE SYMBOLS ARE ADVISORY ONLY
The operator should be aware of all safety aspects of tool use, and operate within the boundaries of any relevant operational risk assessments, if in any doubt 
the operator should seek further advice

Hand Arm Vibration & Noise

Application Running on Path (Max Revs)

Location SPA Power Machinery

Date Tested 17/10/2019 Consumables Fitted

Source Of Vibration Data Earlsmere Limited Tested To Standard ISO 5349

Accelerometer Mounting Right Handle Test No. JB17101907

Exposure Low 1 Points per Minute

Trigger Time To Reach EAV 8 Hours 59 Minutes

Trigger Time To Reach ELV 24 Hours 0 Minutes

Magnitude 2.36 m/s² Uncertainty (K) 0.00 m/s² Vibration Value 2.36 m/s²

Always check you have the latest version of this Data Sheet
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Average Noise 84.30 dB(A)
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