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Dyson Series Battery User Manual

[Product name] : DSV6B/DSV7B/DSV8B vacuum cleaner battery

[Product Model] : DSV6B/DSV6BH/DSV7B/DSV8B

[DC charging voltage] : 26.1V (charging limit voltage: 25.2V)

[DC charging current] : 780mA (using the original charger)

[AC output voltage] : 21.6~25.2V

[AC output current] : Max 20A

[Applicable machine] : Suitable for dyson V6/V7/V8 handheld
vacuum cleaner

[Storage temperature] : -10~60°C, humidity <75%RH

[Product Appearance] :

DSv6B DSV6BH

DSV7B DSv8B

[Charging instructions]

*Insert the charger into the DC port on the front of the battery to start

charging

*Charging current: 780mA

*Charging :

° Connect the charger, start charging, the indicator light shows
normal charging.

° Remove the charger, stop charging, and the indicator light goes
out.

o During the charging process, if an abnormality such as
over-current or abnormal temperature is triggered, the charging
is stopped, and the indicator light flashes accordingly. Remove
the charger, the abnormal state is resolved, and the indicator light
goes out.

[Indicator light description]

° Normal charging display:
Electricity <33%, LED1 flashes slowly.
33% < Electricity <66%, LED1 is always on, LED2 flashes slowly.
66% < Electricity < 100%, LED1 and LED2 are always on, LED3
flashes slowly.
Electricity = 100% (full charge), LED1~LED3 are all on, and all
indicators are off when the charger is removed.

° Normal discharge display:
Electricity <33%, LED1 is always on.
33% < Electricity <66%, LED1 and LED2 are always on.
66% < Electricity <100%, LED1~LED3 are always on.

o Abnormal status display:

Undervoltage display: LED1 flashes quickly.

Abnormal current display (including overcurrent and load current
failure): LED2 flashes quickly.

Abnormal temperature display: LED3 flashes quickly.

[Instructions for use]

*Put the battery into the battery groove of the corresponding

handheld vacuum cleaner and tighten the fixing screws.

*Select the corresponding gear of the machine and press the switch of

the main unit to start the discharge.

*Discharge instructions:

° Press the discharge switch to start discharging, and the indicator
light shows normal discharge.

° Release the discharge switch to stop discharging and the
indicator light goes out.

° During the discharging process, if an abnormality such as
overcurrent, load aging, temperature abnormality, undervoltage
is triggered, stop discharging, the indicator light flashes
correspondingly, the discharge switch is released, the abnormal
state is removed, and the indicator light goes out.

° If the charger is inserted during the discharging process, the
discharging will stop, and the indicator light will change to the

normal charging display.

[Warning]
*Do not throw the battery into fire or water to prevent explosion.
*Do not touch metal objects to the positive and negative poles of the

battery to prevent short circuit, and do not disassemble the battery
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by yourself to avoid potential safety hazards.
*When not in use, please place the battery in a place out of reach of
children.

[Note]

*When the battery is not used for a long time, please unplug the power
supply and remove the battery in time, and place it in a dry and
ventilated place.

*After the battery is installed in the machine, please use screws to lock
the battery to the machine to prevent the battery from falling off.

*When the battery is not used for a long time, the battery should be
fully charged and discharged every 3 months and stored with half
electricity.

*After the battery is fully charged, please remove the charger in time.

*Battery storage temperature is -10°C~60°C, humidity <75%RH.

*When the battery has over-temperature protection during use, it is
recommended to let the battery stand still for a long time, and then
use the battery when the battery temperature drops to a low level to
ensure the battery life. Long-term high temperature operation will
shorten the battery life.
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[Produktname] : DSV6B/DSV7B/DSV8B Staubsauger Akku
[Produktmodell] : DSV6B/DSV6BH/DSV7B/DSV8B
[DC-Ladespannung] : 26,1 V (Ladegrenzspannung: 25,2 V)
[DC-LadeElektrizitat] : 780mA (mit dem Original-Ladegerat)
[AC-Ausgangsspannung] : 21,6 ~252V
[AC-AusgangsElektrizitit] : Max 20A

[Anwendbare Maschine] : Geeignet fiir Dyson V6/V7/V8
Handstaubsauger
[Lagertemperatur] : -10~60°C, Luftfeuchtigkeit <75%RH

[Produktauftritt] :

DSV6B DSV6BH

DSV7B DSv8B

[Ladeanleitung]

* Setzen Sie das Ladegerat in den DC-Anschluss an der Vorderseite des
Akkus ein, um den Ladevorgang zu starten

*LadeElektrizitat: 780mA

* Aufladen:

o Schlielen Sie das Ladegerat an, starten Sie den Ladevorgang, die
Kontrollleuchte zeigt normales Laden an.

° Entfernen Sie das Ladegerat, beenden Sie den Ladevorgang und die
Kontrollleuchte erlischt.

L] Wenn wahrend des Ladevorgangs eine Anomalie wie UberElektrizitét
oder anormale Temperatur ausgeldst wird, wird der Ladevorgang
gestoppt und die Anzeigeleuchte blinkt entsprechend. Entfernen Sie
das Ladegerat, der abnormale Zustand ist behoben und die
Kontrollleuchte erlischt.

[Kontrollleuchte Beschreibung]
° Normale Ladeanzeige:
Elektrizitat <33%, LED1 blinkt langsam.
33% < Elektrizitdt <66%, LED1 ist immer an, LED2 blinkt langsam.

66% < Elektrizitdt < 100%, LED1 und LED2 sind immer an, LEDS3 blinkt
langsam.
Elektrizitdt = 100 % (volle Ladung), LED1~LED3 leuchten alle und alle
Anzeigen sind aus, wenn das Ladegeréat entfernt wird.
L] Normale Entladungsanzeige:
Elektrizitat <33%, LED1 ist immer an.

33% < Elektrizitat <66%, LED1 und LED2 sind immer an.

66% < Power<100%, LED1~LED3 sind immer an.
L] Ungewohnliche Statusanzeige:
Unterspannungsanzeige: LED1 blinkt schnell.
Anormale Elektrizitdtanzeige (einschlieRlich UberElektrizitat und
LastElektrizitatausfall): LED2 blinkt schnell.
Abnormale Temperaturanzeige: LED3 blinkt schnell.

[Gebrauchsanweisung]
* Setzen Sie den Akku in die Akkumulde des entsprechenden
Handstaubsaugers und ziehen Sie die Befestigungsschrauben fest.
*Wahlen Sie den entsprechenden Gang der Maschine und driicken Sie den
Schalter des Hauptgerats, um die Entladung zu starten.
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* Entladeanweisungen:

(] Driicken Sie den Entladeschalter, um die Entladung zu starten, und die
Kontrollleuchte zeigt normale Entladung an.

L] Lassen Sie den Entladeschalter los, um den Entladevorgang zu
stoppen und die Kontrollleuchte erlischt.

L] Wenn wahrend des Entladevorgangs eine Anomalie wie
UberElektrizitat, Lastalterung, Temperaturanomalie, Unterspannung
ausgeldst wird, stoppen Sie die Entladung, die Anzeigeleuchte blinkt
entsprechend, der Entladeschalter wird freigegeben, der anormale
Zustand wird beseitigt und die Anzeigeleuchte erlischt .

(] Wird das Ladegerat wahrend des Entladevorgangs eingesteckt, wird
der Entladevorgang gestoppt und die Kontrollleuchte wechselt in die
normale Ladeanzeige.

[Warnung]

*Werfen Sie den Akku nicht in Feuer oder Wasser, um eine Explosion zu
vermeiden.

*Beriihren Sie keine Metallgegensténde an den Plus- und Minuspol der
Batterie, um einen Kurzschluss zu vermeiden, und zerlegen Sie die
Batterie nicht selbst, um potenzielle Sicherheitsrisiken zu vermeiden.

*Bewahren Sie den Akku bei Nichtgebrauch an einem Ort aufRerhalb der
Reichweite von Kindern auf.

[Notiz]

*Wenn der Akku langere Zeit nicht verwendet wird, trennen Sie bitte das
Netzteil und entfernen Sie den Akku rechtzeitig und legen Sie ihn an einem
trockenen und bellfteten Ort ab.

*Nach dem Einsetzen des Akkus in das Gerat verwenden Sie bitte
Schrauben, um den Akku an der Maschine zu befestigen, um ein
Herunterfallen des Akkus zu verhindern.

*Wenn der Akku langere Zeit nicht verwendet wird, sollte der Akku alle 3
Monate vollstandig geladen und entladen und mit halber Elektrizitat
gelagert werden.

*Nachdem der Akku vollstéandig aufgeladen ist, entfernen Sie bitte
rechtzeitig das Ladegeréat.

*Akku-Lagertemperatur betragt -10°C~60°C, Luftfeuchtigkeit <75%RH.

*Wenn der Akku wahrend des Betriebs (iber einen Ubertemperaturschutz
verfigt, wird empfohlen, den Akku langere Zeit stehen zu lassen und den
Akku dann zu verwenden, wenn die Akkutemperatur auf ein niedriges
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Niveau sinkt, um die Akkulebensdauer zu gewabhrleisten. Langfristiger
Hochtemperaturbetrieb verkiirzt die Batterielebensdauer.
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