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SEA LUBE WIRE ROPE LUBRICANT

• Sea Lube penetrates with a lubricating film that displaces moisture and prevents corrosion.
• Sea Lube guards against surface corrosion from atmospheric, salt, water and acid exposure.
• Sea Lube will not drip or run off surface even at elevated temperatures. Finished coating is dry 

to the touch. Protects metals, alloys and painted surfaces.

AVAILABLE IN AEROSOL CANS, 
5 GAL PAILS & 55 GAL DRUMS.

MADE IN USA

Size Packagin Price / ea. Part Number

12 oz aerosol can 12 cans per case 58.42 / can 38-93200000

5 gallon pail Sold individually 719.80 / each 38-93200001

55 gallon drum Sold individually Pricing on Request 38-93200002
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EXCLUSIVE CANADIAN DEALER FOR JIANGSU 
LANGSHAN WIRE ROPE CO. LTD., THE WORLDS 
LARGEST WIRE ROPE FACTORY

Jiangsu Wire Rope Mill is a large scale, high tech 
enterprise and is one of the earliest enterprises in its 
country specializing in steel wire and steel wire rope 
sling manufacturing with an annual output of 1,560,000 
metric ton, 78,000 containers with a capacity of producing 
up to 8" diameter wire ropes! With 50 years experience 
in production they are well equipped with advanced 
technology and have a complete means of measuring 
and testing capabilities with the continuous adoption 
of new equipment, new production processes, new 
technology and the development of new products. 

The products manufactured can be organized according 
to worldwide known standards like GB, DIN, BS, JIS, 
ASTM, RR-W-410, API, ISO, and so on. They have already 
passed the quality system verification of API, ISO9001. 
Factory through CCS, Lloyd’s, ABS, BV, and DNV Factory 
Certification. In 2006 the products were awarded as the 
“National Inspection-Free Product".

The company has always attached great importance to 
product quality, its reputation and that the products are 
well accepted around the world. 
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JIANGSU LANGSHAN WIRE ROPE CO. LTD. THE WORLDS LARGEST WIRE 
ROPE FACTORY
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Diameter 
(in)

Tolerance 
(in)

*MBF (lb)
Construc-

tion
Wt./1000 ft 

(lb)
Qty. / Reel

(ft)
Price / Reel Part Number

1/16 0.010 480 7 x 7 7.5 500 29.82 6-1/16500RL

1/16 0.010 480 7 x 7 7.5 1000 57.82 6-1/161000RL

3/32 0.012 920 7 x 7 16.0 500 51.10 6-3/32500RL

3/32 0.012 920 7 x 7 16.0 1000 100.27 6-3/321000RL

1/8 0.014 1700 7 x 7 28.5 500 71.00 6-1/8500RL

1/8 0.014 1700 7 x 7 28.5 1000 139.02 6-1/81000RL

1/8 0.014 2000 7 x 19 29,0 1000 187.60 6-1/81000X19RL

5/32 0.016 2600 7 x 7 43.0 500 100.35 6-5/32500RL

5/32 0.016 2600 7 x 7 43.0 1000 197.18 6-5/321000RL

5/32 0.016 2800 7 x 19 45.0 1000 250.51 6-5/321000X19RL

3/16 0.018 3700 7 x 7 62.0 500 140.52 6-3/16500RL

3/16 0.018 3700 7 x 7 62.0 1000 275.70 6-3/161000RL

3/16 0.018 4200 7 x 19 65.0 250 79.40 6-3/16250X19RLM

3/16 0.018 4200 7 x 19 65.0 500 151.64 6-3/16500X19RL

3/16 0.018 4200 7 x 19 65.0 1000 297.27 6-3/161000X19RL

3/16 0.018 4200 7 x 19 65.0 5000 1,444.00 6-3/165000X19RL

1/4 0.018 7000 7 x 19 110.0 250 126.42 6-1/4250RLM

1/4 0.018 7000 7 x 19 110.0 500 242.10 6-1/4500RL

1/4 0.018 7000 7 x 19 110.0 1000 475.30 6-1/41000RL

1/4 0.018 7000 7 x 19 110.0 5000 2,187.50 6-1/45000RL

5/16 0.022 9800 7 x 19 173.0 500 352.70 6-5/16500RL

5/16 0.022 9800 7 x 19 173.0 1000 705.42 6-5/161000RL

5/16 0.022 9800 7 x 19 173.0 5000 3,359.34 6-5/165000RL

3/8 0.026 14 400 7 x 19 243.0 110 115.41 6-3/8110RLM

3/8 0.026 14 400 7 x 19 243.0 500 479.19 6-3/8500RL

3/8 0.026 14 400 7 x 19 243.0 1000 940.40 6-3/81000RL

3/8 0.026 14 400 7 x 19 243.0 5000 4,562.90 6-3/85000RL

• Material: Improved Plow Steel (Grade 1770)
• Standard: MIL-W-83420D
• Finish: Drawn Galvanized, Lube: Dry
• Lay: ROL (sZ) / Core: IWRC
• Construction: 7x7 & 7x19

• �Certification: Manufacturers (on request)

Note: Reel material differs between; Wood, 
Metal, and Plastic.
*Actual loads may vary.

NOT FOR AIRCRAFT USE - SOLD IN FULL REELS ONLY

WIRE ROPE - 7X7 & 7X19, AIRCRAFT CABLE, STEEL CORE, GALVANIZED
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*Diameter (in)
MBF (lb) Construction

Wt. / 1000 ft
(lb)

Qty. / Reel
(ft)

Price / ft Part Number
A B

1/8 3/16 1700 7 x 7 36.2 Bulk 0.30 WR-PVC3/16"-7

3/16 1/4 4200 7 x 19 77.5 Bulk 0.60 WR-PVC1/4"-7

1/4 5/16 7000 7 x 19 123 Bulk 0.85 WR-PVC-5/16"

5/16 3/8 9800 7 x 19 197 Bulk 1.25 WR-PVC3/8"

WIRE ROPE - 7X7 & 7X19, AIRCRAFT CABLE, PVC COATED, 
STEEL CORE, GALVANIZED
• Material: Improved Plow Steel (Grade 1770)
• Standard: MIL-W-83420D
• Finish: Drawn Galvanized / PVC Coated - Clear, Lube: Dry
• Lay: ROL (sZ) / Core: IWRC
• Construction: 7x7 & 7x19
• Certification: Manufacturers (on request)
*Actual loads may vary.
*Note: Diameter A: PVC Coating removed, raw steel cable.
Diameter B: PVC Coating not removed.

NOT FOR AIRCRAFT USE
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Diameter (in) *MBF (lb)
Construc-

tion
Grade 

Stainless
Qty. / Reel

(ft)
Price / 

Reel or ft
Part Number

1/16 480 7 x 7 304 *Bulk 0.23 WRSS-7X7-1/16

1/16 480 7 x 7 304 500 85.00 WRSS-7X7-1/16M

3/32 920 7 x 7 304 *Bulk 0.26 WRSS-7X7-3/32

1/8 1700 7 x 7 304 *Bulk 0.45 WRSS-7X7-1/8

1/8 1700 7 x 7 304 250 121.46 WRSS-7x7-1/8M

1/8 1760 7 x 19 304 1000 525.80 WRSS-7x19-1/8

1/8 1760 7 x 19 304 *Bulk 0.51 WRSS-7X19-1/8FT

5/32 2400 7 x 7 304 *Bulk 0.63 WRSS-7X7-5/32

3/16 3700 7x19 304 Bulk 1.03 WRSS-7X19-3/16

1/4 6400 7 x 19 304 *Bulk 1.54 WRSS-7X19-1/4

5/16 9000 7 x 19 304 *Bulk 2.28 WRSS-7X19-5/16

3/8 12 000 7 x 19 304 *Bulk 3.20 WRSS-7X19-3/8

1/2 19 300 6 x 26 316 *Bulk 7.43 WRSS-6X19-1/2"

5/8 32 250 6 x 26 316 *Bulk 12.14 WRSS-6x26-5/8

3/4 44 600 6 x 26 316 *Bulk 17.00 WRSS-6x26-3/4

*Note: Bulk pricing is subject to labor and material charges.

WIRE ROPE - 7X7, 7X19, 6X19, 6X26, STEEL CORE, STAINLESS

• Material: Improved Plow Steel (Grade 1770), 304 & 316 Stainless (ANSI 316)
• Standard: MIL-W-83420D, ASTM A492, ISO 2408, RR-W-410G, API-9A
• Finish: Stainless Steel, Lube: Dry
• Lay: ROL (sZ) / Core: IWRC
• Construction: 7x7 & 7x19 & 6x19 & 6x26
• Certification: Manufacturers (on request)
* Actual loads may vary.
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*Diameter (in)
*MBF (lb) Construction Price / ft Part Number

A B

1/8 3/16 1700 7 x 7 0.94 WRSS-PVC-1/8

3/16 1/4 3700 7 x 19 1.70 WRSS-PVC1/4"

1/4 5/16 6400 7 x 19 2.66 WRSS-PVC5/16"

5/16 3/8 9000 7 x 19 3.82 WRSS-PVC3/8"

Diameter (in) Construction Price / ft Part Number

1/16 1 x 7 0.72 WR-1x7-1/16"

WIRE ROPE - 7X7, 7X19, AIRCRAFT CABLE, PVC COATED, 
STEEL CORE, STAINLESS

 WIRE ROPE - 1X7, SEIZING, STEEL CORE, STAINLESS

• Material: Improved Plow Steel (Grade 1770), 316 Stainless (ANSI 316)
• Standard: MIL-W-83420D, ASTM A492
• Finish: Stainless Steel, Lube: Dry
• Lay: ROL (sZ) / Core: IWRC
• Construction: 7x7 & 7x19
• Certification: Manufacturers (on request)
*Actual loads may vary.
*Note: Diameter A: PVC Coating removed, steel cable only. Diameter B: PVC Coating not removed.

• Material: Improved Plow Steel (Grade 1770), 316 Stainless (ANSI 316)
• Standard: ASTM A492
• Finish: Stainless Steel, Lube: Dry
• Construction: 1x7
• Lay: ROL (sZ) / Core: IWRC

*Actual loads may vary.
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Diameter (in) *MBF (lb) Weight / ft (lb) Price / ft Part Number

3/8 12 200 0.24 1.18 WRD-6X19-3/8"

1/2 21 400 0.42 2.00 WRD-6X19-1/2"

9/16 27 000 0.53 2.47 WRD-6X19-9/16"

5/8 33 400 0.66 3.07 WRD-6X19-5/8"

3/4 47 600 0.95 4.32 WRD-6X19-3/4"

7/8 64 400 1.29 5.75 WR-6X19-7/8"

Diameter (in) *MBF (lb)
Weight / ft 

(lb)
Price / ft Part Number

3/8 12 200 0.24 1.18 WR-6X19-3/8"

7/16 16 540 0.32 1.65 WR-6X19-7/16"

1/2 21 400 0.42 2.00 WR-6X19-1/2"

9/16 27 000 0.53 2.47 WR-6X19-9/16"

5/8 33 400 0.66 3.07 WR-6X19-5/8"

3/4 47 600 0.95 4.32 WR-6X19-3/4"

WIRE ROPE - 6X19, TRAWL WARP, FIBER CORE, GALVANIZED & GREASED

WIRE ROPE - 6X19, BRIDLE WIRE, FIBER CORE, GALVANIZED

• Material: Improved Plow Steel (Grade 1770)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Drawn Galvanized, Lube: A1 Light Lube
• Lay: ROL (sZ) / Core: FC
• Construction: 6x19
• Certification: Manufacturers (on request)
*Actual loads may vary.

• Material: Improved Plow Steel (Grade 1770)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Drawn Galvanized, Lube: Dry
• Lay: ROL (sZ) / Core: FC
• Construction: 6x19
• Certification: Manufacturers (on request)
*Actual loads may vary.



W
IR

E 
R

OP
E

322 

Diameter (in) *MBF (lb)
Weight / ft 

(lb)
Price / ft Part Number

3/8 18 500 0.35 2.25 WR-6X26RS-3/8"

7/16 24 300 0.49 2.56 WR-6X26RS-7/16"

1/2 31 000 0.61 3.03 WR-6X26RS-1/2"

9/16 39 200 0.78 3.69 WR-6X26RS-9/16"

5/8 48 400 0.97 4.23 WR-6X26RS-5/8"

Diameter (in) *MBF (lb) Weight / ft (lb) Price / ft Part Number

9/16 21 200 0.44 1.92 WR-6X24-9/16"

5/8 26 000 0.54 2.37 WR-6X24-5/8"

3/4 26 000 0.54 3.54 WR-6X24-3/4"

WIRE ROPE - 6X24, FIBER CORE, GALVANIZED

WIRE ROPE - 6X26, REGULAR SWAGED WS, STEEL CORE, BRIGHT & GREASED

• Material: Improved Plow Steel (Grade 1770)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Drawn Galvanized, Lube: Dry
• Lay: ROL (sZ) / Core: FC

• Construction: 6x24
• Certification: Manufacturers (on request)
*Actual loads may vary.

• �Material: Extra Improved Plow Steel
(Grade 1960)

• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube

• Lay: ROL (sZ) / Core: IWRC
• Construction: 6x26, Regular Swaged
• Certification: Manufacturers (on request)
*Actual loads may vary.



W
IR

E R
OPE

 323

WIRE ROPE - 6X19, STEEL CORE, GALVANIZED

WIRE ROPE - 6X19, STEEL CORE, GALVANIZED & GREASED

• Material: Improved Plow Steel							
• (Grade 1770)							
• Standard: ISO 2408, RR-W-410G, API-9A							
• Finish: Drawn Galvanized, Lube: Dry							
• Lay: ROL (sZ) / Core: IWRC							
• Construction: 6x19							
• Certifi cation: Manufacturers (on request)							
*Actual loads may vary.							

• Material: Extra Improved Plow Steel							
• (Grade 1960)							
• Standard: ISO 2408, RR-W-410G, API-9A							
• Finish: Drawn Galvanized, Lube: A1 Light Lube						
• Lay: ROL (sZ) / Core: IWRC							
• Construction: 6x19							
• Certifi cation: Manufacturers (on request)							
*Actual loads may vary.							

Diameter (in) *MBF (lb) Weight / ft (lb) Qty. / Reel (ft) Price / ft Part Number

  1/2 23 000 0.46 5 000 1.80 WRG-6X19-1/2"

  5/8 35 400 0.72 5 000 2.37 WRG-6X19-5/8"

  3/4 51 200 1.04 5 000 3.60 WRG-6X19-3/4"

Diameter (in) *MBF (lb) Weight / ft (lb) Qty. / Reel (ft) Price / ft Part Number

1 1/8 130 000 2.34 2 332  9.70 WRGA1-6X19-1-1/8"

1  1/4 159 800 2.89 2 332 12.12 WRGA1-6X19-11/4"
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Diameter (in) *MBF (lb) Weight / ft (lb) Price / ft Part Number

1-1/2 228 000 4.16 19.12 WRGA1-6x36-1-1/2"

WIRE ROPE - 6X36, STEEL CORE, GALVANIZED & GREASED

• Material: Extra Improved Plow Steel (Grade 1960)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube
• Lay: ROL (sZ) / Core: IWRC
• Construction: 6x36, Compacted
• Certification: Manufacturers (on request)
*Actual loads may vary.

Diameter
(in)

*MBF (lb)
Weight / ft 

(lb)
Qty. / Reel 

(ft)

Price /  ft
Full Reel 

Only
Price / ft Part Number

3/8 15 100 0.26 5000 1.05 1.26 WRB-6X26-3/8"

7/16 20 400 0.35 5000 1.35 1.62 WRB-6x26-7/16"

1/2 26 600 0.46 5000 1.72 2.06 WRB-6X26-1/2"

9/16 33 600 0.59 5000 2.13 2.55 WRB-6X26-9/16"

5/8 41 200 0.72 5000 2.57 3.08 WRB-6X26-5/8"

3/4 58 800 1.04 2500, 5000 3.57 4.28 WRB-6X26-3/4"

7/8 79 600 1.42 2500 4.89 5.86 WRB-6X26-7/8"

1 103 400 1.85 2500 6.22 7.46 WRB-6X26-1"

1-1/8 130 000 2.34 2500 7.85 9.30 WRB-6X26-1-1/8"

WIRE ROPE - 6X26, STEEL CORE, BRIGHT & GREASED

• Material: Extra Improved Plow Steel (Grade 1960)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube
• Lay: ROL (sZ) / Core: IWRC
• Construction: 6x26
• Certification: Manufacturers (on request)
*Actual loads may vary.
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Diameter
(in)

*MBF (lb)
Weight / ft 

(lb)
Qty. / Reel

(ft)

Price /  ft
Full Reel 

Only
Price / ft Part Number

5/16 10 540 0.18 5000 0.90 1.08 WRB-6X36-5/16"

3/8 15 100 0.26 5000 1.09 1.31 WRB-6X36-3/8"

7/16 20 400 0.35 5000 1.40 1.68 WRB-6X36-7/16"

1/2 26 600 0.46 5000 1.76 2.11 WRB-6X36-1/2"

9/16 33 600 0.59 5000 2.19 2.63 WRB-6X36-9/16"

5/8 41 200 0.72 5000 2.62 3.14 WRB-6X36-5/8"

3/4 58 800 1.04 5000 3.65 4.38 WRB-6X36-3/4"

7/8 79 600 1.42 2500 4.98 5.97 WRB-6X36-7/8"

1 103 400 1.85 2500 6.39 7.66 WRB-6X36-1"

1-1/16 116 700 2.10 2000 7.22 8.66 WRB-6X36-1-1/16"

1-1/8 130 000 2.34 2500 8.35 10.02 WRB-6X36-11/8"

1-1/4 159 800 2.89 2000 10.20 12.24 WRB-6X36-1-1/4"

WIRE ROPE - 6X36, STEEL CORE, BRIGHT & GREASED

• �Material: Extra Improved Plow Steel
(Grade 1960)

• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube

• Lay: ROL (sZ) / Core: IWRC
• Construction: 6x36
• Certification: Manufacturers (on request)
*Actual loads may vary.
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Diameter
(in)

*MBF (lb)
Weight / ft

(lb)
Qty. / Reel

(ft)

Price /  ft
Full Reel 

Only
Price / ft Part Number

3/8 15 100 0.26 5000 1.26 1.51 WRG-6X26-3/8"

7/16 20 400 0.35 5000 1.63 1.96 WRG-6X26-7/16"

1/2 26 600 0.46 5000 2.09 2.51 WRG-6X26-1/2"

9/16 33 600 0.59 5000 2.60 3.12 WRG-6X26-9/16"

5/8 41 200 0.72 5000 3.15 3.78 WRG-6X26-5/8"

3/4 58 800 1.04 5000 4.39 5.27 WRG-6X26-3/4"

7/8 79 600 1.42 2500 6.02 7.22 WRG-6X26-7/8"

1 103 400 1.85 2500 7.70 9.24 WRG-6X26-1"

1-1/8 130 000 2.34 2500 9.67 11.60 WRG-6X26-11/8"

WIRE ROPE - 6X26, STEEL CORE, GALVANIZED

• �Material: Extra Improved Plow Steel
(Grade 1960)

• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Drawn Galvanized, Lube: Dry

• Lay: ROL (sZ) / Core: IWRC
• Construction: 6x26
• Certification: Manufacturers (on request)
*Actual loads may vary.
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Diameter
(in)

*MBF (lb)
Weight / ft

(lb)
Qty. / Reel

(ft)
Price /  ft

Full Reel Only
Price / ft Part Number

1/4 6800 0.12 5000 0.75 0.90 WR-6X36-1/4"

5/16 10 540 0.18 5000 1.05 1.26 WR-6X36-5/16"

3/8 15 100 0.26 5000 1.29 1.55 WR-6X36-3/8"

7/16 20 400 0.35 5000 1.68 2.01 WR-6X36-7/16"

1/2 26 600 0.46 5000 2.13 2.55 WR-6X36-1/2"

5/8 41 200 0.72 5000 3.19 3.82 WR-6X36-5/8"

3/4 58 800 1.04 5000 4.47 5.36 WR-6X36-3/4"

7/8 79 600 1.42 2500 6.11 7.35 WR-6X36-7/8"

1 103 400 1.85 2500 7.85 9.33 WR-6X36-1"

1-1/8 130 000 2.34 2500 10.25 12.30 WR-6X36-11/8"

1-1/4 159 800 2.89 2500 12.50 15.00 WR-6X36-11/4"

1-3/8 192 000 3.50 2000, 3000 15.15 18.18 WR-6X36-1-3/8"

1-1/2 228 000 4.16 1860 17.60 21.12 WR-6X36-11/2"

1-3/4 306 000 5.67 2000 24.45 29.34 WR-6X36-1-3/4"

2 396 000 7.39 1500 33.01 39.61 WR-6X36-2"

2-1/4 494 000 9.36 1200

Stock items, call for pricing

WR-6X36-2-1/4"

2-1/2 604 000 11.6 1000 WR-6X36-2-1/2"

3 936 000 16.6 1000 WR-6X36-3"

WIRE ROPE - 6X36, STEEL CORE, GALVANIZED

• Material: Extra Improved Plow Steel (Grade 1960)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Drawn Galvanized, Lube: Dry
• Lay: ROL (sZ) / Core: IWRC
• Construction: 6x36
• Certification: Manufacturers (on request)
*Actual loads may vary.
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Diameter
(mm)

*MBF (t)
Approx. Weight 

(kg/m)
Qty. / Reel 

(ft)
Price / ft Part Number

16 23.0 (50 700 lb) 1.17 (0.78 lb / ft.) 5,000 8.12 WR-8X26-16MM

WIRE ROPE - 8X26, BOOM ROPE, BRIGHT & GREASED

• �Material: Extra Improved Plow Steel
(Grade 1960)

• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube
• Lay: ROL (sZ) / Core: IWRC
• Construction: 8x26
• Certification: Manufacturers (on request)
• Rated in Metric Ton(s)
• Rotation - resistance
• High structural stability

• High breaking load
• High Flexibility
• Safe to shape-damage
• �Prevents abrasion and break among 

internal wires
• Extended life of winch drum and sheave
• Suitable for Tower Crane
• Excellent life time
• Extremely reduces internal stress
*Actual loads may vary.

Improved Fatigue and Abrasion Resistance because of plastic filled between the steel core and 
the outer strands. FlexTec rope has excellent abrasion resistance and fatigue resistance by 
keeping out water and abrasive elements that could penetrate conventional ropes. 

Improved service life for crane usage, because of the plastic filled in the FlexTec; it can absorb 
shock and reduce the peak loading of wire rope under high dynamic loadings. Two times 
service life can be achieved compared to conventional ropes.
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Diameter (in) *MBF (lb)
Weight / ft 

(lb)
Price / ft Part Number

9/16 27 200 0.70 3.08 WR-18X19-9/16"

5/8 33 600 0.86 3.73 WR-18X19-5/8"

3/4 48 000 1.24 5.17 WR-18X19-3/4"

7/8 65 000 1.69 6.90 WR-18X19-7/8"

Diameter (in) *MBF (lb) Weight / ft (lb) Price / ft Part Number

1/4 5540 0.11 1.25 WR-19X7-1/4"

5/16 8600 0.18 1.55 WR-19X7-5/16"

3/8 12 300 0.25 1.67 WR-19X7-3/8"

7/16 16 660 0.35 2.19 WR-19X7-7/16"

1/2 21 600 0.45 2.83 WR-19X7-1/2"

9/16 27 200 0.58 3.42 WR-19X7-9/16"

5/8 33 600 0.71 4.17 WR-19X7-5/8"

3/4 48 000 1.02 5.88 WR-19X7-3/4"

WIRE ROPE - 18X19S, ROTATION RESISTANT, STEEL CORE, BRIGHT & GREASED

WIRE ROPE - 19X7, ROTATION RESISTANT, STEEL CORE, BRIGHT & GREASED

• �Material: Extra Improved Plow Steel
(Grade 1960)

• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube

• Lay: ROL (sZ) / Core: IWRC
• Construction: 18x19, Seale Construction
• Certification: Manufacturers (on request)
*Actual loads may vary.

• �Material: Extra Improved Plow Steel
(Grade 1960)

• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube

• Lay: ROL (sZ) / Core: IWRC
• Construction: 19x7
• Certification: Manufacturers (on request)
*Actual loads may vary.
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Diameter
(in)

*MBF
(lb)

Approx. Weight / ft
(lb)

Price / ft Part Number

3/8 12 200 0.24 1.37 WR-6X25-3/8"

1/2 21 400 0.42 2.25 WR-6X25-1/2"

3/4 47 600 0.95 4.62 WR-6X25-3/4"

7/8 64 400 1.29 6.18 WR-6X25-7/8"

WIRE ROPE - 6X25, TROLLEY & HOISTS ROPE, FIBER CORE, BRIGHT & GREASED

WIRE ROPE - 6X37, FIBER CORE, BRIGHT & GREASED

• Material: Improved Plow Steel (Grade 1770)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube
• Lay: ROL (sZ) / Core: FC

• Construction: 6x25
• Certification: Manufacturers (on request)
*Actual loads may vary.

• Material: Improved Plow Steel (Grade 1770)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube
• Lay: ROL (sZ) / Core: FC

• Construction: 6x37
• Certification: Manufacturers (on request)
*Actual loads may vary.

Diameter (in) *MBF (lb) Weight / ft (lb) Price / ft Part Number

7/16 16 540 0.35 2.14 WR-6X37-7/16"

1/2 21 400 0.46 2.42 WR-6X37-1/2"

5/8 33 400 0.72 3.50 WR-6X37-5/8"
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Diameter
(mm)

*MBF
(t)

Approx. Weight 
(kg/m)

Price / ft
(≥ 1000 ft)

Price / ft
(< 1000 

ft)
Part Number

19 35.1 (77 330 lb) 1.86 9.28 10.69 WR-35X7-19MM2160

Diame-
ter

(mm)
*MBF (t)

Approx. Weight 
(kg/m)

Price / ft
(≥ 1000 ft)

Price / ft
(< 1000 

ft)
Part Number

14 17.1 (37 770 lb) 0.974 (0.65 lb / ft) 5.28 6.09 WRI-35X7-14MM

15 20.4 (44 900 lb) 1.015 (0.68 lb / ft) 5.86 6.74 WRI-35X7-15MM

16 22.8 (50 360 lb) 1.272 (0.85 lb / ft) 6.43 7.40 WRI-35X7-16MM

18 27.9 (61 600 lb) 1.610 (1.08 lb / ft) 7.49 8.60 WRI-35X7-18MM

20 34.8 (76 660 lb) 1.988 (1.34 lb / ft) 8.89 10.20 WRI-35X7-20MM

22 42.3 (93 300 lb) 2.405 (1.62 lb / ft) 10.26 11.80 WRI-35X7-22MM

26 60.0 (132 190 lb) 3.360 (2.26 lb / ft) 13.77 15.83 WRI-35X7-26MM

28 68.9 (151 970 lb) 3.896 (2.62 lb / ft) 17.43 20.03 WRI-35X7-28MM

WIRE ROPE - 35X7, COMPACTED, HOIST ROPE, BRIGHT & GREASED

WIRE ROPE - 35X7, COMPACTED, HOIST ROPE, BRIGHT & GREASED

• Rotation - resistance
• Safe to shape-damage 
• High structural stability
• Extended life of winch drum and sheave
• High breaking load
• Suitable for Tower Crane
• Strong against abrasion
• Excellent life time

• Material: Extra Improved Plow Steel (Grade 1960)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube
• Lay: ROL (sZ) / Core: IWRC
• Construction: 35x7, Compacted
• Certification: Manufacturers (on request)
• Rated in Metric Ton(s)
*Actual loads may vary.

• �Material: Extra Improved Plow Steel
(Grade 2160)

• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube
• Lay: RLL (zZ) / Core: IWRC

• Construction: 35x7, Compacted
• Certification: Manufacturers (on request)
• Rated in Metric Ton(s)
*Actual loads may vary.

By flattening the surface of outer wires of each strand, this plane contacting lay construction has 
a flat touch area of outer wires comparing round strand type rope. This flat touch area enables 
longer life of each wire before breaking. While designing this construction, we emphasized 
the optimal balance between high tensile strength, fatigue resistance, and structural stability. 
These ropes are widely used in various applications such as crane, fishing and mining.
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Diameter 
(mm)

*MBF (lb) Weight / ft (lb)
Price / ft

(≥ 1000 ft)
Price / ft

(< 1000 ft)
Part Number

10 19 690 0.33 4.08 4.69 WRGI-35X7-10MM

12 27 880 0.48 4.49 5.14 WRGI-35X7-12MM

18 61 600 1.08 8.06 9.37 WRGI-35X7-18MM

Diameter
(in)

*MBF
(lb)

Approx. Weight 
(lb/ft)

Price / ft
(≥ 1000 ft)

Price / ft
(< 1000 

ft)
Part Number

1 124 800 2.26 13.57 15.60 WRI-35x7-1"

WIRE ROPE - 35X7, COMPACTED, HOIST ROPE, BRIGHT & GREASED

WIRE ROPE - 35X7, COMPACTED, NON-ROTATING, 
STEEL CORE, GALVANIZED & GREASED

• �Material: Extra Improved Plow Steel
(Grade 1960)

• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Bright, Lube: A1 Light Lube

• Lay: RLL (zZ) / Core: IWRC
• Construction: 35xK7, Compacted
• Certification: Manufacturers (on Request)
*Actual loads may vary.

• �Material: Extra Improved Plow Steel
(Grade 1960)

• Standard: ISO 2408, RR-W-410G, API-9A
• �Finish: Drawn Galvanized, Lube: A1 

Light Lube

• Lay: RLL (zZ) / Core: IWRC
• Construction: 35xK7, Compacted
• Certification: Manufacturers (on request)
*Actual loads may vary.
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Diameter (mm) *MBF (lb) Weight / ft (lb)
Price / ft

(≥ 1000 ft)
Price / ft

(< 1000 ft)
Part Number

10 22 100 0.35 4.54 5.23 WRG-35X7-10MM

12 31 470 0.50 5.00 5.74 WRG-35X7-12MM

13 36 420 0.56 5.57 6.40 WRG-35X7-13MM

14 42 260 0.65 6.20 7.11 WRG-35X7-14MM

15 49 600 0.75 7.06 8.11 WRG-35X7-15MM

16 56 430 0.89 7.90 9.08 WRG-35X7-16MM

18 69 240 1.08 9.80 11.27 WRG-35X7-18MM

19 77 330 1.25 10.90 12.53 WRG-35X7-19MM

20 85 900 1.34 11.95 13.74 WRG-35X7-20MM

22 104 800 1.62 14.50 16.67 WRG-35X7-22MM

24 124 770 1.92 17.25 19.83 WRG-35X7-24MM

26 148 400 2.26 20.25 23.28 WRG-35X7-26MM

28 170 400 2.62 23.45 26.96 WRG-35X7-28MM

30 198 400 3.05 26.95 30.99 WRG-35X7-30MM

32 220 300 3.42 30.65 35.24 WRG-35X7-32MM

WIRE ROPE - 35X7, COMPACTED, NON-ROTATING, STEEL CORE, 
GALVANIZED & GREASED

• Material: Extra Improved Plow Steel (Grade 2160)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Drawn Galvanized, Lube: A1 Light Lube
• Lay: RLL (zZ) / Core: IWRC
• Construction: 35xK7, Compacted
• Certification: Manufacturers (on request)
*Actual loads may vary.

By flattening the surface of outer wires of each strand, this plane contacting lay construction has 
a flat touch area of outer wires comparing round strand type rope. This flat touch area enables 
longer life of each wire before breaking. While designing this construction, we emphasized 
the optimal balance between high tensile strength, fatigue resistance, and structural stability. 
These ropes are widely used in various applications such as crane, fishing and mining.
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Diameter (mm) *MBF (lb) Weight / ft (lb) Lay Price / ft Part Number

7 7688 0.16 RRL 1.29 WR-8X19-7MMRRL

7 7688 0.16 LRL 1.29 WR-8X19-7MMLRL

7.5  8813 0.18 RRL 1.56 WR-8X19-7.5MMRRL

8 10 049 0.20 RRL 1.62 WR-8X19-8MMRRL

8 10 049 0.20 LRL 1.62 WR-8X19-8MMLRL

9 12 701 0.24 RRL 2.00 WR-8X19-9MMRRL

9 12 701 0.24 LRL 2.00 WR-8X19-9MMLRL

10 15 691 0.31 RRL 2.55 WR-8X19-10MMRRL

10 15 691 0.31 LRL 2.55 WR-8X19-10MMLRL

Diameter (mm) *MBF (lb) Weight / ft (lb) Lay Price / ft Part Number

11 18 973 0.36 RRL 2.92 WR-8X36-11MMRRL

11 18 973 0.36 LRL 2.92 WR-8X36-11MMLRL

12 22 480 0.43 RRL 3.40 WR-8X36-12MMRRL

12 22 480 0.43 LRL 3.40 WR-8X36-12MMLRL

13 26 526 0.52 RRL 3.97 WR-8X36-13MMRRL

13 26 526 0.52 LRL 3.97 WR-8X36-13MMLRL

14 30 798 0.60 RRL 4.60 WR-8X36-14MMRRL

14 30 798 0.60 LRL 4.60 WR-8X36-14MMLRL

16 40 239 0.77 RRL 5.90 WR-8X36-16MMRRL

16 40 239 0.77 LRL 5.90 WR-8X36-16MMLRL

18 50 805 0.97 RRL 7.40 WR-8X36-18MMRRL

18 50 805 0.97 LRL 7.40 WR-8X36-18MMLRL

20 62 719 1.21 RRL 9.05 WR-8X36-20MMRRL

20 62 719 1.21 LRL 9.05 WR-8X36-20MMLRL

WIRE ROPE - 8X19, SEALE, IWRC 1960 N/MM2, GALVANIZED, A-2 LUBE

WIRE ROPE - 8X36, SEALE, IWRC 1960 N/MM2, GALVANIZED, A-2 LUBE

• Material: Extra Improved Plow Steel (Grade 1960)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Drawn Galvanized, Lube: A2 Lube
• Lay: RRL and LRL / Core: IWRC

• Construction: 8x19
• Certification: Manufacturers (on request)
*Actual loads may vary.

• Material: Extra Improved Plow Steel (Grade 1960)
• Standard: ISO 2408, RR-W-410G, API-9A
• Finish: Drawn Galvanized, Lube: A2 Lube
• Lay: RRL amd LRL / Core: IWRC

• Construction: 8x36
• Certification: Manufacturers (on request)
*Actual loads may vary.
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