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DRIVEN BY AIR.

Professional-grade products now at 
your fingertips

WELCOME TO PCL

PCL has been manufacturing and supplying tire inflation and compressed air products since 1938. The 
products have been specially selected, designed, and manufactured through years of experience to satisfy all 
your needs. PCL’s reputation for producing accurate and reliable equipment has made it the worldwide 
authority in its field, backed by superior customer service.

COMPREHENSIVE PACKAGE

QUALITY

BUILT TO LAST

PERFORMANCE

EXPERIENCE

PCL offers a wide range of cost effective tire 
inflation and compressed air products to fit 

any industry need.

Each PCL product is thoroughly tested to 
internationally recognized standards, where 

applicable, before it leaves the factory – giving 
you complete peace of mind.

Using only the highest quality components, 
you can have confidence that the products are 

built with reliability and durability in mind.

 PCL products out-perform other brands. 
Where speed is a factor, we get the job done 

quicker. Our focus on quality & efficiency 
means more revenue & profit for your 

business.

With 70+ years experience designing & 
manufacturing pneumatic equipment, PCL has 
the knowledge & extensive technical support 
giving you the confidence you have the best 

products and service available.



PNEUMATIC COMPONENTS LTD.
Recognized as the global market leader in the design, 

manufacture, and distribution of the most advanced and 
comprehensive portfolio available, PCL remains true to 

its principle of quality products and exceptional service.

Add to that a loyal and highly skilled team and you have a 
company which delivers reliable inflation and pneumatic solutions you 
can count on, at prices you can afford. Founded in 1938, when the first 

pressure gauges were designed and manufactured in Sheffield, UK, PCL’s 
focus remains on exceeding customer needs. We stay ahead of the game 

with an ever-expanding core product range, ensuring that ancillary 
products are continually developed to complement this.

Our dedication to customers means we are not just a supplier of products, we act 
as a partner too. We provide you with full aftersales service, as well as support 

to sell our products, such as informative product literature, training, and product 
user manuals. Our customers have access to a full technical support hotline, and 

site visits where necessary. We also help you identify the best revenue 
 generators for your business.

Our proactive partnering approach and pioneering design establishes us 
internationally as the brand to buy in over 80 countries, all backed up by excellent customer 

service and training.

At PCL we take pride in our customers as well as our products.

www.pcltireinflation.com
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Handheld Inflators
PCL offers the highest quality, most reliable, and 
cost-effective equipment for fast and accurate tire 
inflation. From handheld analog units, to the 
high-tech ACCURA electronic range - PCL’s 
innovative, market-leading inflators provide the 
best and most select range of functionality for all 
types of tire inflation applications. Merging ease of 
use and readability with rapid, safe, and cost-
effective solutions for tire inflation. These 
professional-series handheld inflators provide 
reliability and accuracy, giving users confidence in 
their investment.
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HANDHELD INFLATORS

AIRFORCE MK4 HEAVY DUTY 
TIRE INFLATORS

ANALOG

SPECIFICATIONS

Accuracy:                                                           Meets EC 86/217

Reading Accuracy:                                                                2 psi

Max Inlet Pressure:                                                          200 psi

Inflation Flow:                                                                  18 cfm

Compliant with EN12645:2014

AIRFORCE MK4 TRUCK TIRE INFLATORS

AFG4A09
AFG4A098

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

AFG5A09      21” HOSE, TWIN ANGLED CHUCK
AFG5A091    21” HOSE, SINGLE LOCK ON CHUCK
AFG5A092    6’ HOSE, SINGLE LOCK ON CHUCK
AFG5A093    15’ HOSE, SINGLE LOCK ON CHUCK
AFG5A19      21” HOSE, STRAIGHT & ANGLED CHUCK

PCL’s line of analog handheld tire inflators have become the industry standard in auto service centers, gas stations, and tire shops. 
Popular amongst operators and tire installers for their reliability, accuracy, and robustness, these units offer guaranteed accuracy. 

KEY BENEFITS

Larger window gives 20% greater field of viewing

Inflate/deflate tire pressure while engaged on tire valve system

Individually tested calibration certificate included

SPECIFICATIONS

Accuracy:                                                      Exceeds EC 86/217

Reading Accuracy:                                                               2 psi

Max Inlet Pressure:                                                         218 psi

Inflation Flow:                                                                 13 cfm

Calibration:                                                                  0-174 psi

KEY BENEFITS

Larger viewing window gives 20% greater field of viewing

Inflate/deflate tire pressure while engaged on tire valve system

Individually tested calibration certificate included

Calibration:                                                                  0-138 psi

Complies to EN 12645:2014

PART # DESCRIPTION

21” HOSE, TWIN ANGLED CHUCK
21” HOSE, SINGLE LOCK-ON CHUCK

AFG4A099
AFG4A19

6’ HOSE, SINGLE LOCK-ON CHUCK
21” HOSE, STRAIGHT & ANGLED CHUCK

PART # DESCRIPTION

CALIBRATION

CERTIFIED

CALIBRATION

CERTIFIED



Improved safety with 15’ hose length option

DID YOU KNOW?
BREAKING DOWN OSHA REGULATIONS

PCL always keeps the saftey of the user in mind. Because many 
trucks utilize steel cords in their sidewalls presenting a potential 
danger during inflation, the AIRFORCE MK4 Truck Tire Inflator is 
available with up to 15 ft. of hose. 

OSHA regulations require individuals to use a remote inflation 
device during any procedure involving tire inflation to ensure they 
are clear of the trajectory area. Having 15 ft. of hose places the 
user out of harms way and helps to ensure their safety.

PCL has built on its world-leading tire inflation knowledge to create 
the AIRFORCE MK4 Truck Tire Inflator. The AIRFORCE MK4 Truck 
Tire Inflator is a gauge which not only answers the market need for 
a higher pressure inflator, but also provides one that can withstand 
harsh tire shop environments.

The AIRFORCE MK4 Truck Tire Inflator is set to become the heavy 
duty solution for providing safe, cost-effective, and trouble-free 
high pressure inflation with guaranteed accuracy. As a result, this 
will give truck tire users the benefits of extended tire life, increased 
fuel economy, and improved safety.

The reliable and versatile AIRFORCE MK4 Truck Tire Inflator, with its 
aluminum die cast body and linear gauge represents the best 
product on the market for both indoor and outdoor applications, 
even in extreme weather.

SPECIFICATIONS & KEY BENEFITS

 Complies to EC 86/217 and EN 12645:2014

Meets OSHA regulations

Larger viewing windows offers 20% greater field of view

New piston & seal design ensures no internal corrosion

Tested to over 400,000 cycles at 100% accuracy

Reading accuracy:   0.1 bar / 2 PSI

Maximum inlet pressure:  15 bar / 218 PSI

Inflation flow:  13 cfm

Operating temperature:   -13°F to 131°F

Available with up to 15 ft. of hose increasing user safety

UP TO 15 FT. OF HOSE

AIRFORCE MK4 TRUCK TIRE INFLATOR

AFG5A093  

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 | Fax: (281) 619-5613

Calibration:  0-174 PSI

PART # DESCRIPTION

15’ HOSE, SINGLE LOCK ON CHUCK
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HANDHELD INFLATORS

AIRFORCE DIAL GAUGE TIRE INFLATOR

ANALOG

SPECIFICATIONS

Accuracy:                                                           Meets EC 86/217

Reading Accuracy:                                                                2 psi

Max Inlet Pressure:                                                           218 psi

Inflation Flow:                                                                   32 cfm

AFG1H08N    6’ HOSE, SINGLE LOCK ON CHUCK WITH BRASS INLET

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

The AIRFORCE Dial Gauge Handheld Tire Inflator has received 
rave reviews from users in tireshops, garages, and auto 
dealerships. This tried and tested product is a firm favorite due to 
its robust, yet lightweight design.

This AIRFORCE tire inflator has a large, easy to read dial gauge 
making it user-friendly and allows for fast, trouble-free tire 
inflation. It allows you to inflate and deflate while staying 
engaged on the tire valve system.

Fast and simple to use with guaranteed accuracy, this mechanical 
unit offers longer life, lower operating costs, and excellent shock 
resistance - all within a modern functional design featuring a 
clear analog display.

Robust, yet lightweight, the AIRFORCE was developed with 
rugged engineering plastics to withstand high volume, intensive 
applications, therefore lengthening its operating life. Furthermore,  
its brass inlet is included to withstand high pressures.

Its excellent performance means extended tire life, increased fuel 
economy, and improved safety for tire users.

All you have to do is pre-set the required pressure, place the 
connector on the tire, and let the built-in auto-start function do 
the rest.

KEY BENEFITS

High levels of speed, accuracy, and safety

High versatility and flexibility

Guaranteed accuracy with individual testing

DIAL GAUGE TIRE INFLATOR

Large, easy to read dial display

Modern, lightweight, and shock resistant construction

Direct valve design increasing inflation and deflation rates

Built-in swivel and hanging device

Bar, PSI, and kPa versions & range of accessories available

Operating Temperature:                                           -4°F to 140°F

Storage Temperature:                                            -22°F to 176°F

Max Inlet Pressure:                                                           218 psi

Inflation Flow:                                                                   32 cfm

Compliant with BS EN 12645:2014

BRASS INLET

Calibration:                                                                   0-170 psi

Individually tested calibration certificate included

Inflate/deflate tire pressure while engaged on the tire valve system

PART # DESCRIPTION

CALIBRATION

CERTIFIED
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HANDHELD INFLATORS

ACCURA MK4 DIGITAL TIRE INFLATOR

DIGITAL

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

PCL’s line of MK4 tire inflators have become the industry standard 
amongst auto dealerships, service centers, and garages over the last 
25 years. With the digital age upon us, we are firmly committed to 
offering the same features and benefits that have stood the test of 
time with the advancements in digital technology.

Introducing the new ACCURA MK4 Tire Inflator, which combines the 
ruggedness of a metal analog inflator with the accuracy and ease 
of use of a digital gauge. The ACCURA MK4 offers leading inflation 
and deflation rates along with high performance in both indoor and 
outdoor environments. The large LCD, backlit display and selectable 
units of pressure reading make this the most versatile digital hand-
held product PCL has ever launched. With its sleek, slimline body 
design, the ACCURA MK4 Tire Inflator is the lightest metal bodied 
gauge on the market, with a biomorphic shape to give increased 
comfort in use.

The ACCURA MK4 Tire Inflator is compatible with a wide choice of 
tire valve connectors and hose lengths to suit all tire inflation 
applications where needed. This professional series product 
combines simplicity and technology to bring you the latest 
evolution in tire inflation.

KEY BENEFITS

Extremely robust aluminum body with protective rubber bumper

Lightweight design - Easy to use with reduced fatigue

Inflate/deflate tire pressure while engaged on the tire valve system

Large, backlit display makes it easy and quick to read

ACCURA MK4 DIGITAL TIRE INFLATOR

Individually tested calibration certificate included

Registered design

3 units of calibration toggle as standard - psi, bar, & kPa

DAC409        21” HOSE, TWIN ANGLED CHUCK
DAC4099      6’ HOSE, SINGLE LOCK ON CHUCK

NEW!

SPECIFICATIONS

Accuracy:                                            Exceeds BS EN12645:2014

Reading Accuracy:                                                              0.1 psi

Max. Inflation Pressure:                                                     250 psi

Max. Inlet Pressure:                                                           260 psi

Inflation Flow (@190 psi):                                                   18 cfm

Calibration:                                                                     4-250 psi

Battery Type:                                                       2 AAA (supplied)

Dimensions:                                                     8.27” x 1.9” (L x W)

Weight:                                                                             1.09 lbs.

4-250 PSI

PART # DESCRIPTION

CALIBRATION

CERTIFIED
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HANDHELD INFLATORS

ACCURA 1 TIRE INFLATOR

DIGITAL

SPECIFICATIONS

Accuracy:                                                        Exceeds EC 86/217

Reading Accuracy:                                                             0.2 psi

Max Inlet Pressure:                                                          232 psi

Calibration:                                                                   0-174 psi

DTI TIRE INFLATOR

DAC1A031      21” HOSE, TWIN ANGLED CHUCK
DAC1A08N      6’ HOSE, SINGLE LOCK ON CHUCK WITH BRASS INLET
DAC1A081N    21” HOSE, SINGLE LOCK ON CHUCK WITH BRASS INLET
DAC1A13        21” HOSE, STRAIGHT & ANGLED CHUCK

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

DTI08N       6’ HOSE, SINGLE LOCK ON CHUCK WITH BRASS INLET
DTI081N     21” HOSE, SINGLE LOCK ON CHUCK WITH BRASS INLET

PCL’s line of digital handheld tire inflators are a very useful additon to any professional workshop. The ACCURA 1 breaks the tradition 
for handheld units, combining ease of use and readability, with rapid and safe tire inflation. The DTI tire inflator is highly accurate and  
suitable for all kinds of tire applications.

KEY BENEFITS

Inflate/deflate tire pressure while engaged on tire valve system

Individually tested calibration certificate included

Robust, lightweight, and shock resistant construction

SPECIFICATIONS

Max. Supply Pressure:                                                    218 psi

Resolution:                                                                      0.1 psi

Battery Life:             1000 hrs. with backlight “off” / 40 hrs. “on”

Battery Type:                                                           1 x CR2450

KEY BENEFITS

Large, clear, easy to read LCD display with backlight

Individually tested calibration certificate included

Inflate/deflate tire pressure while engaged on tire valve system

Battery - CR2450

Psi, bar, kPa units of pressure selectable by button

Over-pressure warning if pressure exceeds 174 psi

Reliable accuracy: +/- 1 up to 60 psi, +/- 2 over 150 psi

BRASS INLET

BRASS INLET

Compliant with EC Directive 86/217 and BS EN 12645:1999

Pressure Range:                                                          5-250 psi

PART # DESCRIPTION

PART # DESCRIPTION

DAC SERIES

DTI SERIES

CALIBRATION

CERTIFIED

CALIBRATION

CERTIFIED



DTI SERIES

Aviation Equipment
PCL has established itself as the brand to use in the 
highest levels of application as a result of years 
of industry knowledge, innovation, and design. As 
such, PCL’s high pressure tire gauges are a common 
sight in aircraft hangars. Its durable products, made 
from the highest quality materials, promise 
guaranteed levels of accuracy and safety. From 
aircraft tire inflators to pressure gauges and other 
checking equipment, our portfolio has it all.

7
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AIRCRAFT INFLATION

AIRCRAFT TIRE INFLATOR

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

The AFG6A01 is designed to be durable, with an aluminum body 
and impact-absorbing rubber bumper.

Designed for high pressure aircraft tires, these robust, yet light-
weight units are available with a calibration of 45-300 psi, and 
offer guaranteed accuracy.

The magnified linear scale is easy to read, while the attactive slim 
line design with ergonomic “2-click action” trigger makes them 
comfortable and easy to use. The Aircraft Tire Inflator Model comes 
complete with “Skydrol” corrosion resistant hose assemblies with 
8v1 and 12v1 tire valve connectors to suit all aircraft tire valves.

KEY BENEFITS

Long life - excellent shock-resistance with robust, durable design

High versatility - suitable for indoor and outdoor applications

Guaranteed accuracy - individual testing

Calibration certificate supplied

HIGH PRESSURE TIRE INFLATOR

AFG6A01    2 X 6.5 FT. SKYDROL HOSE, 1-8V1 & 1-12V1 SCREW ON CHUCKS

SPECIFICATIONS

4-250 PSI

ANALOG

FEATURES

4G1 Hydraulic Oil Resistant Armored Hose

Cast aluminum body

Proven linear gauge display

Inflation pressure up to 300psi

Reading Accuracy:                                                                 5 psi

Max. Inlet Pressure:                                                        362.5 psi

Inflation Range:                                                             0-300 psi

Inflation Flow:                                              17.68 cfm @ 182 psi

Inflate/deflate tire pressure while engaged on the tire valve system

PART # DESCRIPTION

CALIBRATION

CERTIFIED

Great product, ergonomic design, and very accurate. 
Now my tire pressure sensor in my car is not going 
off anymore to tell me the tire pressure is too low. 
I would definitely recommend it for personal and 
commercial use. It even came with a factory 
calibration certificate, I have never seen that before!
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AIRCRAFT INFLATION
DIGITAL

SPECIFICATIONS

Reading Accuracy:                                                                1 psi

Max. Inlet Pressure:                                                          350 psi

Inflation Range:                                                            3-319 psi

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

0-174 PSI

DAC5A01    x2 6.5 FT. SKYDROL HOSE, 1 -8V1 & 1 -12V1 SCREW ON CHUCKS

KEY BENEFITS

Inflate/deflate tire pressure while engaged on tire valve system

Increased service -  high levels of speed, accuracy, & safety

Guaranteed accuracy - individual testing with test certificate

Ceramic sensor

AIRCRAFT TIRE INFLATOR

HIGH PRESSURE TIRE INFLATOR
The new ACCURA 5 Aviation TIre Inflator from PCL is the latest in its 
line for high pressure applications, including aviation.

This takes PCL’s market-leading digital tire inflator, building on its 
worldwide reputation for fast, accurate and trouble-free inflation 
and makes it suitable for aviation applications.

The ACCURA 5 Aircraft Tire Inflator includes features such as metal 
inlet and outlet valves, metal internal fittings, and strong 
engineering plastics to cope with both the high pressure and the 
high usage environments seen in aviation applications.

The unit can inflate using nitrogen, air, or other gases from 3 to 319 
psi. Capable of precise measurement with tolerances within industry 
standards. The ACCURA 5 enables the operator to provide accurate 
tire pressures rapidly time after time with the clear digital readout 
and the direct valve design.

The product has a range of connector options including 8v and 12v 
screw-on connectors with 4G1 Hydraulic Oil Resistant Armored 
Hose suitable for making it THE new standard handheld inflator for 
aviation applications.

Modern, lightweight and shock-resistant construction

Brass inlet and outlet valvesHose Length:     x2 6.5’ 4G1 hydraulic oil resistant armored hose

BRASS INLET

PART # DESCRIPTION

CALIBRATION

CERTIFIED
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AIRCRAFT INFLATION  

DIGITAL PRESSURE GAUGE

CHECKING EQUIPMENT

SPECIFICATIONS

Head Type:                            8v1 twin hold-on and 12v1 in-line

Accuracy:                                                                            3 psi

Calibration:                                                                  3-319 psi

Reading Resolution:                                                            1 psi

TWIN HEAD PRESSURE GAUGE

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

PCL’s line of aircraft inflation checking equipment is second to none. Each piece in this product line is geared for high pressures found 
in the aviation industry. PCL’s aircraft equipment is durable and made from the highest quality materials.  

KEY BENEFITS

Includes 2 tire valve connector types (8v1 and 12v1 designation)

Pressure can be measured/stored via the hold function

100% individually tested and certified

SPECIFICATIONS

Head Type:                                                           8v1 and 12v1

Accuracy:                                                                           5 psi

Calibration:                                                               50-300 psi

Reading Resolution:                                                           5 psi

KEY BENEFITS

Black vulcanite handle withstands continual heavy usage

Suitable for use with standard 8v1 and large bore 12v1 tire valves

1 ft. of 4G1 hydraulic oil resistant armored hose

DAC54A     

TPG54H03   AIRCRAFT TIRE PRESSURE GAUGE, 8V1 & 12V1 CHUCKS

Inflate/deflate tire pressure while engaged on tire valve system

TWIN HEAD PRESSURE GAUGE

PART # DESCRIPTION
12” SKYDROL HOSE, 1 -8V1 TWIN ANGLED CHUCK & 1 -12V1     
STRAIGHT CHUCK, HOLD ON TYPE

PART # DESCRIPTION

CALIBRATION

CERTIFIED



Automatic Inflators
PCL’s automatic tire inflators are trusted, reliable, and offer a 
space-saving solution. These market-leading inflators provide 
the best and most select range of flexibility. From wall-mounted 
options to cabinet style designs, PCL offers variety. Furthermore, 
these automatic tire inflators can be found in c-store and retail 
applications across the globe. 
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AUTOMATIC INFLATORS

ACCURA D10

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

PCL’s ACCURA D10 Tire Inflator includes trusted, reliable 
“menu-driven” units found in tireshops throughout the world.

Suitable for tire service centers, the electronic preset units capture 
new digital technology in a modern, aesthetic design, offering 
repetitive accuracy, reduced maintenance, and limited lifestyle costs.

The easy-to-use ACCURA D10 Tire Inflator includes a wall-
mounted range and pedestal unit, as well as a self-contained unit 
with retractable air and water reels.

All use auto-start inflation and a “default to safe” setting. These 
units provide the user with greater safety, increased fuel economy, 
and extended tire life.

KEY BENEFITS & FEATURES

Plug and play - tire inflator with 3 pre-selectable modes

Extended product life with robust design and proven electronics

Low and simple maintenance with excellent diagnostics

Individually tested calibration certificate included

ACCURA D10 TIRE INFLATOR

Electronic pressure preset

D10SS20T      D10 TIRE INFLATOR WALL MOUNTED FORECOURT SPO

SPECIFICATIONS

4-250 PSI

WALL MOUNTED

Auto-start inflation

Default to safe-setting

Reliable and modern design with die-cast aluminum housing

Ceramic sensorReading Accuracy:                                                                 1 psi

Maximum Inlet Pressure:                                                   232 psi

APPROVALS

Complies to EC Directive 86/217 & BS EN 12645:2014

German:          PTB 18.08/04.01 (Single and Dual Screen)

French:          F-06-H-157 (Dual Screen)

Portuguese:     245.30.04.3.14 (Single Screen)

Spanish:     111063001 (Single Screen)

Accurately inflates using hoses up to 164 ft.

Comprehensive diagnostics and error reporting

Wall or pedestal mounting

Increased safety and reduced tire-related incidents

Hose Length:                                                                        25 ft.

Calibration:                                                                    0-145 psi

PART # DESCRIPTION
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AUTOMATIC INFLATORS

ACCURA D12

MULTI-FUNCTION

SPECIFICATIONS

Hose Length:                                                                      25 ft.

Reading Accuracy:                                                               1 psi

Max Inlet Pressure:                                                             1 psi

Calibration:                                                                 0-145 psi

ACCURA D13

D13SS50C/0004   MULTI-TIRE,  4X25’ HOSES WITH SINGLE LOCK-ON CHUCK

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

KEY BENEFITS OF ACCURA D12 & D13

Individually test calibration certificate included

Ceramic sensor - accuracy to +/-0.5% of full scale reading

Electronic pressure preset

Over Pressure Setting (OPS) - automated seating of bead

Nitrogen (N2) purge

Auto-start inflation

The ACCURA D12 and D13 Tire Inflators forms PCL’s premium 
tireshop range. These automatic multi-function tire inflators 
combine advanced and user-friendly design with touch screen 
technology, upgraded modern electronics, and proprietary 
software. The range enables operators to provide leading tire 
inflation services cost effectively. The range is suitable for all 
professional tire applications including commercial and retail 
tireshops, mobile tire fleets, automotive OEM’s, garages, as well 
as auto dealerships.

The new ACCURA tireshop range now has a high flow solenoid 
providing our highest ever air flow characteristics, meaning tires 
are inflated even faster. The upgraded microprocessor ensures 
the proven electronics are more reliable, while the touch screen 
technology ensures even longer unit life. This generation of 
automatic tire inflators provide even more input/output options 
for complete customization to your application, including 
Bluetooth and GPRS possibilities.

The range is enhanced by the “Over Pressure Setting” function 
(OPS), which has been developed to allow tire operators to 
automatically seat the bead on new tires. This allows the 
operator to securely continue on with alternative work while the 
tire is inflating, saving time and money.

The inclusion of the nitrogen purge (N2) facility allows the unit 
to increase the effectiveness of this increasingly popular tire 
service.

SPECIFICATIONS

Hose Length:                                                                25 ft. (x4)

Reading Accuracy:                                                               1 psi

Max Inlet Pressure:                                                         217 psi

Calibration:                                                                 0-145 psi

Can inflate accurately with hoses up to 164 ft.

Comprehensive diagnostics and error reporting

Clear display for easy customer use

Robust and reliable design with die-cast aluminum housing

Low and simple maintenance

Compliant with EC Directive 86/217 and BS EN 12645:2014 Compliant with EC Directive 86/217 and BS EN 12645:2014

PART # DESCRIPTION
D12SS50C/0004   25’ HOSE WITH SINGLE LOCK-ON CHUCK

PART # DESCRIPTION
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AUTOMATIC INFLATORS

ACCURA QUBE

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

PCL offers cost-effective & accurate tire inflation boxed off with this 
space-saving, entry-level unit, the ACCURA QUBE Tire Inflator.

PCL proves that being square can be stylish with its simplest 
electronic tire inflator to date, the user-friendly ACCURA QUBE Tire 
Inflator. This tiny 6” x 6” unit packs a petite, yet powerful punch, 
offering fast and accurate tire inflation within a simple, safe, state-
of-the-art design.

The QUBE is just as reliable and straightforward as all products in 
PCL’s leading ACCURA range of preset inflators, yet features just 
three modes: standard inflate/deflate, tire shop (featuring 
overpressure) and nitrogen (top off and complete purge). All the 
customer needs to do is preset the required pressure, place the 
connector on the tire, and let the built-in auto-start function do the 
rest.

In short, the QUBE is designed to be simple and space-saving, 
without the programming or customization of the more expensive 
models. This versatile little unit is ideal for indoor use, particularly 
in commercial environments where ease of use and accuracy are 
key.

KEY BENEFITS & FEATURES

Plug and play - tire inflator with 3 pre-selectable application modes

Fits all applications - general, tire shop, and N2

Low and simple maintenance

Individually tested calibration certificate included

Touch screen technology

ACCURA QUBE MINI TIRE INFLATOR

Electronic pressure preset

QUBE 4             INCLUDES 16’ HOSE WITH SINGLE LOCK-ON CHUCKS

SPECIFICATIONS

4-250 PSI

MINI TIRE INFLATORS

Auto-start inflation

Clear display for easy readability

Ceramic sensor - accuracy to +/- 0.5 of full scale reading

Accuracy: California 2 psi accuracy standard to +/-0.5% of full 
scale reading

Reading Accuracy:                                                                 1 psi

APPROVALS

Complies to EMC Directives basis exceeds

Complies to EC Directive 86/217

Accurately inflates using hoses up to 164 ft. in length

Comprehensive diagnostics and error reporting

Low lifetime costs with proven electronics

Can be easily wall-mounted

Max. Inlet Pressure:                                                           217 psi

QUBE 44x25    INCLUDES FOUR 25’ HOSES, SINGLE LOCK-ON CHUCKS
QUBE 6            QUBE 12V, NO HOSES
QUBE 6HC       QUBE 12V, 25’ HOSE, SINGLE LOCK-ON CHUCK

Dimensions:                                                             6” x 6” x 3.6”

Weight:                                                                            5.08 lbs.

Calibration:                                                                   0-145 psi

PART # DESCRIPTION
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AUTOMATIC INFLATORS

SLIMLINE AIR CABINET

SLIMLINE CABINETS

SPECIFICATIONS

Accuracy:                                         +/- 0.5% of full scale reading

Max. Inflation Pressure:                                                   145 psi

Display Resolution:                                                              1 psi

IP Rating:                                                                             IP44

SLIMLINE AIR & WATER CABINET

D90SS10C    

D92SS10C

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

The latest Air and Air & Water range of cabinets are designed to meet the exacting and testing demands of auto service centers. The 
stainless steel and/or painted cabinets have the ability to resist harsh environments while keeping the unit looking clean. Both the 
Slimline Air Cabinets and Slimline Air & Water Cabinets have the ability to incorporate compressors inside the units, allowing them to 
function whether main air is available or not. 

KEY BENEFITS

Easy to operate for the road user

Audible and visual end-of-cycle signals

Alternative tire valve connectors available for all units

Max. Inlet Pressure                                                         232 psi

SPECIFICATIONS

Accuracy:                                         +/- 0.5% of full scale reading

Max. Inflation Pressure:                                                   145 psi

Display Resolution:                                                              1 psi

IP Rating:                                                                             IP44

KEY BENEFITS

Low life-cycle costs | Suitable where main air is not available

Audible and visual end-of-cycle signals

Alternative tire valve connectors available for all units

Max. Inlet Pressure                                                         232 psi

PART # DESCRIPTION
SLIMLINE CABINET, COILED 25’ AIR HOSE W/ THO CONNECTOR, 
AIR ONLY, NO COMPRESSOR

SLIMLINE CABINET, COILED 25’ AIR HOSE W/ THO CONNECTOR, 
80 PSI COMPRESSOR

D91SS10C    

D93SS10C

PART # DESCRIPTION
SLIMLINE CABINET, COILED 25’ AIR HOSE W/ THO CONNECTOR, 
& WATER HOSE, NO COMPRESSOR

SLIMLINE CABINET, COILED 25’ AIR HOSE W/ THO CONNECTOR, 
& WATER HOSE, 80 PSI COMPRESSOR
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AUTOMATIC INFLATORS

STANDARD AIR CABINET

STANDARD CABINETS

SPECIFICATIONS

Accuracy:                                         +/-0.5% of full scale reading

Max. Inflation Pressure:                                                  145 psi

Display Resolution:                                                             1 psi

IP Rating:                                                                            IP44

STANDARD AIR & WATER CABINET
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PCL’S line of Standard Air and Standard Air & Water Cabinets provide an attractive and stylish appearance while meeting the demands 
of auto service centers. All components of these systems are built for ease of use, reliability, and extended life. 

KEY BENEFITS

Default to safe setting

New high performance, slow retractable hose reels as standard

Audible and visual end-of-cycle signals

Alternative tire valve connectors available

Max. Inlet Pressure:                                                        232 psi

SPECIFICATIONS

Accuracy:                                         +/-0.5% of full scale reading

Max. Inflation Pressure:                                                  145 psi

Display Resolution:                                                             1 psi

IP Rating:                                                                            IP44

KEY BENEFITS

Default to safe setting

New high performance, slow retractable hose reels as standard

Audible and visual end-of-cycle signals

Alternative tire valve connectors available

Max. Inlet Pressure:                                                        232 psi

D95SS10T   

D97ST10T

PART # DESCRIPTION
STANDARD CABINET, 25’ AIR HOSE REEL W/ THO CONNECTOR, 
& WATER HOSE, 80 PSI COMPRESSOR

STANDARD CABINET, 25’ AIR HOSE REEL W/ THO CONNECTOR,
80 PSI COMPRESSOR

D96SS10T   

D98SS10T

PART # DESCRIPTION
STANDARD CABINET, 25’ AIR HOSE REEL W/ THO CONNECTOR, 
12’ WATER HOSE REEL, NO COMPRESSOR

STANDARD CABINET, 25’ AIR HOSE REEL W/ THO CONNECTOR, 
12’ WATER HOSE REEL, 80 PSI COMPRESSOR



Air Treatment
A range of products no workshop should be without. 
Offering a complete spectrum of air treatment 
products from filters, regulators, lubricators, water 
separators, and combination options, PCL strives to 
ensure your compressed air systems remain pure from 
contaminants with our professional series line of air 
treatment products.

DRIVEN BY AIR.
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AIR TREATMENT

FILTER-REGULATOR

FILTERS, REGULATORS, & 
LUBRICATORS

SPECIFICATIONS

Max. Temperature:                                                             140°F

Filter:                                                                          10 micron

FILTER-REGULATOR-LUBRICATOR
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KEY BENEFITS

Manual/semi-automatic drain

10 micron filter

Locking device

Complete with wall bracket and pressure gauge

ATC6           FILTER-REGULATOR, 1/4” NPT
ATC12         FILTER-REGULATOR, 1/2” NPT

SPECIFICATIONS

Max. Temperature:                                                             140°F

Capacity of Oil Bowl:       1.01 oz (ATCFRL6), 1.70 oz (ATCFRL12)

Capacity of Drain Bowl:     1.35 oz (ATCFRL6), 2.4 oz (ATCFRL12)

Lubrication Adjustment (1 drop):                    79-758.5 gal./min.

KEY BENEFITS

Manual/semi-automatic drain

10 micron filter

Locking device

Complete with a wall bracket and pressure gauge

ATCFRL6       FILTER-REGULATOR-LUBRICATOR, 1/4” NPT

PCL’s Filter-Regulator units are designed to eliminate moisture 
and particulates from the air flow. The Filter-Regulator units come 
complete with a wall bracket and pressure gauge.

Adjustment:                         0-145 psi (ATC6), 0-174 psi (ATC12)

Max. Inlet Pressure:                    174 psi (ATC6), 232 psi (ATC12)

ATCFRL12     FILTER-REGULATOR-LUBRICATOR, 1/2” NPT

PCL’s Filter-Regulator-Lubricator Units are designed to control 
output air pressure, eliminate moisture and contaminants from 
the air flow, and to lubricate tools during use. The FRL Units come 
complete with a wall bracket and a pressure gauge.

Capacity of Drain Bowl:                   1 oz. (ATC6), 1.7 oz. (ATC12)

PART # DESCRIPTION

PART # DESCRIPTION
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AIR TREATMENT

DROPOUT® COMPACT WATER SEPARATOR
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The Dropout® Auto-Drain is designed to remove all contaminants from the Dropout® units automatically. The Dropout® Compact Water 
Separator is unique and patent protected, designed to revolutionize the compressed air industry. Dropout® is a scientifically engineered 
and multi-stage Compressed Air Filter that removes 99.9999% of liquid (water & oil) and 99% solid particulates down to 1 micron.

SPECIFICATIONS

Port Size:                                                                     3/4” BSPT

Optimum Flow Rate:                                                      21.2 cfm

Max. Flow Rate:                                                             35.3 cfm

Max. Inlet Pressure:                                                        232 psi

KEY BENEFITS

Guaranteed 99.9999% liquid water removal

ISO 12500 Certified parts 3 & 4

Sealed for life aluminum housing

No increase in pressure drop caused by blocked filters

No drop in liquid water or particle removal efficiency

Multiple impact design operates more efficiently than others

Water Storage:                                                                 9.5 oz.

Drain Connection:                                            1/2 in. BSPT male

PDO600A    3/4”, 21.2 CFM | BAR, COMPACT

WATER SEPARATORS

DROPOUT® AUTO-DRAIN

SPECIFICATIONS

Inlet Connection:                                                      1/2 in. BSPT

Outlet Connection:                                                   1/8 in. BSPT

Water Storage:                                                               11.8 oz.            

Max. Flow Rate:                                                            203 cfm

KEY BENEFITS

Drains all contaminants automatically

Maintenance free

No main power or batteries required

Easy to install

PDOAD128    AUTOMATIC DRAIN

Operating Pressure:                                                  15-232 psi

Operating Temperature:                                              32-176°F

PART # DESCRIPTION

PART # DESCRIPTION
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AIR TREATMENT

STAINLESS STEEL 
DROPOUT® WATER SPEARATOR

WATER SEPARATORS

SPECIFICATIONS

Max. Inlet Pressure:                                                        217 psi

Certified to:                                             ISO 12500 parts 3 & 4

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

KEY BENEFITS

Guaranteed 99.9999% liquid water removal

ISO 12500 certified

Particulate removal to 1 micron

Low cost of ownership | Maintenance free

Introducing the Stainless Steel Grade 304 version of the Dropout® 
Water Separator.

If you use compressed air, you’ll need dropout® to get the best 
performance from your system. Dropout® offers an all in one 
solution for removing liquid water and other contaminants at a 
wide range of flow rates without the need for replacement filter 
elements.

Dropout® unique patented system has mastered contamination 
issues where other products fail. Dropout® offers a significantly 
lower life cycle costs when compared with traditional air cleaning 
products.

Simply put, Dropout® is a unique, scientifically engineered, patent 
protect multi-stage Compressed Air Filter that removes 99.9999% 
of liquid (water & oil) and 99% solid particulated down to 1 micron. 
This unique multi-stage Compressed Air Filter requires no 
replacement filters, and once fitted, the ongoing servicing costs are 
zero.

100% Stainless Steel

PDO60S       1/4” PORTS, 3.2 CFM | 15 BAR, STAINLESS STEEL
PDO300S     1/2” PORTS, 15.9 FFM | 15 BAR, STAINLESS STEEL
PDO600S     3/4” PORTS, 31.8 CFM | 15 BAR, STAINLESS STEEL
PDO900S     3/4” PORTS, 47.7 CFM | 15 BAR, STAINLESS STEEL

Complete with wall bracket and drain valve

Minmal inlet/outlet pressure drop

Performance doesn’t depend on compressed air having stable 
flow rate or high velocity

PART # DESCRIPTION



Air Chucks
PCL offers both closed and open end connectors. 
Product solutions include everything from large bore 
lock-on chucks, to twin angled chucks, and even straight 
and angled combo chucks. When it comes to 
pneumatic solutions, PCL’S professional series line of 
products can’t be matched. Offering quality products 
and exceptional service every step of the way.

DRIVEN BY AIR.
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AIR CHUCKS

LOCK-ON CHUCKS

CLIP-ON/LOCK-ON
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CO8H72       1/4” HOSE BARB INLET - OPEN CHUCK

The Lock-on Chuck is suitable for use in tireshops.

A Closed-End connector is used when air is supplied directly from an air line (i.e. 
compressor or air receiver). A non-return valve unseats on connection to the tire’s valve 
allowing air to flow into the tire. An Open-End connector has a pin which unseats the 
tire’s valve when in use. Open-End connectors are for use with inflators and cannot be 
used on the end of an air line. Lock-on Chucks are available in both Open and Closed 
ends.

LARGE BORE 
LOCK-ON CHUCKS

SINGLE CLIP-ON
CONNECTORS

CO8T11        1/4” FNPT INLET - OPEN CHUCK
CO8U11       1/4” FNPT INLET - CLOSED CHUCK

LOCK-ON CHUCKS

LARGE BORE LOCK-ON CHUCKS

SINGLE CLIP-ON CONNECTORS

The Large Bore Lock-on Chuck is ideal for use in industrial settings. 

PCL’s Large Bore Lock-On Chucks can be found in use in mining environments, on heavy 
duty trucks including 18-wheelers, and even aviation settings. 

The large bore included on these chucks allow a higher cubic feet per minute (cfm), 
which in turn allows tires to be inflated faster. Using a standard air chuck on larger tires, 
such as the ones mentioned above, would take a prolonged amount of time.

Save time and increase work efficiency with PCL’s Large Bore Lock-On Chucks. These are 
crucial pieces of equipment to have on hand in any sort of industrial setting.

PCL offers the Large Bore Lock-On Chuck with an Open end.

The Single Clip-On Connector is suitable for use in tireshops.

This Open end air chuck includes a 1/4 inch hose barb. With the addition of the hose 
barb, users can easily put the Single Clip-On Connector at the end of hose. This is 
especially helpful if there is not a current NPT connection at the end of the existing hose.

The Single Clip-On Connector is a heavy duty air chuck. It’s ideal for high traffic 
environments. This air chuck is rugged, built with high quality, and offers a strong grip.

CO13A71     1/4” HOSE BARB INLET - OPEN CHUCK

CO2J03 - 1/4” HOSE BARB HEAVY DUTY - CLOSED CHUCK

PART # DESCRIPTION

PART # DESCRIPTION

PART # DESCRIPTION
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AIR CHUCKS

ANGLED TWIN CHUCKS

SPECIFICATIONS

Inlet Size:                                                                   1/4 in. NPT

Head Type:                                                               Angled twin

Valve Style:                Open-end (CO1A13), Closed-end (CO1B13)

MINI TWIN HOLD-ON CONNECTOR
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These Twin Hold-On Connectors are suitable for inflation of dual 
wheels.

PCL’s CO5A11 is a miniature Open-End connector. It is commonly 
used with PCL wall gauges and PCL portable gauges. This connector 
has a pin, which unseats the tire’s valve when in use. The handles 
on these connectors are black in color, representing “Open-End.” 

Its small and compact size makes it easy to take on the go, to hold 
in your pockets, or other limted space locations.

KEY BENEFITS

Suitable for inflation of dual wheels

Color coded handles - black for Open-End, red for Closed-End

SPECIFICATIONS

Tire Valve Connection:                                            Twin hold-on

Valve Style:                                                                 Open-end

Inlet Size:                                                                 1/4 in. NPT

KEY BENEFITS

Small, compact size makes it easy to store

Color coded handle - black represents Open-End connector

CO1A13      1/4” FNPT INLET - OPEN CHUCK

CO5A11      1/4” FNPT INLET - OPEN CHUCK - MINIATURE

HANDHELD CONNECTORS

CO1B13      1/4” FNPT INLET - CLOSED CHUCK

PCL’s Angled Twin Chucks are suitable for inflation of dual wheels. 

When ordering connectors, be sure to specify whether a Closed or 
Open-end type is needed. With a Closed-end connector, a non-re-
turn valve unseats on connection to the tire valve allowing air to 
flow into the tire. Open-end connector have a pin, which unseats 
the tire’s valve when in use. 

The Angled Twin Chucks are available in both Open and Closed 
valve styles.

PART # DESCRIPTION

PART # DESCRIPTION
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AIR CHUCKS

STRAIGHT & ANGLED CHUCKS
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PCL’s Straight & Angled Chucks are designed to give the user more 
flexibility. 

The Straight & Angled Chucks offered by PCL come in two different 
stem lengths, the standard 10.5 inch, as well as 14 inch extended 
reach. 

The extended reach option makes getting to those hard to reach 
areas easier. If you find yourself limited to space or having a hard 
time reaching tires, the extended reach Straight & Angled Chuck is 
optimal.

These handheld air chucks are ideal for dual tires and the 30° 
reverse angle is compatible with the American standard of tire 
valve angles. 

STRAIGHT & ANGLED CHUCKS

CO16A13     1/4” FNPT INLET - OPEN CHUCK, 10.5” STANDARD REACH

SPECIFICATIONS

4-250 PSI

HANDHELD CONNECTORS

Valve Style:                                                                   Open-end

Inlet Size:                                                                     1/4” FNPT

CO17A13     1/4” FNPT INLET - OPEN CHUCK, 14” EXTENDED REACH

Length: Standard 10.5” (CO16A13), Extended reach 14” (CO17A13)

EXTENDED REACH

14”

EASY GRIP HANDLE

PART # DESCRIPTION



Nitrogen Inflation
Bringing forth the latest in high performance nitrogen 
generation, the NEXUS series of nitrogen generators 
and inflators are a staple in the PCL portfolio. We’re 
putting the control in your hands by offering you the 
option to inflate up to 4 tires at once.

DRIVEN BY AIR.
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NITROGEN INFLATION

NITROGEN PERCENTAGE ANALYZER

NITROGEN PERCENTAGE ANALYZER

SPECIFICATIONS

Measurement Range:                                      70-100% Nitrogen

Response Time (90%):                                  less than 2 seconds
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KEY BENEFITS

Accurate and easy to use | One button operation

Battery charge indicator | Replaceable 9V battery and sensor

Auto-power off function

Auto diagnostic with error code to simplfy troubleshooting

N2A001       NITROGEN PERCENTAGE ANALYZER
N2AS001     NITROGEN PERCENTAGE ANALYZER, REPLACEMENT SENSOR

The ACCURA Nitrogen Analyzer gives you the actual Nitrogen 
percentage in your tires.

Most other systems in the market show you the Oxygen percentage 
and require a calculation to convert it to the Nitrogen percentage.

The rugged, ergonomic design enables ease of use in motor racing 
pits, workshops, fleet control, tire stores, lube shops, and auto 
dealerships. Ease of use, fast reaction time and large digital display 
make the ACCURA Nitrogen Analyzer the perfect choice.

The battery life is extended by an automatic power off function. 
Both the sensor and the battery can be easily replaced.

Auto Off Time Delay:                                                 5 minutes

*Do not connect the ACCURA Nitrogen Analyzer to closed pressure 
systems above 175 psi, 12 bar, or 1200 kPa.*

Accuracy:                                    +/-0.5 vol% from 0 to 50 vol%

Accuracy:                                     +/-2 vol% from 50 to 99 vol%

KEY BENEFITS

NITROGEN PERCENTAGE ANALYZER

Display Resolution:                                                        0.1vol%

Measurement Cycle:                                                0.5 seconds

PART # DESCRIPTION
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NITROGEN INFLATION
NITROGEN GENERATOR & INFLATOR

SPECIFICATIONS

Accuracy:                                          +/-0.5% of full scale reading

Reading Accuracy:                                                                1 psi

Max. Inlet Pressure:                                                         174 psi

0-174 PSI

NEX6IA02/120   NEXUS N6 INFLATOR & GENERATOR

KEY BENEFITS

Both N2 fill and air to N2 converstion service up to 4 tires

Guaranteed accuracy with ceramic pressure sensor

Bigger CMS towers for faster inflation times

Mobile with 3.5 castors for better flexibility

N2 purity check point

Internal tanks meet CE standards

NEXUS N6

NEXUS N6 GENERATOR AND 
INFLATOR RANGE

NEXUS N6 Nitrogen Generator & Built-in Inflator- Suitable for Vans.

PCL’s brand new range of Nitrogen products branded ‘NEXUS’ – 
meaning ‘the most central and most important point’ combines PCL’s 
ethos of designing and manufacturing marketing leading Nitrogen 
generation equipment in a modern, innovative and simple to use 
housing. The PCL NEXUS series generator and inflator units allow 
the operator to automatically inflate up to 4 tires simultaneously to 
95%+ Nitrogen purity using market leading digital inflation technol-
ogy.

The launch of the NEXUS range means that PCL can now offer cost 
effective Nitrogen inflation units to cover all applications from 
passenger car tires to large commercial tires and OTR applications. 
This brings huge rewards for the whole spectrum of tire service pro-
viders worldwide, who can benefit from offering Nitrogen inflation 
without having to buy, store and handle bottles.

Nexus incorporates a number of upgrades from the previous range 
which includes the modern 21st century design, faster inflation 
times, high quality valves and fittings and bigger 90mm castors for 
more stability and flexibility.

The chief benefits for the tire customer are that - due to Nitro-
gen’s properties compared to air - it can offer enhanced handling, 
improved fuel efficiency, extended tire life, and most importantly 
increased safety, which is why it is used in Formula One.

Electronic preset tire inflation

Tank contents gauge

Max. Inflation Pressure:                                                   145 psi

Max. Flow Rate:                                        7 cfm @ 12 bar supply

Max. Compressor Flow Required:                                     19 cfm

Hose Length:                                                               25 ft. (x4)

Tire Valve Connection:                                           Single clip-on

Weight:                                                                           568 lbs.

Auto-start inflation

Exceeds EC Directive 86/217 & California 2 psi standard & CE 
pressure vessel standards

Software for optimal Nitrogen inflation with purge cycle

NEXUS N6

PART # DESCRIPTION
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Find your solution.

DEF & Air Tower

Island-Friendly DEF Tank

DEF Dispenser

PCL and TECALEMIT brands collectively use 
dynamic and forward-thinking approaches to bring 
the most advanced system solutions to the fuel 
station market. Each of the three systems featured 
above highlight the quality, performance, and 
user-friendliness that enable you to accumulate a 
greater ROI.

DRIVEN BY AIR. GO WITH THE FLOW.

Fuel station equipment
Professional-grade solutions



Tire Pressure Gauges
PCL’s tire pressure gauges are designed to be used on 
trucks, buses, and even aircraft. From pocket-style 
models to digital and self-calibrating models, PCL offers 
the professional’s choice for fast, clear, and accurate tire 
pressure gauges.

DRIVEN BY AIR.
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TIRE PRESSURE GAUGES

TPG1 TIRE PRESSURE GAUGE

PASSENGER TIRES

SPECIFICATIONS

Head Type:                                                                      Angled

Calibration:                                                                   6-50 psi

TPG4 TIRE PRESSURE GAUGE
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KEY BENEFITS

Positive sealing washer ensures reliability

Integral pocket clip and removable protective cap

Angled head is designed to fit onto the valve at 90 degrees

Self-adjusting friction device enables pressure to read when the 
tire pressure gauge is removed from the tire valve

TPG1H17    PASSENGER CAR, 6-50 PSI, ANGLED CHUCK

SPECIFICATIONS

Head Type:                                                               Twin angled

Calibration:                                                                10-120 psi

Reading Resolution:                                                             2 psi    

KEY BENEFITS

Reading Resolution:                                                           1 psi

The TPG1 AND TPG4 are Pocket Tire Pressure Gauges with angled heads designed to fit onto the tire valve at 90 degrees. PCL’s TPG1 and 
TPG4 Pocket Tire Pressure Gauges incorporate a self-adjusting friction device. When enabled, the pressure can be read when the tire 
pressure gauge is removed from the tire valve. Features integral pocket clip and removable protective cap.

Accuracy:                                                                     +/- 2 psi

Positive sealing washer ensures reliability

Integral pocket clip and removable protective cap

Angled head is designed to fit onto the valve at 90 degrees

Self-adjusting friction device enables pressure to read when the 
tire pressure gauge is removed from the tire valve

TPG4H17     POCKET SERVICE GAUGE, 10-120 PSI, TWIN ANGLED CHUCK

PART # DESCRIPTION

PART # DESCRIPTION
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TIRE PRESSURE GAUGES

TPG5 UNIVERSAL SERVICE GAUGE

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

TRUCK TIRES

SPECIFICATIONS

Head Type:                                Twin angled or staight & angled

Calibration:                                                              10-120 psi

KEY BENEFITS

Engineered for hard usage over long period of time

Suitable for all cars and commercial vehicles

TPG57H03   SERVICE GAUGE, 10-120 PSI, TWIN ANGLED CHUCK

Reading Resolution:                                                           2 psi

Engineered for longevity and hard usage, the TPG5 Universal 
Service Gauge has a chrome-plated tube with lanyard ring. The 
TPG5 Universal Service Gauge is suitable for cars and commercial 
vehicles, is fitted with an extra large filter to protect the quality 
mechanism, and is supplied carton packed.

Accuracy:                                                                     +/- 2 psi

DIGITAL TIRE PRESSURE GAUGE

TPG57H23   SERVICE GAUGE, 10-120 PSI, STRAIGHT & ANGLED CHUCK

SPECIFICATIONS

Battery:                                               x2 LR44 and x1 CR2032

Head Type:                                                             Twin angled

KEY BENEFITS

4 measurement options - psi, bar, kPa, kg/cm2

Swivel head to allow easy access to the tire valve

Clear, large display | Ergonomic handle for comfort in use

Lightweight body with robust steel shaft and head

DUSG1        DIGITAL SERVICE GAUGE,  PSI, TWIN ANGLED CHUCK

Calibration:                                                                0-170 psi

This Digital Universal Service Gauge is self-calibrating and features 
a 90 second auto power off. Easy to use, simply press the button 
and wait for the beep - the Digital Universal Service Gauge is then 
ready for use. Tire pressures are displayed in your choice of 4 
pressure measurements. Ideal for commercial vehicles when reading 
high volume tires.

Reading Resolution:                                                        0.5 psi

Accuracy:                                                                         +/- 1%

PART # DESCRIPTION

PART # DESCRIPTION



DRIVEN BY AIR.

COMPANY MILESTONES
PNEUMATIC COMPONENTS, LTD.

1938
Commenced operation in Sheffield, 
United Kingdom

Purchased factory unit at Holbrook 
Rise

1975

Digital product range developed and 
launched

2002

Handheld product range launched

2006

PCL Shanghai, China

2009

•QUBE launched
•PCL manufacturing, China
•Shares purchased by HORN GmbH

2011

DTI and new N2 Membrane ranges 
added to PSA portfolio

2014

Shares purchased by Pillar Holdings 
(RTZ)

1964

Shares purchased by Rubicon 
Partners

1996

2005

Air Tool product range launched

India JV / US regional offices

2007

Nitrogen product range launched

2010

NEXUS range launched

2013

•New standalone service center 
range launched
•Aviation product range launched

2015



Miscellaneous Tools
A range of professional-series products necessary to 
any workshop or service center, from tire tread depth 
gauges, to valve tools, to single and dual barrel foot 
pumps, to air compressors. Ensure you have a complete 
assortment of pneumatic products and tire inflation 
equipment at your disposal at all times to increase 
work effiency and productivity.

DRIVEN BY AIR.
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MISCELLANEOUS TOOLS

DIGITAL TREAD DEPTH GAUGE

TREAD DEPTH GAUGES

www.pcltireinflation.com | sales@pclusa.co                                                                                     Tel: (281) 446-7300 |  Fax: (281) 619-5613

DTDG1D04    DIGITAL TREAD DEPTH GAUGE, 0-1” 1/64 OR 0.0005” DIVISIONS

A straightforward and simple to use Digital Tire Tread Depth gauge measurement device 
with three different read settings.

PCL’s Digital Tire Tread Depth Gauge is suitable for tire tread depth or brake shoe and 
pad wear.

DIGITAL TIRE PRESSURE &
TREAD DEPTH GAUGE

TREAD DEPTH GAUGE

DIGITAL TIRE TREAD DEPTH GAUGE

DIGITAL TIRE PRESSURE & TREAD DEPTH GAUGE

TREAD DEPTH GAUGE

DTPG7          DIGITAL TIRE PRESSURE & TREAD DEPTH 0-100 PSI & 0-0.8 INCHES

TDG1B816   TREAD DEPTH GAUGE, 0-1” IN 1/32 INCREMENTS

SPECIFICATIONS

Calibration                                   0-1 in.

Reading Resolution:                   1/64 in.

Working Temperature:             25-100°F

Battery:            1 x SR44 1.5v (supplied)

Lightweight (1.4 oz)

Made from carbon fiber composite

Metric, decimal, & fraction inch toggle

Easy to read, large LCD display

KEY BENEFITS

This 3-in-1 Digital Tire Pressure and Tread Depth Gauge is self-calibrating and features a 
90 second auto power-off. 

The DTPG7 can be found in tire shops, service centers, auto dealerships, and more. 

TIRE PRESSURE SPECIFICATIONS

Accuracy:                                  +/- 1.5%

Reading Resolution:                    0.1 psi

Calibration:                            2-100 psi

Accuracy:                               +/- 0.2 mm

Reading Resolution:  0.01 mm / 0.001 in.

Calibration:                               0-15 mm

TREAD DEPTH SPECIFICATIONS

PCL’s “Made in Sheffield” Tire Tread Depth Gauge is manufactured to strict quality 
standards and is VOSA approved for MoT testing.

Easy to read, it provides accurate measurement of tread 0-1 inch and has a handy 
pocket clip.

SPECIFICATIONS

Accuracy:                          1/32 in. units

Calibration:                                  0-1 in.

Complies to:           EC Directive 89/459

Brass tube ensures reliable, smooth action

Stamped gradients ensures durability

VOSA approved

KEY BENEFITS

PART # DESCRIPTION

PART # DESCRIPTION

PART # DESCRIPTION
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TIRE EQUIPMENT

TIRE VALVE TOOL TVT81          4-IN-ONE TIRE VALVE TOOL

A simple to use, versatile 4-in-1 Tire Valve Tool that helps you look after your tire 
valves.

The Tire Valve Tool is manufactured from case-hardened mild steel and has a zinc-plated 
finish.

FOOT PUMP

COMPRESSOR

TIRE VALVE TOOL

SINGLE BARREL FOOT PUMP

OIL LUBRICATED DIRECT DRIVE COMPRESSOR

FP4H02/03    SINGLE BARREL FOOT PUMP, 21” HOSE, THUMB LOCK CHUCK, 0-100 PSI

CM2550D     2.5 HP, 13 GAL., 8.2 CFM

Re-thread the external part of the tire valve stem

Re-thread the inside of the tire valve stem

Remove the tire valve core

Extract a damaged tire valve core

KEY BENEFITS

PCL’s Single Barrel Foot Pump is a gauge-calibrated model with an easy to read dial 
gauge. The all steel construction provides added strength, and the barrel is pres-
sure-sealed to prevent leakage. It includes an anti-slip pedal, rubber feet, adapters for 
airbeds, cycle valves, and footballs.

Suitable for both trade and DIY applications, PCL’s Direct Drive piston compressor 
features proven and reliable pumps for 2.5 HP, directly driven by a high quality 
electric motor. It’s ideal for power spray guns, air tools, and a wide range of accessories 
for inflating, cleaning, blowing, as well as stapling and nailing.

SPECIFICATIONS

Max. Working Pressure:              116 psi

Voltage/Phase 230V / 50 Hz / Single Phase

Fitted with a single stage for 2.5HP motors

PCL “Airflow” couplings on the outlet 

Simple push start on/off button

KEY BENEFITS

All steel construction for added strength

Barrel pressure sealed to prevent leakage

Reading Accuracy:                          2 psi

Calibration:                             0-100 psi

SPECIFICATIONS

Hose Length:                                 21 in.

Completely portable | User-friendly

KEY BENEFITS

Anti-corrosive finish

PART # DESCRIPTION

PART # DESCRIPTION

PART # DESCRIPTION



         Pneumatic Components Limited
         6324 Greens Rd., Humble, TX 77396

         T (281) 446-7300  |  F (281) 619-5613  |  sales@pclusa.co

All orders are subject to our standard terms and conditions – available on request. In line with our continuous improvement program, we reserve the right to amend or 
revise the specification of our products without prior notice. Published 2017. E. & O.E.

HORNGROUP

The HORNGROUP bundles expertise and strengthens synergies between companies to provide greater market impact, 
while increasing value proposition.  By uniting similar values within our organizations, better opportunities rise in the 
areas of development, purchasing, and manufacturing optimization.

Its focal point of the range of products and services currently connected through the brands HORN TECALEMIT, 
TECALEMIT, and PCL have allowed us to be the leaders in dispensing equipment, gases, and other media. 


