
The Proper Tools to Keep Your Equipment Moving...

MODEL 10240

MODEL 10240

40804 - Bead Breaker
10592 - Pump, Air Hydraulic 5 Quart            
10604 - Hose Assembly with Hose Coupler, 8’
10601K - Air Reducer, 6” Whip-Hose

40804 - Bead Breaker
10500 - Turbo II Pump, Air Hydraulic, 3 1/2 Quart
10604 - Hose Assembly with Hose Coupler, 8’
10601K - Air Reducer, 6” Whip-Hose
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40805 - Bead Breaker
10592 - Pump, Air Hydraulic 5 Quart            
10604 - Hose Assembly with Hose Coupler, 8’
10601K - Air Reducer, 6” Whip-Hose

40805 - Bead Breaker
10500 - Turbo II Pump, Air Hydraulic, 3 1/2 Quart
10604 - Hose Assembly with Hose Coupler, 8’
10601K - Air Reducer, 6” Whip-Hose
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 X Aluminum Construction - Lightweight
 X Detaches inside and outside truck and tractor 

tire bead breakers from rims.
 X For 3-Piece Wheel Assembly
 X Works on Caterpillar Rims from 25” to 57”
 X 5 Tons of Bead Breaking Force
 X Stroke: 3” | 75mm
 X Weight: 38 lbs. | 17 kg

 X Aluminum Construction - Lightweight
 X Earthmover Style Bead Breker for EM Tires 25” 

to 57”
 X For 3-Piece Wheel Assembly
 X Great for use on Caterpillar 952G, 924G, Volvo 

L120 Rim Configurations.
 X 5 Tons of Bead Breaking Force
 X Stroke: 4.75” | 120mm
 X Weight: 39 lbs. | 17.4 kg

Euro Style Aluminum Bead Breaker - Standard Hook                         Model #40804

Euro Style Aluminum Bead Breaker - Long Hook           Model #40805

MODEL 40804
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Specialty Claw Adaptor - For Volvo Style Wheels       Model #40804-VA

SPECIFICATIONS

SPECIFICATIONS

BEAD BREAKERS

 X “VOLVO” Adaptor Claw For 
Inside Rim Bead Breaking          
Application.


