
INSTALLATION GUIDE 

Honda Accord 2.4L (2003–2007)

TOOLS REQUIRED

• Protective eyewear

• 5/16” bit driver  
or 5/16” socket

• Rivet nut tool with an M8 head

• 10mm socket

• 12mm socket

INSTALLATION TIPS

• Assistance (another person or 
underhoist support stand) may 
be required to keep the shields in 
place.

• Torque specs on M8 tamper-proof 
screws are 68-135 inch lbs and 37-
72 inch lbs for the M6 screws. Do 
not use an automatic tool to install 
the screws to prevent stripping the 
head or key.

Thank you for purchasing the  
best Honda Accord catalytic 
converter theft deterrence  
device on the market. 

Please read the instructions below to 
ensure the most accurate and secure 
fit for your Cat Shield. Professional 
installation is highly recommended. 

ATTENTION: Our Cat Shields are 
only guaranteed to fit with the OEM 
catalytic converter. Aftermarket 
converters may not properly fit or be 
protected (install at your own risk).

PARTS INCLUDED WITH YOUR CAT SHIELD

M8 Tamper-proof 
screw (long)

x2

M8 Fender 
washer

x8

M6 Tamper-proof 
screw (short)

x2

M6 Fender 
washer

x2

M8 Tamper-proof 
screw (short)

x6

M6 Tamper-proof  
key bit

x1

M8 Lock 
washers

x8

M6 Lock 
washers

x2

M8 Tamper-proof 
key bit

x1

Spacer (long)

x2

Spacer (short)

x2

M8 Rivet nut

x6



STEP 1 

Install rivet nuts into existing holes. Using a rivet nut tool 
with an M8 head, install six rivet nuts into the holes shown 
below in image A.

Rivet 
nut locations

STEP 2 

Remove existing flange bolts. Using a 12mm socket, 
remove the flange bolts from the driver side and passenger 
side frame (four total). You will use one bolt of each side 
(two total) to secure the shield in the next step. Refer to 
image B for the location of the bolts.

Remove 
flange bolts

Remove heat 
shield bolts

STEP 3 

Remove heat shield bolts. Using a 10mm socket, remove 
the two bolts that hold the rear part of the heat shield. 
Refer to image B.
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STEP 4 

Install the rear Cat Shield. Using either an underhoist 
support stand or an extra pair of hands, install the rear 
shield. Using the M8 bit, install the short M8 screws into 
the existing threaded holes from Step 2. Each M8 screw 
will use an M8 lock washer and fender washer to prevent 
the screw from coming loose. Use only two M8 screws 
per side and reuse the OEM flange bolt on one of the 
holes. Refer to image C.

To finish securing the rear shield, use the M6 bit to install 
the M6 screws, adding the lock washer and fender washer 
in the threaded holes of the heat shield from Step 3.  
Refer to image D.  

STEP 5 

Install the front Cat Shield. Using either an underhoist 
support stand or an extra pair of hands, install the front 
shield. First, secure the two rear mounting points of the 
front shield using the M8 bit with the M8 screws (short), 
adding the lock washer and fender washer.  
Refer to image E.
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Next, place the long and short spacers together and line 
them up on the inside of the shield between the front rivet 
nut and shield. Refer to image F. Using the long M8 screw, 
lock washer, and fender washer, fish the screw through 
the shield and into the front rivet nuts. Repeat the same 
with the other side. Taping the spacers together may help 
keep the spacers together. Refer to image G

Tighten all screws to make sure the Cat Shield is properly 
installed to the vehicle.
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STEP 6 

Apply Cat Shield sticker (optional). Place the sticker on 
the vehicle to warn thieves that the vehicle is protected 
by Cat Shield! Recommended placement: Rear window 
or trunk. 

Congratulations! You are now #catshieldprotected.  
If you have any questions or feedback about our product, 
contact us at info@millercat.com. Don’t forget to tag us 
with your latest install using @millercatcorp and  
#catshieldprotected.

OPTIONAL: AFTERMARKET CONVERTER SHIELD

Install aftermarket converter shield. For those who 
purchased the aftermarket converter add-on shield, place 
the additional shield on the inside of the main shields and 
match the four holes together. Fasten the aftermarket 
shield to the two main shields with the tamper-proof 
screws, lock washers, and fender washers (four total). 

The aftermarket shield is meant to fit most aftermarket 
converters, but not guaranteed to fit all. 
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