
M6 Tamper-proof 
screws (long)

x3

INSTALLATION GUIDE 

Toyota Tacoma 4.0L 4x4 (2005–2015)

TOOLS REQUIRED

• ¼” bit driver 

• Protective eyewear 

INSTALLATION TIPS

• Torque specs for M6 tamper-
proof screws are 37-72 inch lbs. 

• Torque specs for M8 tamper-
proof screws are 68-135 inch lbs.

• Assistance is recommended to 
hold the shield in place.

• Do not use impact tools or 
electric drills.

Thank you for purchasing the 
best Tacoma converter theft 
deterrence device on the market. 

Please read the instructions below to 
ensure the most accurate and secure 
fit for your Cat Shield. Professional 
installation is recommended.

PARTS INCLUDED WITH YOUR CAT SHIELD

M6 Fender 
washers

x17

M8 Tamper-
proof screws

x2

M6 Lock 
washers 

x17

M8 Lock 
washers 

x2

M8 Fender 
washers

x2

¼” tamper-proof 
key bit (M6 
screws)

x1

M6 Tamper-proof 
screws (short)

x17

¼” tamper-proof 
key bit (M8 
screws)

x1

Nut plate

x2
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STEP 1 

Install the two wings onto the shield. Using the 12 tamper-
proof screws (short), lock washers, and fender washers, 
install the left and right side shields to the main shield. 
Refer to image A.

 

 
 
 
 
 
 
 

 

STEP 2

Install the rear brackets to the rear cross member and 
shield. Slide the smaller bracket inside one of the holes in 
the rear cross member and loosely install the brackets 
together so they sandwich the rear cross member (make 
sure the larger bracket holes are facing towards the 
engine). The smaller bracket has a notch that matches the 
notch inside the rear cross member. The brackets will 
require two short m6 tamper-proof screws, lock washers, 
and fender washers. Tighten the brackets just enough that 
they are not moving but can be repositioned with a little 
force. 

Use a stand or partner to hold the shield in place and 
adjust the rear bracket so it sits in its final position. 
Remove the shield and tighten the two tamper-proof 
screws that hold the rear brackets together.

STEP 3 

Install the rear end of the shield. Put the shield back up 
toward the vehicle and use the two nut plates and M8 
tamper-proof screws, lock washers, and fender washers 
to install the back end of the shield. The nut plate rests on 
top of the cross member. Refer to image D.
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STEP 4 

Install the front end of the shield. Place the three holed 
support plate on top of the front cross member. The 
threads should be facing up toward the vehicle as pictured 
in image E. Using the long M6 tamper-proof screws (x3), 
fasten the front end to the support plate.

STEP 5 

Install shield to the rear bracket. The rear bracket height 
and holes should line up with the shield. Use the last three 
tamper-proof screws, lock washers, and fender washers 
to fasten the shield to the rear bracket.

STEP 6 

Apply Cat Shield sticker (optional). Place the sticker on 
the vehicle to warn thieves this vehicle is protected by 
Cat Shield!  

Congratulations! You are now #catshieldprotected.  
If you have any questions or feedback about our product, 
contact us at info@millercat.com. Don’t forget to tag us 
with your latest install using @millercatcorp and  
#catshieldprotected. Leave us a review and help others 
get #catshieldprotected!
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