
INSTALLATION GUIDE 

Toyota Tundra 2WD model (2018–2021) 
Add-on Shields (Rear)

TOOLS REQUIRED

• ¼” bit driver

• Protective eyewear 

INSTALLATION TIPS

• Torque specs for M8 tamper-proof 
screws: 68-135 inch lbs.

• Due to variations in hardware, 
some packages may come with 
several types of screw heads and 
bits that are not always listed here. 
Some hardware included in this 
package will replace hardware 
used in the main shield package 
(details are listed in the steps).

Thank you for purchasing the 
best Tundra and Sequoia catalytic 
converter theft deterrence device 
on the market. 

This instruction is a supplemental 
guide for the installation of the rear 
(x2) shields that provide complete 
protection for all four converters. 
This guide provides additional steps 
to the main instruction for the shield.

PARTS INCLUDED WITH YOUR CAT SHIELD

M8 Lock 
washers

x4

¼” tamper-proof 
key bit (M8 short 
screws)

x1

M8 Tamper-proof 
button head 
screws (long)

x2

M8 Tamper-proof 
button head 
screws (short)

x2

M8 Fender 
washers

x4

rear shields

front shield



STEP 1 

Rear Wings Installation (supplements Step 5 of the 
original instructions). Install the rear left and right wings to 
the main shield using the same mounting points. The rear 
shields will reuse the same M6 screws from Step 5 of the 
original instructions. Remove the M6 screws from Step 5, 
attach the rear shields to the main shield, and fasten them 
with the M6 screws. 

The rear shields come with longer M8 button head 
screws that will replace the original screws that hold the 
back of the main shield to the cross member. The longer 
screw is necessary to fasten the rear shields to the M8 
mounting ponts.

The rear shields also come with additional M8 short 
screws, lock washers, and fender washers to mount the 
rear shields to the frame of the vehicle. See the following 
images for reference.


