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             1992-2017 Dodge Viper Front Stabilizer Bar Link Heat Shields  

Overview: 

Radiated brake rotor heat can cause the boots or ball joints on the OEM and 

aftermarket stabilizer bar links to melt or degrade. The stainless steel heat shields 

greatly reduce the heat the end link joint and/or boot are exposed to and install in 

minutes.  

    

Compatibility: 

The heat shields are compatible for any 1992-2017 Viper.  

 

Construction:  

The brackets are manufactured from 304 stainless steel and cadmium plated for 

compatibility with the aluminum control arms.      

     

 

Weight:  

A set of 4 shields weigh 0.332 lbs.                     Stabilizer Bar Heat Shields 

                        

Ordering Information: 

http://www.dougshelbyengineering.com/  

 

Installation Guide: 

1. Gain Access to the sway bar link nuts.  

2. Remove the upper and lower nuts, install the shield and orient to avoid 

contact with any other component of the suspension. Reinstall the nuts.  

3. Tighten the upper/lower link bolt to 17 lb-ft.  

4. Bend the shield orientation nut lock into the nut to avoid any rotation. 

This can be done on the flat or corner of the nut.  

 

Inspection and Maintenance: 

- Periodically inspect the shield and hardware to ensure nothing is loose or 

damaged.  

 
                  Heat Shield Nut Lock 

Thank you for your purchase! 

Your business is appreciated! Customer satisfaction is our top priority! Don’t hesitate to contact us with any questions or 

feedback. Word of mouth is the best form of advertising so if you are satisfied please spread the word! 

 

Disclaimer of Liability: 
Doug Shelby Engineering assumes no liability expressed or implied for the improper installation or use of this product or its components. 

 

Doug Shelby Engineering is NOT responsible for any damage, consequential or otherwise for equipment failure after installation. 

 

Vehicle Modification: 
Modification of your vehicle with the parts identified above may alter its stock performance; the buyer hereby expressly assumes all risks 

associated with any such modification. 

 

Disclaimer of Warranty: 
Seller disclaims any warranty express or implied with respect to the parts sold hereby whether as to merchantability, fitness for particular purpose, or any other 

matter. 
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