
Ph
ys

ic
al

 P
ro

pe
rti

es
Pr

oj
ec

t

Standard Sizes

Installation Options Adhesive backing, Holes in corners, Holes in corners and adhesive backing 

Hole Dimensions 3/16” standard hole size

Service Temp -40°F to 180°F (-40° C to 82°C)

Water Resistance Excellent

Finish Semi-gloss

Material Properties .055” semi-rigid triblend Plastic 

Material Options Dry erase laminate available , UV laminate available 

Standard Heading Options Danger, Warning, Notice, Caution 

Accessories Options Zip ties, Stainless Steel Beaded Chain, Brass beaded chain

Color Options Full color print available 

Storage Stability

Outdoor Durability 4 to 6 years, UV Resistant option available for outdoor use

Chemical Resistance: Resistant to Acids, Alkalis and Salts 

Equivalent To: Brimar Safety Signs, Seton OSHA Signs, Marking Services Safety Signs 

Plastic Ammonia Plant SignagePRODUCT 
SPECIFICATION SHEET

DATE JOB  

CONTRACTOR NAME   

MM DD YYYY

7”x10”,  10”x14”, 14”x20”  (othe sizes available upon request) 

CAUTION
EYE AND EAR

PROTECTION REQUIRED
IN THIS AREA

SHUT DOWN
REFRIGERATION

MACHINERY ROOM

EMERGENCY USE
ONLY

CAUTION
AMMONIA

R-717

REFRIGERATION
MACHINERY

 ROOM
AUTHORIZED PERSONNEL ONLY

VENTILATION
REFRIGERATION

MACHINERY ROOM

EMERGENCY USE
ONLY

WHEN ALARMS ARE ACTIVATED AMMONIA HAS
BEEN DETECTED.

1. LEAVE ROOM IMMEDIATELY
2. DO NOT ENTER EXCEPT BY TRAINED AND
AUTHORIZED PERSONNEL
3. DO NOT ENTER WITHOUT PERSONAL
PROTECTIVE EQUIPMENT.

WARNING!

Standard Signs

*custom prints available
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