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Installed on Timber Joists and Pedestals

Gripsure Bamboo

Mike NicholsonSam Baynham

Tel: 01726 844616 
info@gripsure.co.uk 
www.gripsure.co.uk 

Gripsure Bamboo
20x137 in 1.85 metre lengths with a T&G end system
Smooth / grooved profile with two grey or black non-slip inserts
FSC certified sustainable timber

Standards
Class 1 durability against BS EN 350:2016
PTV of 62 against UKSRG guidelines using Stanley Pendulum test BS
7976-1:2002+A1:2013
Euroclass B fire rated against BS EN 13501-1:2018
CO2 neutral over it's service life
TDCA Deckmark Plus accredited
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T&G end match system to create seamless lengths
Offcuts can be used on the next row so waste is minimised

A joist needs to sit below where the boards meet to give support to the T&G
Joist spacings of 462.5mm will ensure that joins can be staggered across the deck

Installed with a 5mm gap between
each row of boards to allow surface

run off after rainfall. One wing of the
deck clip to be placed inside the side
groove of the bamboo deck board.
Once the wing is in place, the Deck

clip is to be fixed into the joist below
using the stainless steel screw provided.
The board on the next row is then placed

into the wing on the other side of the deck
clip already fixed in place on the joist.
Then this process can be repeated for

the rest of the deck.

Adjustable plastic pedestals 35-55mm base unit. Compatible with 20 and 40mm height adjusters to
achieve heights of up to 295mm. Pedestals can be adjusted for use on surfaces which have varying

heights to create a level deck / deck with slight fall for drainage.
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