
Brand Products



Welding equipment

inverter mini welder
#219.18.MMA-160i

Suitable welding rod: 1.6-3.2 mm (3 / 50-1 / 8 inches) in diameter
Butt weld thickness: 2-6mm • Fillet weld thickness: 2-20mm
Input voltage: 110V +/- 15% AC • Rated input current: 20.3 A

No-load voltage: 56V • Output current: 20-160A
Output voltage: 25.6V • Duty Cycle: 60% • Efficiency: 85%

Power factor: 0.93 • No-load loss: 40w • Weigth: 7lb
Includes: simple mask, electrode holder, wire brush 

and Ground clamp

 Input voltage:115V/230V/60Hz/1-fase • Frequency: 60HZ
Rated output current: 30-160A • Housing protection grade: IP21

Usage: Stainless steel/ Iron welding
Rod capacity: 6011 / 6013 / 6014 / 7018

70s6 wire or flux core .030 / .035
Wire diameter: 0.8/1.0mm • Wire feed speed: 2-13m/min

Postflow time: 0.5-1.5S • Net weight: 22LB
 Includes: Mig torch, Plasma torch, Electrode holder,

ground clamp, Air regulator & 220v/110v adapter

Processes: STICK 6013 3/32 ”, 1/8” • 7018 3/32 “, 1/8”
Butt weld thickness: 2-6mm • Fillet weld thickness: 2-20mm
Input voltage: 110V +/- 15% AC • Rated input current: 20.3 A

No-load voltage: 56V • Output current: 20-160A
Output voltage: 25.6V • Duty Cycle: 60% • Efficiency: 85%

Power factor: 0.93 • No-load loss: 40w • Weigth: 9lb
Includes: simple mask, electrode holder, wire brush 

and Ground clamp

 Input voltage: AV220±15%V • Frequency: 60HZ
Rated output current: 30-160A • Power factor: 0.73
Insulation grade: F • Housing protection grade: IP21

Usage: Stainless steel/ Iron welding
Rod capacity: 6011 / 6013 / 6014 / 7018

Wire diameter: 0.8/1.0mm • Wire feed speed: 2-13m/min
Postflow time: 0.5-1.5S • Net weight: 22LB

Includes: Mig torch, Electrode holder & Ground clamp

inverter welder
#219.18.MMA-160

Stick/MIG welder
#219.18.MIG-180MI

Multiprocess (STICK / TIG / CUT)
#219.18.CT-518EI



Welding equipment

plasma cutter 220v
#219.18.cut-40

deluxe duffel bag 
#219.12.00176

premium headwear  
one size fit most #219.12.sc

Plasma Cutter
#219.18.CUT-60NI

gasoline engine welder
& Generator 

#219.18.WG200

Cutting Max:   3/4”
Air Pressure Required:  87-90psi

Processes:  Steel, Stainless Steel and Aluminum
Includes:  Torch, Ground clamp & air regulator

Power:  220v • weight:  15lb

Cutting Max:   1/2”
Air Pressure Required: 87-90psi

Processes:  Steel, Stainless Steel and Aluminum
Includes:  Torch, Ground clamp & air regulator

Power:  220v • weight:  15lb

Frequency: 60hz • Rate Voltage:  120/240
Rate Current:  20.8 A • Rate Power COP:  5.0kw

Max AC Output:  5.5kw • Net Weight:  236lb
Operating voltage:  22-26v

Operating Current:  50-140a
Max Arcing Current:  200a • Duty Cycle:  60%

Rod capacity:  6013 / 7018 • 3/32” • 1/8”



safety equipment

standard helmets

black
#219.12.SW1

black
#219.12.SWX1

fire
#219.12.SWX7

clown
#219.12.SWX3

flag
#219.12.SWX9

spider
#219.12.SWX5

red
#219.12.SWX11

clown
#219.12.SW3

eagle
#219.12.SW5

xtreme series helmets

• High Definition Welding Helmets
• Auto Darkening helmets
• Viewing Area 3.86 “x 1.69”

• High Definition Welding Helmets
• Auto Darkening helmets
• Viewing Area 3.94 “x 2.56”



safety equipment

welding apparel

Green Jacket
Flame Retardant Cotton

• medium #219.12.00060
• Large #219.12.00062

• XL #219.12.00064
• XXL #219.12.00066

• XXXL #219.12.00068

golden brown leather Jacket
Flame Retardant

• medium #219.12.00078
• Large #219.12.00080

• XL #219.12.00082
• XXL #219.12.00084

• XXXL #219.12.00086

royal blue Hybrid Jacket 
Flame Retardant Cotton / Cowhide Sleeves

• small #219.12.00070
• medium #219.12.00071
• Large #219.12.00072

• XL #219.12.00073
• XXL #219.12.00074
•XXXL #219.12.00075

welding gloves
pig-tig®
Pigskin leather
#219.12.00030

suede cowhide
#219.12.00031

blue sabre™
#219.12.00035

black sabre™
#219.12.00044



security locks

hook premium lock with metal box
#220.020.128a

deadbolt premium lock
with metal box

#220.020.6665ss
stainless steel

#220.020.6665ab
antique brass

#220.020.6665pb
polished brass

deadbolt premium lock

#8.rwclac
Antique copper

#8.rwclPB
polished brass

#8.rwclaB
antique brass



miscellaneous

Stainless Steel kennel for Pets

c600 sliding gate operator 
#225.SCO.C600

includes:
(1) Magnetic “Limit Switch”

(2) Transmissors controls
(1) 20’ Steel Chain
(1) User Manual

single door
height: 30.7” / width: 43” / depth: 27.5”

#PK.001

186 pcs tool box
#T.ST186

double door
height: 30.7” / width: 43” / depth: 29.5”

#PK.002

pulls gates up to 1,320 lbs and 40’ long
single-phase / 110v / 6-month warranty



BAYAMÓN
787-778-5990

MIAMI, FL
305-691-1717

GUAYAMA
787-864-0240

PONCE
787-651-0100

MAYAGÜEZ
787-834-0560

HATO REY
787-250-8872

LAS PIEDRAS
787-912-3000

QUEBRADILLAS
787-291-5000

RÍO GRANDE
787-657-1188787-854-6626

MANATÍ

CAGUAS (MAIN OFFICE)
787-747-9415
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