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External Controls 
 

Gain - Adjusts the overall gain and dirt level of the pedal. The gain adds up  

gradually, making it easier to find sweet spots. 

Master - Adjusts overall output volume of the pedal 

Top - The Top knob cuts or boosts at different frequencies to compliment your  

tone setting,  amps and guitars 

Bass - Adds meaty low end or cuts the clutter down without sounding thin and  

boring. The Bass is designed so that at minimum setting you’ll still  

retain string definition and girth 

Tone - Adjusts the overall EQ of the pedal; turn clockwise for open & sparkly,  

or turn counter-clockwise for a smoother tone with accented mids 
 

 

 

Internal DIP switch 
 

Low Curve - ON position lets more low-end into the gain structure 

Compression - ON position activates a lower headroom asymmetrical clipping 

Hi Curve -  ON position lowers the Top control frequency point 

Dynamics - ON position enables a more saturated and thicker tone palette 
 

 

 

Power 
 

The Roadhouse internally boost the 9vDC up, to give you a lot more headroom and a                

quieter operation. Use a standard 9 volt DC power supply with a negative center              

2.1mm barrel, regulated - as supplied by most standard         

Ibanez™/Boss™/One-Spot™/Etc. power supplies. 

 

 

 

 

 

 

For more information, please visit www.arteffect.co 

http://www.google.com/url?q=http%3A%2F%2Fwww.arteffect.co&sa=D&sntz=1&usg=AFQjCNFFhgCTdmzXpfuxIF-lxbCT4MaOAg


Preset examples (more example can be found at: www.arteffect.co) 
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