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Weather conditions and temperature play a big part in the installation and longevity of your sunstrip – with tried and tested results, 
technical data from our suppliers and firsthand experience, we’d like to offer further information to ensure your sunstrip is installed 
correctly and stands the test of time. We understand and recognize that not all locations will have the same weather conditions and 
temperatures, so please take into account your location and decide when is best to install.

temperature range for installation is between 15°C/59°F – 25°C/77°F.
For colder seasons and areas, do not install if the atmospheric temperature is below 10°C/50°F as this can cause the vinyl to become 
brittle and harder to work with. The cold temperature will also weaken the bond between the adhesive and your windscreen causing 
adhesion issues, if it’s too cold for the adhesive to activate and cure there’s a high probability it will begin to peel prematurely. Also 
keep in mind that the adhesive takes at least 24 hours hours to cure, so if the temperature drops overnight or gets damp before fully 
set, it may peel.
For hotter seasons and areas, do not install if the atmospheric temperature is above 25°C/77°F as this can cause the vinyl to become 
aggressive and difficult to work with. The warm temperature will cause the vinyl to become more soft and ‘fluid like’ which in turn can 
cause tears, creases and rips to occur more easily.
Do not install in direct sunlight. Find shade where possible and allow your windscreen to cool down if it’s been sat in direct sunlight 
for some time.
Do not install in extreme weather conditions. This includes high winds, heatwaves, sub-zero temperatures, rain etc.

We also recommend Rapid tac application fluid, its far better than soap and water, but if you dont have our rapid tac, then 1 tiny drop of 
soap in a  500ml bottle then fill with water.

Thoroughly clean the windscreen to remove all dirt, grit and grease. Be careful which product you use to clean the glass, as some will 
leave a residue behind that will prevent the sticker from adhering well. Most alcohol-based glass cleaners evaporate so will be best 
for this

Measure down from each side of the top of the windscreen and apply a little masking tape, to mark the same length at each side of the 
windscreen. This will help ensure the strip is applied as straight as possible

Remove the backing paper from the sunstrip and apply a thin spray of soapy water to it as well as the top of the windscreen (don't use 
too much soap in your water. Less is more here)

Apply the sunstrip to glass leaving the excess at the sides and top. The soapy water will allow movement of the strip to ensure it's 
placed correctly

Squeeze out excess water and air bubbles from under the strip, the side of a credit card is a handy tool for this (one with smooth edges, 
if in doubt wrapping it in a microfiber should stop it scratching the vinyl). You can pin prick any bubbles that won't go away and press 
flat if they’re a real pain (We do sell squeegees which are perfect for this task, find them in the sunstrip section)

Trim off excess vinyl around the glass carefully with a new sharp blade When it is fitted and you are happy, leave it to totally dry 
before driving off (you don’t want it flying off halfway down the road!)
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