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5500 WATT  
CHAMPION
GENERATOR

CPG6500 CPG6500-EU

5500 Watts* 

74 dBA @ 7m

5000 Watts

3 years

CE, UKCA, 
EU Stage V

Max AC output: 

Noise Level:

Running Watts:

Warranty:

Certification:

The CPG6500 is powered by a 13hp  389cc Champion single cylinder, 
4-stroke OHV engine that produces 5000 running watts and 6250 
starting watts. 

With a 25 litre fuel tank this unit can run up to 10 hours at 50% load. 

This powerful and reliable generator is fitted with a 12V battery 
charging outlet and 230v and 110v sockets*. 

Our OHV engine is equipped with a low oil shut-off sensor & is 
designed for long life & easy maintenance. 

This unit is ideal for RV’s, trailers, travelling, picnics, power tools, jobs 
around the house, or home back-up power during emergencies.

• 5500 Max watts
• 110V 32amp / 240V 32amp AC load
• Up to 10 hours run time at 50% load
• 74 dBA at 7m.
• Wireless remote start
• Integrated u-shape handle
• Push-button electric start
• Low oil shut-off sensor
• Intelligent 3in1 Volt Meter
• 3.1cm durable tubular steel frame
• Wheel kit included

• Oil Funnel
• Champion Wireless Key Fob
• 25cm Never Flat Wheel Kit

Starting Watts 6250

Max Watts 5500

Rated Watts 5000

AC Load

2 x 110V 32amp (UK) 
1 x 240V 32amp (UK)
1 x 220v 16amp (EU)
1 x 220v 32amp (EU)

Frequency 50Hz

Engine 389cc Champion OHV

Fuel Capacity 25 Litres

Oil Capacity  1.1 Litres

Noise Level 74 dBA @ 7m

Start Type Electric, Remote & Manual

RPM 3000

Dimensions (L*W*H) 80 x 58.5 x 57.5 cm

Certification CE, UKCA, EU Stage V

Weight (Kg) 91.5

Operation capacity (hr) 10 Hrs @ 50% load

*Please note: 110v provides approximately 40-50% lower output (watts) than 240v. 

https://www.linkedin.com/company/champion-power-equipment/
https://twitter.com/ChampionPowerUK
https://www.facebook.com/ChampionPowerUK

