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hello!
Thank you for purchasing Fronteriors. 
We appreciate your business and your 
trust in our designs and crafsmanship 
to transform your IKEA frames into 
something that reflects your 
personal style.

Fronteriors was established as a DIY 
concept and this guide will help both 
home enthusiasts and professionals 
complete an easy installation. 

We love seeing your finished cabinets, 
wardrobes, kitchens and more, so be sure 
to tag #myfronteriors if you share any 
images on social media. 

Kath + Linda
FRONTERIORS CO-FOUNDERS
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TOOLS & HARDWARE

YOU WILL NEED

2x Clamps

Philips head screwdriver (manual or electric) 4mm drill bit for wood 
(if installing knobs). Our screw heads are Philips head 6mm and 8mm. 
Please make sure your screw bits fits this size. 

IKEA Besta hinges and screws according to the IKEA installation guide 
(number of screws & hinges will vary depending on the size of your 
cabinet) 

INCLUDED
Screws:  40mm for top | 30mm for sides 

NOTE 
We recommend installing your Fronteriors elements with two 

people, however, it is possible to do the installation by yourself 
as well. If you are installing doors only, proceed to 

STEP EIGHT.
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STEP ONE

Lay the cabinet on its back on the floor, 
preferably on a rug or towel to prevent 

it getting scratched. 
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STEP TWO
SIDES

Working with one panel at a time, align the side panels 
so that the top, back and bottom edges align flush 

with the IKEA frame. You will notice that our side panel 
protrudes from the frame at the side where the doors 

will be positioned - this is correct and ensures that 
once the doors are fixed, they will align flush 

with the side panels.
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STEP THREE
SIDES

Use clamps to hold the side panel against the side of the 
IKEA frame for proper installation. We recommend using 

a cloth or applicable protection in between the clamp and 
the frame to prevent panels from scratching.
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STEP FOUR
SIDES

Using the frame’s pre-made holes for shelves and following 
the numbered holes in both thefront and back of the frame, 

as illustrated, screw in the 30mm screws from the inside 
until the screws grip the sidepanel tightly. 

Use two screws along the top area (front and back rows) 
and two along the bottom area.
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STEP FIVE
TOP

Measure approximately 5cm away from 
each inside top corner. Using the 4mm drill bit, 
drill a guide hole for the screw that will fix the 

top to the frame.
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STEP SIX
TOP

Align the Fronteriors top panel perfectly 
with the rear top and side edges of the attached 

Fronteriors side panels.
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STEP SEVEN
CLAMPS

Use clamps to hold the top against the top of 
the IKEA frame for proper installation. 

We recommend using a cloth or applicable 
protection in between the clamp and the frame 

to prevent panels from scratching.
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STEP EIGHT
CLAMPS

Using the holes that you made in the previous step, 
screw in the supplied 40mm screws from the inside 
until they grip the top panel leaving no gap between 

the frame and the panel. Repeat the procedure 
until all the holes are done.
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STEP NINE
TOP

When all the panels have been attached, 
revert the frame back to standing position.
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STEP TEN
DOORS

Once the hinge is attached properly into the 
Fronteriors door, align the door to the cabinet frame 

and check on the illustration for the location of the holes 
where the hinge mounting plate will attach. 

Using a screwdriver, fix the hinge plate firmly to the cabinet

NOTE
Once the hinge plates have been screwed into 
the cabinet frame, the doors may look uneven. 

Don‘t panic. Hinges are designed to be adjusted 
for optimal alignment - it just takes some

 tweaking with a screwdriver. 
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HINGE ADJUSTMENT

Use the illustration above to adjust your doors 
up/down, in/out or left/right. If you have 

chosen for a Fronteriors top, only adjust the 
hinges when the top has been installed.
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KNOBS 
Our doors do not have pre-drilled 
holes for knobs. Once you have 
selected the position of your 
knob(s), drill a guide hole from 
the front side of the door, 
using the 4mm drill bit.

HANDLES 
Our doors do not have pre-drilled 
holes for handles - however, some 
designs have a predetermined 
position for handles. Once you 
have selected the position of your 
handles, use the provided screws 
to fix them into position.

TIP 
If you have a piece of scrap wood available, hold it tightly at 
the back of the door for the drill to continue into. This will 
prevent the back side of the door from chipping.

HARDWARE
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If you’re installing our framed doors, 
we advise not to install doors hinged back-to-back 

due to the raised edges of this particular design.
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LEGS

Our legs fit into IKEA‘s pre-drilled holes for legs 
and come with complimentary screws. Our single legs for Besta 

can be used as on the side of the frame, but can work as 
a joiner leg if you are installing two frames side by side. 

For example, when joining 2x Besta 120x64cm frames 
to create a 240x64cm cabinet. 

LEG SINGLE
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LEG FRAME

Our custom leg frame is designed to fit the 
Besta frame that is 120cm wide, 

or 2 x 60cm wide frames 
that are fixed together.



GET IN TOUCH
info@fronteriors.co
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