
1. TrialÊfitÊÊtheÊwallÊliningÊbyÊofferingÊitÊintoÊtheÊrearÊcornerÊofÊ
tray.ÊTheÊlinerÊmustÊnotÊprotrudeÊtheÊfrontÊedgeÊofÊtheÊshowerÊ
trayÊasÊthisÊmayÊaffectÊtheÊdoorÊinstalla on.Ê 

IfÊinstallingÊtheÊwallÊlinerÊontoÊaÊtrayÊthatÊhasÊupstandsÊonÊallÊ
fourÊsidesÊthereÊmayÊbeÊaÊrequirementÊtoÊnotchÊtheÊbo omÊ
cornersÊofÊtheÊlinerÊforÊcorrectÊfitmentÊ(seeÊfigÊ1a) 

ÊIfÊtheÊtrayÊisÊinstalledÊlevelÊandÊtheÊwallsÊareÊplumbÊtheÊlinerÊ
shouldÊsitÊhardÊdownÊtoÊtheÊtrayÊsurface. IfÊtheÊwallÊlinerÊdoesÊ
notÊsitÊflatÊonÊtheÊtrayÊitÊmayÊbeÊscribedÊandÊtrimmedÊusingÊaÊ
handÊplaneÊorÊsandpaper 
Cau on: Trimming the Wall liner will reduce its height, some

discre on will be required to determine the 
amount of trimming possible   

2. CarefullyÊmeasureÊandÊcutÊoutÊtheÊwallÊlinerÊforÊtap-ware.Ê
(referÊtoÊcu ngÊandÊdrillingÊÊinstruc onsÊonÊnextÊpage) 

3. UsingÊaÊpencilÊmarkÊaÊlineÊaroundÊtheÊperimeterÊofÊtheÊwallÊ
lining.ÊEnsureÊtheÊlinerÊdoesn’tÊprotrudeÊoverÊtheÊfrontÊedgeÊofÊ
theÊtrayÊasÊthisÊmayÊeffectÊtheÊdoorÊsetÊinstalla on 

4. EnsureÊwallboardÊandÊrearÊofÊwallÊlinerÊareÊfreeÊfromÊdirt,ÊdustÊ
andÊanyÊcontaminants.Ê(ToÊreduceÊsta cÊwipeÊtheÊrearÊofÊtheÊ
linerÊwithÊaÊdampÊcloth).Ê

5. ApplyÊaÊcon nuousÊbeadÊofÊNGÊsiliconeÊsealantÊ10mmÊinÊdiam-
eterÊalongÊtheÊinsideÊedgeÊofÊtheÊTrayÊUpstand.ÊApplyÊtheÊseal-
antÊtoÊtheÊtopÊhalfÊofÊtheÊupstandÊtoÊeliminateÊitÊsqueezingÊoutÊ
underÊlinerÊwhenÊfi ed.Ê

6. ForÊaÊtraysÊwithoutÊupstandsÊonÊallÊfourÊsidesÊapplyÊaÊver calÊ
beadÊofÊNGÊsiliconeÊ20mmÊinÊfromÊtheÊfrontÊedgeÊtheÊfullÊ
heightÊofÊtheÊTrayÊupstand.ÊÊ 

Flat or Side Moulded Acrylic Shower Wall Liner
Installa on Instruc ons

Before Installa on please check that your wall liner is undamaged 
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· CheckÊtoÊensureÊtheÊshowerÊtrayÊhasÊbeenÊinstalledÊinÊaccordanceÊwithÊtheÊTrayÊInstalla onÊInstruc ons.ÊTheÊtrayÊmustÊbeÊ
levelÊtoÊachieveÊop mumÊresults

· YourÊShowerÊhasÊbeenÊdesignedÊforÊwallsÊlinedÊwithÊnewÊ10mmÊStandardÊorÊAqualineÊGibÊboardÊandÊVillaÊBoard.ÊEnsure the
area being covered by the Wall liner is not Gib stopped, sanded, sealed or painted – The Showerbond adhesive will not
ad-here to these surfaces.

· DoÊnotÊremoveÊtheÊprotec veÊfilmÊfromÊtheÊwallÊlinerÊun lÊthe Êinstalla onÊisÊcomplete
· OnlyÊuseÊtheÊShowerbondÊadhesiveÊsupplied,ÊfailureÊtoÊdoÊsoÊwillÊ

voidÊyourÊwarranty
· EnsureÊthatÊanyÊplumbingÊoutletsÊareÊsituatedÊasÊnotÊtoÊobstructÊthe

ÊdoorÊwhenÊopened.Ê



· HacksawÊorÊJigsawÊwithÊaÊminimumÊofÊ18ÊteethÊperÊinch.

· HolesÊupÊtoÊ12mmÊinÊdiameterÊcanÊbeÊdrilledÊwithÊstandardÊtwistÊdrillÊwithÊaÊ

reducedÊcu ngÊangle.Ê

· HolesÊlargerÊthanÊ12mmÊdiameterÊcanÊbeÊcutÊusingÊaÊholeÊsaw.Ê

· EdgesÊcanÊbeÊfinishedÊwithÊmediumÊgritÊsandpaperÊorÊplanedÊwithÊaÊhandÊ

plane.
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7. UsingÊtheÊÊsuppliedÊShowerÊBondÊadhesiveÊapplyÊ5-6mmÊ
beadsÊinÊver calÊlinesÊatÊ100mmÊspacing,ÊstayingÊÊ20mmÊinÊ
fromÊtheÊmarkedÊoutlineÊofÊtheÊwallÊliner.Ê 

8. PlaceÊwallÊliningÊintoÊposi onÊandÊpressÊfirmlyÊontoÊadhesiveÊ
overÊen reÊsurface.Ê
Installa on of liner must be complete within 15 min to avoid
premature curing of adhesive. 

8. WipeÊoffÊanyÊexcessÊsealantÊorÊadhesiveÊthatÊmayÊhaveÊoozedÊ
outÊ

9. SealÊtheÊtopÊedgeÊofÊtheÊwallÊlinerÊwithÊaÊsuitableÊsealant.Ê
BearÊinÊmindÊifÊpain ngÊtheÊGibÊsurfaceÊuseÊaÊpaintableÊseal-
ant.ÊMaskingÊtheÊareaÊwillÊensureÊaÊneatÊfinish 

The installa on of the enclosure may begin immediately or as 
required. 
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