
STOP DOUBTING YOUR WATER, 
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Legionella in your water



How can they end up in my water system?
Legionella are naturally present in the environment, but it is in ar�ficial networks that 
they best proliferate. Hot water networks provide all the right condi�ons for their rapid 
development: temperature between 25-45°C and the presence of a biofilm on the pipe 
walls. Old networks or networks that are unused for a long period of �me are among the 
riskiest areas for prolifera�on.

What are the risks?
Infec�on is caused by breathing in aerosols during a simple shower or 
bath, for example. Legionella bacteria will then breed in the lungs 
un�l they cause acute pneumopathy: Legionnaire's disease. For the 
most frail, elderly or immunocompromised people, the mortality rate 
can rise from 10% to 50%.

What is it ?
• Legionella 

Legionella in your water

Legionella is a pathogenic bacterium 
that develops in hot water systems and 
in some air condi�oning and mis�ng 
systems. The most virulent species, 
Legionella pneumophila, is responsible 
for 98% of cases of legionellosis, a 
poten�ally fatal respiratory infec�on.

In Europe, cases of contamination have increased by 220% since 2005. In the 
United States, the increase is 550% since 2000. In both geographical areas, we 
observe the same alarming increase in isolated domestic cases.



The only method on the market that can reproduce the 
culture condi�ons of a laboratory, thanks to an 
unprecedented innova�on: a mini bacteria incubator, no 
larger than a smartphone.

The test works with 2 elements:

• The Mini-Lab: the first pocket laboratory 
(reusable and compatible with other test kits)

• 1 Legionella Water Test Kit 
(to be used with the Mini-Lab)
Contains the patented reagents that reveal the 
bacteria.

Test my water for legionella?
It couldn’t be simpler with the Legionella Water Test!
The Legionella Water Test is carried out in just a few steps thanks to a simplified scien�fic 
protocol. The result is obtained a�er a break of 48 hours, instead of 10 days in the laboratory.

Cu�ng-edge technology from the 
French academic research of excellence*

*CNRS: Na�onal Centre for Scien�fic Research

When should I test the water in my system?

On a regular basis all year round: if I have an old genera�on hot water tank with a 
reservoir or if parts of my network are rarely used (remote shower points, dead arms, 
unoccupied outbuildings, etc.), it is strongly advised to test these points regularly.

Occasionally in case of risk: a�er a long absence or when arriving in a holiday home that 
has been unoccupied, it is strongly recommended to test the water network. In summer, 
when the outside temperature exceeds 35°C, the cold water network can also be 
contaminated and should therefore be tested regularly.



Coliforms Water Test: allows you to test for the presence of 
coliforms in your pool or drinking water.

Reveals the presence of coliforms in case of faecal 
contamina�on in swimming water or outdoor installa�ons 
such as wells. This contamina�on may be of animal or human 
origin, due to heavy rainfall, or caused by a failure in the 
treatment system.

Product using the technology

IN THE SAME RANGE

EQUIPMENT TO BE TESTED IN PRIORITY:

Showers, spas, jacuzzi
Mis�ng systems
Air humidifiers
Water-cooled air condi�oning
Wells, cisterns and water tanks
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