
                                                                                                
 

                                                                         CERINȚE MINIME 

Tip Player Digital Signage 

CPU Minimum Coretex A72 1.7GHz Quad-Core CPU 

GPU Motor grafic 2D & 3D 32bpp; 
Rezolutie: Minimum 1920x1080pixeli; 
Rezolutie de iesire: pana la 3840x2160pixeli 

FDM/HDD/SSD Minimum 8GB 

Memorie Minimum 2.5GB 3 canale 96bit DDR3-933 (1866MHz) 

Ethernet 10/100Mbps (MDC) 

Caracteristici MagicInfo S6 SSSP 6.0, Videowall S, Wifi Incorporat 

Conectivitate Minimum 2x USB 2.0; 
Minimum 1x Iesire HDMI 2.0; 
Minimum 1x RJ45; 
Minimum 1x RS232 Intrare (Stereo); 
Minimum 1x RS232 Iesire (Stereo); 
Minimum 1x Intrare IR; 
Minimum 1x Iesire audio. 

OS Minimum Tizen4.0 

Tensiune de alimentare AC 100 - 240 V~ (+/- 10 %), 50/60 Hz 

Consum de energie Maximum 23W 

Dimensiuni Maximum 207 x 166 x 30mm 

Greutate Maximum 1kg 

Temeperatura de functionare Minimum intervalul 10℃~ 40℃ 

Garantie Minimum 2ani 

 


