
                                                                                             
 

                                                                         CERINȚE MINIME 

Tip Display Video Wall 

Utilizare 24/7, de interior 

Diagonala 55” 

Tehnologie de panou S-IPS cu retroiluminare LED direct 

Rezolutie Minimum 1920 x 1080pixeli 

Raport de aspect 16:9 

Distanta dintre pixeli Maximum 0.630mm 

Contrast Maximum 1700:1 

Unghi de vizualizare 178⁰ orizontal, 178⁰ vertical 

Timp de raspuns Maximum 8ms 

Refresh 60Hz 

Luminozitate Minimum 700cd/m² 

Orientare Landscape si Portret 

Media player Integrat 

Formate de imagine suportate JPG 

Formate video suportate MP4 / MOV / FLV (video H.264, audio MP3, AAC); rezolutie max. 
1080p la 30 Hz, 1080i la 60Hz; MPG (video mpeg1/2, audio mpeg 
audio layer2/3, AAC-LC); MP @ ML, MP @ HL; WMV(video H.264, 
wmv advanced L3, wmv simple / main, audio mp3 wmv std); 
rezolutie max. 1080p la 30 Hz, 1080i la 60 Hz 

Formate audio suportate MP3 

Intrari video Minimum 1xVGA, Minimum 1xCompozit (RCA), Minimum 1xDVI-D, 
Minimum 1xSlot OPS, Minimum 2xDisplayPort, Minimum 2xHDMI 

Intrari audio Minimum 2xJack 3.5mm 

Control Minimum 1xRemote (jack 3.5mm), Minimum 1xRS232, Minimum 
2xLAN 

Intrari date Minimum 1xMicroSD (MediaPlayer), Minimum 4xUSB1.0, Minimum 
1xUSB2.0 

Iesiri video Minimum 1xDispayPort, Minimum 1xHDMI 

Iesiri audio Minimum 1xJack 3.5mm 

Senzori Minimum 3x Senzori de temperatura, Minimum 1x Senzor NFC 
integrat 

Consum de energie Maximum 420W 

Dimensiuni (fara stand): Maximum 1211 x 682 x 99mm 

VESA 400x400mm 

Greutate (fara stand) Maximum 26kg 

Garantie Minimum 2ani 

 


