CPO1A LED

Canopy Light

Value and Versatility
Exemplified

The CPOTA LED luminaires are versatile luminaires, 1 fixture covers 4
wattages and 3 CCTs with DLC5.1 Premium listed, and quick mount
feature that reduces installation time significantly, CPO1A is the perfect,
cost-effective canopy luminaire solution.

Quick Facts:

® Designlights Consortium'" (DLC) Premium listed

® Quick mount feature - no need to open luminaire to install
® /5W-60W-50W-40W selectable

® 3000K-4000K-5000K turnable

® \White, bronze and black finish options

® Motion sensor available

® Clear lens or milky lens supported

® 5-Year warranty, over 20 years of service life
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VOL TAGE AVAILABLE
) WATT(W) [EFFICACY REPLACE DIMMING CCT(K)

10,125
CPO01A-75MW 75W/65W 8,100 igggﬁ
_50KMC-LV 55W/45W 6,750 135° 100-320W HID 0-10V = 5000K
-D-V40 Tunable 5,400 Tunabl
Tunable R

10,125
CPOTATSMIN 75W/65W 8,100 2888&
-50KMC-MV 120-347 | 55W/45W 6,750 100-320WHID | 0 : 5000K
-D-V40 Tunable 5,400 Tunable
Tunable .
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OPTIONAL ACCESSORIES INSTALLATION

ON-OFF OR DIMMABLE e _

Motion Sensor
120-277V

INNER BOX MASTER CARTON NET WEIGHT | GROSS WEIGHT
MODEL (MM) (MM) QTY/CTN (KG) RE) CUBIC METER

CPO1A-40 285*285*102 430*300*330 4 0.043
CPOTA-60 285*285*102 430*300*330 4 9.9 11.05 0.043
CPO1A-75 285*285*102 430*300*330 4 9.9 11.05 0.043

INSTALLATION METHODS

Loosen and remove thescrews which Fix the mounting plate to the ceiling with 1.Connect the line voltage to the wires coming

used to fix the mounting plate. the screws. out from the fixture following the wiring diagram.
2.Push the pressing plate into the suspension
loop on the mounting plate.

2.Screw the fixture to the 3/4 inch connduitto
complete the installation.

Lock screws to complete the intallation. 1.Connect the line voltage to the wires coming | /
out from the fixture. \
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