
INPUT 
WIRE CLIPS

FIRE-PROOF 
PLASTIC BASE

PUCK LIGHT SERIES
LED Puck light

3000k to 6000k
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MM-UL008

• Input: 12V
• Lifetime: Limited 3 years
• 3 in 1 Led chip: 3000K / 4000K / 6000K
• Lumen output: 210LM, 223LM, 240LM
• Dimmable with PWM Dimmer
• Color Rendering Index: ≥ 90

Trim Finishes

•	 White
•	 Black
•	 Brushed Nickel

Other Finishes  
(special order / min. qty required)

•	 Chrome 
•	 Golden

For well-defined, low-profile  
lighting solutions.

DIP SWITCH: LED COLOR SELECTING

MAGNET

YEARS 
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TECHNICAL DATA MM-UL008

C E R T I F I C AT I O N

Certification	 cETL

Environment	 Dry location

Warranty	 3 years limited

P H Y S I C A L

Housing	 Fire-proof plastic base 

L I G H T  S P E C I F I C AT I O N S

Light SKU	 MM-UL008	

Power	 3W

Lumens	 210LM, 225LM, 240LM

Size	 3.15” diameter

Trim	 Sold separately

Ring SKU	 MM-UL008RWT	 MM-UL008RBK	 MM-UL008RBN	

Finish	 White	 Black	 Brushed Nickel

Trim SKU	 MM-UL008WT 	 MM-UL008BK	 MM-UL008BN	 MM-UL008CR	 MM-UL008GD

Finish	 White	 Black	 Brushed Nickel	 Chrome	 Gold

G E N E R A L P E R F O R M A N C E

CRI	 ≥ 90

Color Temp.	 3000K, 4000K, 6000K selectable

Beam Angle	 120°

Led Chip	 Epistar / Customized

Input voltage	 12V

Dim	 Dimmable with PWM Dimmer
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Special order / Min. 
quantity required

Special order / Min. 
quantity required



TECHNICAL DATA MM-UL008
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Spliter
6 Way

Output
DC 12V/24V

Input
AC 120V

Input Wire (White)
AC 120V

Input Wire (Black)
AC 120V

Traic Dimmable Driver

Dimmer 
(Optional)


