
Stainless Steel pins

Height adjusts in 1" increments

Fits any  
standard 2" receiver

Easily locked into the  
receiver tube to prevent thet

Multiple ball sizes 
eliminate the need for 
multiple ball mounts

Two process plating  
to help prevent corrosion

DO NOT EXCEED VEHICLE TOW RATINGS

10,000 lb.  GTW
 1,000 lb. VTW

 class

LIMITED LIFETIME WARRANTY

Rotate the Ball
To the Desired Size

Adjust the Height
Raise or Lower

Stow the Hitch
Under the Vehicle

B&W TOW & STOW
STOWS UNDER THE VEHICLE WHEN NOT IN USE

TM

TI RE D OF
SWITCHING
BALL MOUNTS?

Now with a two-step finish: ecoat and 
powder coat, which provides improved 
corrosion protection inside and out
(Also available in chrome)



B&W TOW & STOW
STOWS UNDER THE VEHICLE WHEN NOT IN USE

TM

THE LAST HITCH
YOU'LL EVER NEED!

Model 12
9" Drop
9-1/2" Rise

Dual-ball Combination

2"

2-5/16"

Dual-ball Combination

1-7/8"

2"

Tri-ball Combination
1-7/8"

2"
2-5/16"

Model 10
7" Drop
7-1/2" Rise

Model 6
3" Drop
3-1/2" Rise

Model 8
5" Drop
5-1/2" Rise

Pintle Up
Ready to hook on.

Pintle Down 
Ready to tow.

Stowed
Ready to go.

A V A I L A B L E
ADJUSTMENTS

A V A I L A B L E
B A L L

COMBINATIONS

A V A I L A B L E
F I N I S H E S

TOW & STOW
WITH DROP DOWN PINTLE

Licensed Browning Logo Black Powder Coat Chrome


