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NOTE:  3 and 4 axle trailers require minimum 5 Amp-hr battery.  
For optimal performance, replacement of breakaway electrical components is rec0mmended every 3 to 5 years.

• For use on 1, 2, 3 and 4 axle trailers equipped with electric brakes
• These complete systems incorporate the highest quality components in trailer breakaway systems
• Meet or exceed Department of Transportation (DOT) specifications regarding trailer breakaway and holding 

requirements
• If a breakaway occurs between your tow vehicle and your trailer, the breakaway systems will automatically apply 

consistent braking power to your trailer brakes
• Quick and easy to install, the systems comes with a weather/corrosion resistant, heavy-duty polymer case to 

protect the battery and charger

BREAKAWAY SYSTEMS _____________________________________________

1026 / 1028 / 2026 / 2028 20005 / 20015 20010 / 20020

Part Number Description Packaging

For 1 and 2 Axle Trailers with Electric Brakes

1026 Includes 2018 Polymer Battery Case w/A-Frame or Post Mounting Bracket; 2023 Rechargeable Sealed 12v 5 
Amp-hr Lead Acid Battery & Terminals; 2005-P Breakaway Switch. Display Box

For 1, 2, 3 and 4 Axle Trailers with Electric Brakes

2026 Includes 2018 Polymer Battery Case w/A-Frame or Post Mounting Bracket; 2023 Rechargeable Sealed 12v 5 
Amp-hr Lead Acid Battery & Terminals; 2010-P Breakaway Switch. Display Box

20005 Includes 2051 Lockable All Polymer Battery Case w/Flat Surface Mounting; 2023 Rechargeable Sealed 12v 5 
Amp-hr Lead Acid Battery & Terminals; 2010-P Breakaway Switch. Display Box

20010 Includes 20000 Lockable Polymer Battery Case w/Weldable Flat Surface Mounting; 2023 Rechargeable Sealed 
12v 5 Amp-hr Lead Acid Battery & Terminals; 2010-P Breakaway Switch. Display Box

(With Charger)  For 1 and 2 Axle Trailers with Electric Brakes

1028
Includes 2018 Polymer Battery Case w/A-Frame or Post Mounting Bracket; 2023 Rechargeable Sealed 12v 
5 Amp-hr Lead Acid Battery & Terminals; 2005-P Breakaway Switch; 1024 DC-to-DC Accelerated Battery 
Charging Device (ABCD).

Display Box

(With Multi-Stage Integrated Charger)  For 1, 2, 3 and 4 Axle Trailers with Electric Brakes

2028
Includes 2018 Polymer Battery Case w/A-Frame or Post Mounting Bracket; 2023 Rechargeable Sealed 12v 5 
Amp-hr Lead Acid Battery & Terminals; 2010-P Breakaway Switch; 2024-07 DC-to-DC Heavy Duty Quick/Main-
tenance (Multi Stage) Battery Charger.

Display Box

20015
Includes 2051 Lockable All Polymer Battery Case w/Flat Surface Mounting; 2023 Rechargeable Sealed 12v 5 
Amp-hr Lead Acid Battery & Terminals; 2010-P Breakaway Switch; 2024-07 DC-to-DC Heavy Duty Quick/Main-
tenance (Multi Stage) Battery Charger.

Display Box

20020
Includes 20000 Lockable Polymer Battery Case w/Weldable Flat Surface Mounting; 2023 Rechargeable Sealed 
12v 5 Amp-hr Lead Acid Battery & Terminals; 2010-P Breakaway Switch;  2024-07 DC-to-DC Heavy Duty Quick/
Maintenance (Multi Stage) Battery Charger.

Display Box

• Completely sealed breakaway switches to automatically set trailer brakes in case of accidental trailer breakaway
• Required by law in some states
• Emergency use only, not to be used to lock brakes when parked or stored
• 2010, 50-85-007 and 2005 have reinforced nylon case, weldable metal tab, nylon pin assembly and are rust and 

corrosion free . 2009 has all metal parts and a brass pin assembly

BREAKAWAY SWITCHES ____________________________________________

50-85-002 / 50-85-007 2010-P 2005-P

Part Number Description Packaging

50-85-007 Breakaway Switch w/ 48” wires w/Cable & Nylon Pin Assembly Bulk

54-85-007 Breakaway Switch w/ 48” wires w/Cable & Nylon Pin Assembly Bagged

2010-B125 Breakaway Switch w/ 48” wires w/Cable & Nylon Pin Assembly Bulk

2010-P Breakaway Switch w/ 48” wires w/Cable & Nylon Pin Assembly Clam

2005-B120 Breakaway Switch w/ 48” wires w/Cable & Nylon Pin Assembly (for use with 1-3 axle trailers) Bulk

2005-P Breakaway Switch w/ 48” wires w/Cable & Nylon Pin Assembly (for use with 1-3 axle trailers) Clam

2009-B60 Breakaway Switch w/ 48” wires w/Cable & Brass Pin Assembly Bulk

2009-P Breakaway Switch w/ 48” wires w/Cable & Brass Pin Assembly Clam

Replacement Parts

50-85-002 48” Replacement Cable & Nylon Pin Assembly (for 50-85-007 Switch) Bulk

54-85-002 48” Replacement Cable & Nylon Pin Assembly (for 50-85-007 Switch) Bagged 

2010-A 48” Replacement Cable & Nylon Pin Assembly (for 2010 Switch) Bulk

2010-A-P 48” Replacement Cable & Nylon Pin Assembly (for 2010 Switch) Clam

2005-A 48” Replacement Cable & Nylon Pin Assembly (for 2005 Switch) Bulk

2009-A 48” Replacement Cable & Brass Pin Assembly (for 2009 Switch) Bulk

2009-A-P 48” Replacement Cable & Brass Pin Assembly (for 2009 Switch) Clam

NOTE:  Most states require breakaway switch with separate power supply when towing a trailer.

2009-P 2010-A 2009-A
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