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Floor 
mounted.
Provides a tight, long lasting 

barrier between the bottom of 

your garage door and floor.
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More hard-wearing than door mounted weather-stripping, our floor mounted 

Cleverseal Door Dam™ Garage Door Threshold Seal provides a tight, long lasting 

barrier between the bottom of your garage door and floor. Cleverseal Door Dam™ 

forms an effective mini dam inside the line of your garage door. 

 

The Cleverseal Door Dam™ Garage Door Threshold Seal will last through years of 

cars driving over it, along with helping ensure that your vehicles and tools stay 

cleaner, garage floor drier.

TOOLS REQUIRED

Measuring tape Hammer Drill
6.5mm steel twist 

drill bit

Drop saw Masonry drill
6mm diameter  

masonry drill bit
Hacksaw Silicone gun

Chalk
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SAFETY: 

Safety glasses and ear protection to be worn.

Failure to follow this advice may result in severe damage to the garage door as

well as personal injury or death during and after the CLEVERSEAL product

installation.  

 

During the installation procedure ENSURE children and any other person/s not

directly involved with the installation procedure, are kept clear of the work area and

well away from the garage door opening area. 

 

Failure to comply with the installation instructions and the safety warnings may

result in serious personal injury and/or property and garage door damage. Please

save these instructions for future reference.

auto opener

spring tension  

repositioning of the HORIZONTAL sectional overhead garage door tracks

lifting cables

WARNING 

It is vital for the safety of persons to follow all instructions. 

 

Any adjustments to the following on either Roller and Sectional Overhead garage

doors, MUST be attended to by a qualified garage door specialist:  
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Three different ways you can install Door Dam follow.
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1

2

Measure length required. 
 
Cut the Cleverseal Door Dam to length safely using the 
appropriate tool. 
 
A Drop-Saw with a tungsten tip aluminium saw blade 
will result in a cleaner, more accurate cut than either a 
hacksaw or a grinder. 
 
Note the incorporated four PVC floor surface seals 
inserted into the four channels on the underside of 
the Cleverseal Door Dam. 

Trim off excess PVC seals to be exactly the same 
length of each piece of Cleverseal Door Dam. 
 
*Note: DO NOT pull or stretch the PVC seal to make 
it the exact length. 
 

3 Drill a sealant hole 30mm in from each end of each 
length of Cleverseal Door Dam. 
 
*Note: Floor fixing holes should be 100mm in from 
each end then at centres of no more than 350mm. 
 
**Tip: Recommend pre-drilling the aluminium with a 
6.5mm steel twist bit PRIOR to drilling holes in 
masonry. 
 
 



Door Dam. 
Installation instructions

www.cleverseal.com | pg. 8

4

5

Position the Cleverseal Door Dam so that it is on the 
Chalk-Line. 
 
Check to confirm that the chosen position will not 
cause interference with the garage door closed 
position. 
 

Drill a 6.5mm pilot hole through the aluminium 
Door Dam using a steel twist drill bit. Once this is 
complete you will need to swap to the masonry 
drill. Drill a hole in the concrete floor with the 
6.0mm masonry drill bit. 
 
*Note: Ensure that the CORRECT position of the 
Cleverseal Door Dam is maintained throughout this 
procedure. 
 
 

6 Once ALL the holes have been drilled, CAREFULLY 
move the Cleverseal Door Dam away from the final 
position and carefully remove ALL the drilling debris. 
 
*Note: It is advisable to run the drill bit into ALL the 
drilled holes to: 
 
 
 
 

Ensure the depth of the hole is adequate to allow 
the RAMSET EASYDRIVE 
ED06042SS/SHUREDRIVE SDM06050 fixing full 
penetration. 
Remove ALL excess drilling debris from within the 
hole.
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7

8

With the Cleverseal Door Dam returned to the desired 
final position, insert the RAMSET EASY DRIVE 
ED06042SS/SHUREDRIVE SDM06050 fixings into the 
appropriate holes and CAREFULLY tap them down 
into the garage floor, stopping with at least 10mm of 
the ED06042SS/SHUREDRIVE SDM06050 above the 
upper edges of the Cleverseal Door Dam, taking care 
NOT to damage the upper edges of the central 
channel. 
 
*Note:  Damage to the upper edges of the central 
channel will result in the insertion of the safety cover 
strip not engaging correctly, or perhaps not being able 
to be inserted at all. 
 
 

Using the correct size punch, carefully hammer the 
ED06042SS/SHUREDRIVE SDM06050 fixings into 
final position, taking care not to bend the Stainless 
steel screw of the RAMSET 
ED06042SS/SHUREDRIVE SDM06050 fixings. 
 
*Note: IT IS NOT ADVISEABLE TO apply any type of 
screw driver to run the Stainless-Steel screw into the 
Nylon fixing insert. This action will result in 
irreparable damage to the nylon fixing insert. 
 
 
 

9 Apply tube type silicon sealant to ALL wall ends, 
joins and ALL grooves or cracks that extend under 
the Cleverseal Door Dam. 
 
*Note: A SLOW, STEADY application of the tube type 
sealant will ensure adequate sealant penetrates the 
offending gaps and crevices. 
**Note: Use a tube type silicone sealant most 
suitable for your conditions - clear or translucent 
preferred. 
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10 Using either a rubber mallet or the combination of a 
clean block of timber with a hammer, gently tap the 
SAFETY YELLOW cover strip into place, ensuring that it 
is COMPLETELY engaged. 
 
*Note: Where there are different lengths of Cleverseal 
Door Dam being installed, stagger the final position so 
that the cover strip acts as an aligning insert, that is so 
that the cover strip does NOT join where the main 
body of the Cleverseal Door Dam is joined. 
 
 
 

11  
By following the measuring instructions, the required 
lengths are to be cut to suit the final installed 
situation. 
  
Mitre cut the corners at 45`. 
  
Using the provided 90` right angle joiner, pre-drill the 
required fixing holes in both mitre cut ends. 
  
Following the drilling/dust clearing steps, affix the 
mitre cuts so that they meet as close and as neat as 
possible. 
  
Apply silicon sealant to the hole adjacent to the wall 
and to the hole adjacent to the mitre cut join. See 
hole `S`. 
  
Firmly attach the cover strip insert. 
 
 
 

Installation instructions
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12 All straight joins must use the supplied joiner. 
  
Once the join has been silicon sealed, affix the straight 
joiner so that it secures the lengths to each other. 
  
The application of silicon sealant at all joins and any 
cracks/joins on the concrete floor surface should also 
be sealed by drilling addition holes through the 
centre fixing channel immediately above the floor 
crack/join, then silicon sealant should be gently 
introduced to seal those flaws. 
  
 
 
 

13 Correctly installed, Cleverseal Door Dam will act as a 
reliable barrier to liquid that rises no higher than 
18mm off the garage floor surface. 
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Other products in the Cleverseal range

Available in single lengths or kit sets to 
suit your garage door type and size.

Top of door seals
Side seals
Bottom of door seals
Commercial/shed seals 
Flame retardant seals

Call: AUS: 1300 887 438 
NZ: 0800 111 670 
 
Email: AUS: info@cleverseal.com 
NZ: salesnz@cleverseal.com 
 
Visit: www.cleverseal.com 

Need help? 



WARRANTY AND EXCLUSION OF LIABILITY
Thank you for using Cleverseal products. 

 
These Warranty and exclusion of Liability (or any more recent version in effect when you 

purchase an Cleverseal Product) ("Warranty Terms") applies to all Cleverseal Products. When 
you place an order, you are deemed to agree to the Warranty Terms, unless otherwise agreed 

in writing. 
 

Cleverseal is located at 12b Park Road, Vineyard NSW 2765, AUSTRALIA and may be 
contacted by calling 1300-887-438 or emailing sales@cleverseal.com

60 (Sixty ) month full product replacement on proven manufacturing fault.
Cleverseal will replace product only if proof of original date of sale Invoice is within the 60 ( Sixty ) month period.
Replacement product will be in quantity and type as that stated on original Invoice, if that product is, at that date, available, If the original 
product is not available, the replacement product will be of the equivalent at the date of claim.
Replacement product will be despatched on receipt of faulty product being returned to Cleverseal`s NSW factory and warranty claim 
approval.
All costs of returning faulty product and replacement product to Cleverseal, including packaging, freight and insurance will not be paid for 
by Cleverseal and is wholly and totally the responsibility of the claimant.
No claims for costs will be considered pertaining to any aspect of dismantling and reinstallation of Cleverseal replacement product.
Cleverseal`s warranty is offered in good faith for product that has been installed correctly, and competently as per Cleverseal`s published 
installation instructions and that the product has been installed in accordance with the recommended parameters pertaining to the 
product`s specific designed use.
Cleverseal product used in installations not complying to the specified use, and or, product that has been affected by damage, accidental 
or otherwise, product that has been affected by chemicals, cleaning agents, paint, petrochemicals, cement, coating substrates, incorrect 
cutting or alteration of the supplied components in any form, will not be considered as product covered by Cleverseal`s warranty.
In addition, Cleverseal flame retardant ( Cinderseal ) product subjected to exposure of intense heat due to conflagration is not subject to 
Cleverseal`s replacement policy. Cleverseal will not accept any claims for incurred costs by any claimant.
Cleverseal reserves the right to alter, change, and withdraw any of the Cleverseal including Cinderseal, product range, specifications and 
policy without prior notice.
This warranty does not extend to cover labour for installation. 
This warranty is limited to Return-to-Base (RTB) repair and does not cover labour for on-site attendance.
This warranty is void if the Product is not returned to the manufacturer in original or suitably secure packaging.
This warranty is only applicable for repairs to the product carried out within Australia and New Zealand.
This warranty does not cover consumable items or tools used in the installation process.
This warranty is not transferable. 
Where the Product is retailed by any person other than Cleverseal, except for the warranty set out above, such person has no authority 
from Cleverseal to give any warranty or guarantee on Cleverseal behalf in addition to the warranty set out above.

Terms and conditions of Cleverseal Warranty:

Terms and conditions of Cleverseal Liability:
To the extent permissible by law, Cleverseal disclaims any liability of whatsoever nature in respect of any claim or demand for loss or 
damage which arises out of:

accidental damage to or normal wear and tear to the product or to the product’s components;
any cost relating to damage resulting from wear and tear;
evidence of unauthorised repairs;
any cost relating to damage caused by misuse, negligence or failure to maintain the product;
installation, adjustment or use which is not in accordance with the instructions set out in installation instruction manual;
attempted or complete modification or repairs to the product carried out by a person who is not authorised or has not been trained by 
Cleverseal to carry out such modification or repairs;
loss or damage to any property whatsoever or any loss or expense whatsoever resulting or arising there from or any consequential loss; 
any cost or expense arising due to manufacturer recall of any product; 
any cost or expense due to negligence of the approved service provider.

Karmen International Solution Systems Pty Ltd trading as Cleverseal Sealing Systems 
ABN: 81127369448




