
PINK BLOCKER 2C

We colour and
protect your wood.

Pink blocker 2C - before Pink blocker 2C - after



Hardwood which turns pink during the fi nishing 
process can ruin the nice aspect of the intended 
appearance of the wood. Ciranova® has developed a 
product which when applied to the wood will prevent 
this pink colouration!

Pink Blocker 2C is a unique water based reactive 
product to “discolour” and “block” the pink and red 
tone effect which occurs in some hardwoods.

Pink Blocker 2C is NOT aggressive, is NOT corrosive 
and contains NO solvents.

Pink Blocker 2C is compatible with all stains 
and protective fi nishes from Ciranova® and 
Ciranova® Industrial Finishes.

Pink Blocker 2C is the ultimate answer to create
the most beautiful looks on your wood!
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TECHNICAL DATA

Size: 5L + 5L (component A+B)
Mixing ratio: 1/1
Potlife: After mixing, +/- 4 weeks
Coverage: 15-20 m²/liter
Reaction / Drying time: +/- 12 hours

NATURAL LOOKING FINISHES ARE 
THE CURRENT TREND IN WOOD FLOORING.  

Consumers and designers are looking away from uniformly 
stained, high-build, floor finishes and are looking for floors as 
though created by nature itself. 
Techniques, such as ammonia fuming, torching and chemical 
staining are well known and traditionally used to achieve these 
looks but due to complex and hard to control manufactur-
ing processes, the use of these systems is restricted to the 
experienced craftsman. Ciranova has recognized this need 
and has invested heavily in making these techniques suitable 
for the industrial user. 
The unique interface between carefully measured reducing 
chemicals that react with the components inside the wood, 
typically tannins and a sophisticated choice of fibre-coupling 
dyes combined with the unique Ciranova signature of a natural 
finish, form the basis of this New Technology.  
The resulting effect is the wood has an authentic look, 
an effect similar to the natural oxidation process.  
Extra attention has been paid to ensure ease of use and 
compatibility, resulting in 4 inter-miscible Fumed colours 
from Light Fumed to Deep Torched thus giving a sustainable 
alternative to fuming. This new product line in Reactive Stains 
is complimented by 4 interesting and desirable shades of Grey 
which are also inter-miscible. 
Factoring in the natural variations of the wood and utilising 
correct finishing methods, this new technology enables 
the manufacturing of reproducible, stable, high quality and 
desirable wood floor finishes.

REACTIVE STAIN NT
LIGHT FUME 8083

REACTIVE STAIN NT
MUD 7945

REACTIVE STAIN NT
DARK FUME 8106

REACTIVE STAIN NT
NICKEL 8133

REACTIVE STAIN NT
COPPER FUME 8127

REACTIVE STAIN NT
ASH GREY 7944

REACTIVE STAIN NT
TORCHED 8056

REACTIVE STAIN NT
SILK 7942

SHADES OF FUME

SHADES OF GREY

Size:    5L / 25L
Coverage:    10-15 m2/liter - 70-100g/m2

Reaction / drying time: 6 hours
Application:


