HAKCOF X-8803 &

Soldering Gun
(__ Tipincluded

HAKKOFEX-8804 &¢

Power consumption 65 W (26 V)
Temperature range 50 to 480°C
Tip to ground resistance <2Q
Tip to ground potential <2mV

Heating element

Ceramic heater

Standard tip Shape-B (No.T18-B)
Cord length 1.2m

Total length* 217 mm (with B tip)
Weight* 46 g (with B tip)
* Without cord

Power consumption 65 W (26 V)
Temperature range 50 to 480°C

Tip to ground resistance <2Q

Tip to ground potential <2mV

Heating element

Ceramic heater

Standard tip Shape-B (No.T18-B)

Cord length 1.2m

Total length** 190 mm (with B tip)

Weight™* 59 g (with B tip and nozzle assembly A)

* Use this Nz soldering iron below 450°C.
** Without cord and tube

Power consumption 65 W (26 V)
Temperature range 50 to 480°C
Tip to ground resistance <2Q
Tip to ground potential <2mV

Heating element

Ceramic heater

Standard tip

Shape-3C pre-tinned surface 45°
(No.T18-CF3)

Standard guide nozzle

o1 mm

Usable solder diameter

06,08,1,1.2,1.6 mm

SMD Hot Tweezers

(_ Tipincluded

B

HAKCOF X-8805 &*

Soldering Iron L type
( Tipincluded
igels]

Cord length 1.1m

Dimensions 170 (W) x 180 (H) x 23 (D) mm
Weight* 207 g
* Without cord



