
C I R C L E  O F  L I G H T

D E S I G N E D  B Y  F L O S  A R C H I T E C T U R A L

C I R C L E  O F  L I G H T
9 0 0  m m

C I R C L E  O F  L I G H T
3 0 0  m m

C I R C L E  O F  L I G H T
6 0 0  m m

LIGHT SOURCE
P O W E R  L E D

12 x 3 W
12 x 3 25  l m

270 0 K / C R I  9 0
12 x 3 W

12 x 370  l m
3 0 0 0 K / C R I  9 0

LIGHT SOURCE
P O W E R  L E D

24x 3 W
24x 3 25  l m

270 0 K / C R I  9 0
24x 3 W

24x 370  l m
3 0 0 0 K / C R I  9 0

LIGHT SOURCE
P O W E R  L E D

3 6 x 3 W
3 6 x 3 25  l m

270 0 K / C R I  9 0
3 6 x 3 W

3 6 x 370  l m
3 0 0 0 K / C R I  9 0

14 Black
14 Negro



C I R C L E  O F  L I G H T

Descripción
Luminaria empotrada de interiores con una fácil instalación 
en techos de cartón yeso, formada por una estructura 
circular sobre la cual viene posicionado un módulo de 
iluminación LED, reproducido a lo largo de su perímetro. 
El producto se suministra pre-instalado sobre un perfil 
tipo “Soft Architecture” para garantizar su fácil montaje y 
perfecta integración en el techo. 
Mediante un sistema de fijación magnética las labores 
de instalación de los módulos de luz, así como futuras 
operaciones de mantenimiento, se pueden realizar sin la 
necesidad de herramientas específicas. 
Circle of Light está disponible en tres diámetros: 300, 
600 y 900 mm formados por 12, 24 ó 36 proyectores 
respectivamente.

Reflectores
La luminaria se encuentra disponible en versiones de 
luz de acento con ópticas intensivas (accent lighting) o 
luz ambiental con ópticas extensivas (general lighting), 
dotando al sistema de cierta flexibilidad para adecuarse a 
los requerimientos de iluminación.

Unidades de Alimentación
Fuente de alimentación remota a 24V / 40W incluida.
Input: 100-240VAC / 0.55A 50/60Hz; Output: +24V / 1.9A.
Driver 1-10V (1V funciona al 10%) para sistemas de dimado 
pasivos (sink systems). También compatible con sistemas 
de dimado activos 0,6-10V (source system). 
La versión 1-10V también puede ser controlada vía 
pulsador simple sin luz de cortesía. Disponibles cables 
de sincronización entre drivers (consultar departamento 
técnico para más detalles sobre su instalación).

Información Adicional
La luminaria se suministra con una fuente de alimentación 
remota a 24V incluida. Su conexión al convertidor de 
corriente DC-DC se realiza mediante un cableado 
equipado con conexiones rápidas, de tal forma que su 
instalación correcta queda garantizada y no se requiere de 
herramientas específicas.
El posterior acceso a la fuente de alimentación como 
al convertidor de corriente DC-DC y su cableado de 
interconexión queda garantizado gracias a la posibilidad 
de retirar la parte central de la luminaria de tal modo que 
las labores de mantenimiento se puedan realizar de forma 
cómoda y sencilla.
Índice de protección IP20.
Clase de aislamiento II.

Cumplimiento de Normativa y Marcas de Calidad
Luminaria conforme con la Normativa Técnica Europea 
EN60598-1 y partes segundas.

Description
A lighting system for indoor application comprised of a 
circular metal structure on which individual LED lighting 
spots are placed. The fitting is pre-wired and comes with 
a “Soft Architecture” type frame for an easy and seamless 
installation on the plasterboard ceiling. 
The LED lighting modules are attached with a magnet for 
an easy mounting and for the maintenance no special tools 
are needed. 
Circle of Light is available in three diameters: 300, 600 or 
900 mm comprised of 12, 24 or 36 LED Lighting Spots, 
according to each size. 

Reflectors
The LED spotlight set for the Circle of Light is available 
for Accent Lighting or General Lighting optic concepts. 
Herewith this fitting offers a some flexibility to create the 
desired ambiance. 

Power Supply 
Remote equipment 24V / 40W included. 
Input 100-240VAC / 0.55A 50/60Hz; Output +24V / 1.9A.
Driver 1-10V (1V means 10%) for passive dimming controls 
(sink system). Also compatible with active dimming 
controls 0,6-10V (source system). 
The 1–10-V version can also be controlled a simple button 
without courtesy light. Cables available for synchronization 
between drivers (contact the technical department for 
more details about installation).

Additional Information
The connection of the power supply to the converter 
DC-DC is easy by using distribution boxes and a correct 
connection can be granted without any special tool. The 
distribution boxes are included. 
For further access to the power supply and to the 
connected converters DC-DC during maintenance the 
Circle of Light has a front cover that can be easily removed 
and reinstalled.
IP20 protection grade.
Insulation class II.

Compliance Of Standards And Quality Marks
EN60598-1 European Technical Standards and any 
subsequent additions.
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Circle Of Light 300 mm

Circle Of Light 600 mm
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SA.1050.1

SA.1051.1

08.8572.14C

08.8572.14C

08.8572.14C1V
08.8572.14CDA

08.8572.14C1V
08.8572.14CDA

08.8662.14C

08.8662.14CDA

08.8662.14C

08.8662.14C1V

08.8662.14C1V
08.8662.14CDA

08.8573.14C

08.8573.14C

08.8573.14C1V
08.8573.14CDA

08.8573.14C1V
08.8573.14CDA

08.8663.14C

08.8663.14C

08.8663.14C1V
08.8663.14CDA

08.8663.14C1V
08.8663.14CDA

Light Source: Power LED 12x3W - 12x325 lm - 2700K/CRI 90    /    12x3W - 12x370 lm - 3000K/CRI 90

Light Source: Power LED 24x3W - 24x325 lm - 2700K/CRI 90    /    24x3W - 24x370 lm - 3000K/CRI 90

Ø300

3000K

3000K

3000K

3000K

2700K

2700K

2700K

2700K

Set of 12 spots

Set of 12 spots

Set of 12 spots

Set of 12 spots

Set of 12 spots

Set of 12 spots

Set of 12 spots

Set of 12 spots

Ø600 

2700K 
3000K

2700K 
3000K

1050

1051

Accent Lighting

Accent Lighting

Accent Lighting

Accent Lighting

General Lighting

General Lighting

General Lighting

General Lighting

Soft Plate

Soft Plate

12°
90º

60º

30º

90º

60º

30º33770 cd

Beam Angle: 12°

h(m) E(lx) D(m)

1 33770 0.22

2 8442 0.43

3 3752 0.65

4 2111 0.87

5 1351 1.08
Luminous flux luminaire
1890 lm

12°
90º

60º

30º

90º

60º

30º36821 cd

Beam Angle: 12°

h(m) E(lx) D(m)

1 36821 0.22

2 9205 0.43

3 4091 0.65

4 2301 0.87

5 1473 1.08
Luminous flux luminaire
2061 lm

12°
90º

60º

30º

90º

60º

30º67540 cd

Beam Angle: 12°

h(m) E(lx) D(m)

1 67540 0.22

2 16885 0.43

3 7504 0.65

4 4221 0.87

5 2702 1.08
Luminous flux luminaire
3781 lm

12°
90º

60º

30º

90º

60º

30º73641 cd

Beam Angle: 12°

h(m) E(lx) D(m)

1 73641 0.22

2 18410 0.43

3 8182 0.65

4 4603 0.87

5 2946 1.08
Luminous flux luminaire
4122 lm

44°
90º

60º

30º

90º

60º

30º4183 cd

Beam Angle: 44°

h(m) E(lx) D(m)

1 4183 0.81

2 1046 1.61

3 465 2.42

4 261 3.23

5 167 4.03
Luminous flux luminaire
2011 lm

44°
90º

60º

30º

90º

60º

30º4560 cd

Beam Angle: 44°

h(m) E(lx) D(m)

1 4560 0.81

2 1140 1.61

3 507 2.42

4 285 3.23

5 182 4.03
Luminous flux luminaire
2193 lm

44°
90º

60º

30º

90º

60º

30º8365 cd

Beam Angle: 44°

h(m) E(lx) D(m)

1 8365 0.81

2 2091 1.61

3 929 2.42

4 523 3.23

5 335 4.03
Luminous flux luminaire
4023 lm

44°
90º

60º

30º

90º

60º

30º9121 cd

Beam Angle: 44°

h(m) E(lx) D(m)

1 9121 0.81

2 2280 1.61

3 1013 2.42

4 570 3.23

5 365 4.03
Luminous flux luminaire
4386 lm

7,90 Kg

16,3 Kg

3,40 Kg

3,40 Kg

GWT
850º

GWT
850º

20

IP

20

IP

h=150 min

h=150 min

LED INCL

LED INCL

Sistema de iluminación 
perfectamente integrado en el 
techo, preparado para albergar 12 
focos tipo LED. Caja de 12 focos, 
junto con su correspondiente 
sistema eléctrico no incluido, se 
sirve por separado. La versión 1-10V 
es regulable desde 10% al 100%.

Luz de acento y luz general: se debe 
pedir 1 unidad.

Sistema de iluminación 
perfectamente integrado en el 
techo, preparado para albergar 24 
focos tipo LED. Cajas de 12 focos, 
junto con sus correspondientes 
sistemas eléctricos no incluidos, 
se sirven por separado. La versión 
1-10V es regulable desde 10% al 
100%.

Luz de acento y luz general: se 
deben pedir 2 unidades.

Lighting system, seamless ceiling 
mounted, for 12 individual LED 
lighting spots. Set of 12 spots, 
complete with junction box, power 
supply and cables, has to be 
ordered separately. The 1-10V 
version is dimmable  from 10% to 
100%.

Accent lighting and general lighting: 
1 unit must be ordered.

Lighting system, seamless ceiling 
mounted, for 24 individual LED 
lighting spots. Set of 12 spots, 
complete with junction box, power 
supply and cables, has to be 
ordered separately. The 1-10V 
version is dimmable from 10% to 
100%.

Accent lighting and general lighting: 
2 units must be ordered.
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SA.1052.1

08.8572.14C
08.8572.14C1V
08.8572.14CDA

08.8662.14C
08.8662.14C1V
08.8662.14CDA

08.8573.14C
08.8573.14C1V
08.8573.14CDA

08.8663.14C
08.8663.14C1V
08.8663.14CDA

Light Source: Power LED 36x3W - 36x325 lm - 2700K/CRI 90    /    36x3W - 36x370 lm - 3000K/CRI 90

3000K

3000K

2700K

2700K

Set of 12 spots Set of 12 spots

Set of 12 spotsSet of 12 spots

2700K 
3000K

1052

Accent LightingAccent Lighting

General LightingGeneral Lighting

Soft Plate

Circle Of Light 900 mm

95
13

0
0

Ø900 

12°
90º

60º

30º

90º

60º

30º101310 cd

Beam Angle: 12°

h(m) E(lx) D(m)

1 101310 0.22

2 25327 0.43

3 11257 0.65

4 6332 0.87

5 4052 1.08
Luminous flux luminaire
5671 lm

12°
90º

60º

30º

90º

60º

30º110462 cd

Beam Angle: 12°

h(m) E(lx) D(m)

1 110462 0.22

2 27616 0.43

3 12274 0.65

4 6904 0.87

5 4418 1.08
Luminous flux luminaire
6183 lm

44°
90º

60º

30º

90º

60º

30º12548 cd

Beam Angle: 44°

h(m) E(lx) D(m)

1 12548 0.81

2 3137 1.61

3 1394 2.42

4 784 3.23

5 502 4.03
Luminous flux luminaire
6034 lm

44°
90º

60º

30º

90º

60º

30º13681 cd

Beam Angle: 44°

h(m) E(lx) D(m)

1 13681 0.81

2 3420 1.61

3 1520 2.42

4 855 3.23

5 547 4.03
Luminous flux luminaire
6579 lm

28,8 Kg

3,40 Kg

GWT
850º

20

IP

h=150 min

LED INCL

Sistema de iluminación 
perfectamente integrado en el 
techo, preparado para albergar 36 
focos tipo LED. Cajas de 12 focos, 
junto con sus correspondientes 
sistemas eléctricos no incluidos, 
se sirven por separado. La versión 
1-10V es regulable desde 10% al 
100%.

Luz de acento y luz general: se 
deben pedir 3 unidades.

Lighting system, seamless ceiling 
mounted, for 36 individual LED 
lighting spots. Set of 12 spots, 
complete with junction box, power 
supply and cables, has to be 
ordered separately. The 1-10V 
version is dimmable from 10% to 
100%.

Accent lighting and general lighting: 
3 units must be ordered.




