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Dimensions: 17 3/4” (450 mm) x 11 1/4” (285 mm) x 10” (250 mm)
Weight: 26 1/2 Lbs (12 Kgs)
Power 115 Volt, 60 Hz, Single Phase - Internally converted to 24 volt DC
Min. and Max. Tape Width: Minimum - 3/4" (20 mm) Maximum - 3.93" (100 mm)
Min. and Max. Tape Length: Minimum - 3.93" (100 mm) Maximum - 46" (1170 mm)  using presets
Maximum Roll Diameter: 8" (200 mm)
Dispensing Speed: 36 inches per second (55 meters per minute)

TACH-IT MODEL #WAT-E SPECIFICATIONS:

Model #WAT-E
Electric Water Activated Tape Dispenser.

Our WAT-E is MADE IN ITALY.

Heavy duty construction with a corrosion
resistant body.

Ultra quiet cycle and can dispense 36 inches 
of water activated tape per second.

Cuts tape lengths up to 46 inches (1170 mm) long.  Has 
buttons for pre-programmed lengths, 2 operator programmable 
buttons and can dispense random lengths.

Wider brush for better and more consistent water coverage on the tape.  The 
better the water coverage, the better adhesion of the tape to the carton.

Adjustable temperature heater is standard on the WAT-E, not an option.  

Ergonomic right handed design.

45 ounce water bottle for all day productivity.

We Offer Solutions
for Productivity.


