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INSTALLATION AND
SETUP INSTRUCTIONS

The OPENROAD RTT is designed to be installed 
on two crossbars that are at least  inches 
apart. While a platform rack can be used, it is 
not mandatory and may complicate installa-
tion in certain situations.

Refer to the platform rack installation guide for 
more information.

On some vehicle brands, the stock crossbars 
may be too close to the roof to provide the nec

essary clearance for hardware installation. In these cases, it is recommended to 
use an aftermarket crossbar solution.

Your crossbars have a weight rating, known as the dynamic load rating (when your 
vehicle is traveling at highway speeds), and can support - times the dynamic 
load rating when your car is parked.

Modern cars and crossbars can easily support the weight of rooftop tent occu-
pants — just refrain from driving with friends in the RTT on the highway!

The dual accessory channel system in the base shell allows for the installation of any 
connectable accessories.

Attachable through M  bolts insertable into each channel (up to  pounds when at-
taching to a single channel, and up to  pounds when connecting to both accessory 
channels).

Latches, handles, awning brackets, and ladder brackets come pre-installed for your 
convenience. Handle and ladder mounting brackets can be repositioned along the 
accessory channels according to your preference. The latches must be kept at the 
rear of the tent.

All accessories are stored inside the tent, so please open the tent upon receipt to 
access them.

THE PEAKROOF SERIES INCLUDES THE FOLLOWING ACCESSORIES

SUPPORT POLES AND A BAG

ALUMINUM LADDER AND LADDER BAG

A SHOE BAG

A -INCH USB LED LIGHT STRIP

TWO SIDE STORAGE POCKETS

ONE CEILING STORAGE BAG

TWO ELASTIC CORDS (INNER AND OUTER)

FOUR MOUNTING PLATE KITS

ONE WRENCH

()Check the location of the roof tent to ensure that thelocation is correct.

()Tighten with the provided lock nut

Please note: The important thing is

Periodically check all installed hardwareMake sure they are

securely attached toTent base and roof rack system.

-lmproper installation or use of rooftop tents can resultin serious injury or death.

-Follow the installation instructions to ensure the rooftent is installed correctly.

-Follow the setup and careful packing instructions.

-It is recommended that you contact your vehicle and/oraccessory manufacturer for the 
specified load andcapacity of the vehicle's roof capacity and luggage rackcapacity.

-Unfortunately, not all vehicles and roof racks can safelyaccommodate all models.

WARN

()Place the roof tent on top of the roof rack system(minimum - people)

()Place the M  bolts into the slide plate to be installedinto the mounting channel.

()Slide the board into the position on both sides of thecross bar of the roof rack system.

Once the latches are unlocked, you can push open the top shell, and the struts will do 
the hard work for you.

Once the top shell is fully open, insert the elastic into the accessory channels, then 
climb up the ladder and unzip the screens and tent doors.

Now, you're ready for camping.

When extending the ladder, ensure that the ladder rungs are fully extended and locked.

If you need to shorten the ladder, simply fold the top rung; do not fold the lower rungs 
to shorten the ladder. This ensures the ladder is securely locked.

Make sure there is no bounce in the ladder. If there is any bounce, it means the ladder 
is not properly locked, and you need to ensure the ladder is locked from the bottom to 
the top.

Insert the awning poles into the small holes in the metal strip under the edge of the 
door on the lower shell. The awning poles should form a TEE angle.

Ensure the poles are fully inserted.

You may need to twist the poles.

Insert the hooks into the eyelets at the bottom corners of the canvas door. It should feel 

Simply plug each light strip into any type B battery.
The lights will turn on; unplug to turn them off.

There is a pocket next to the light for storing batteries.
Each LED light strip requires one set of batteries.

. When camping in cold temperatures, condensation is challenging to prevent, but 
we have compiled this document to help you minimize condensation to the best 
extent and guide you on dealing with it when it occurs.

. What is Condensation and How Does it Form?

Condensation refers to the moisture you find on the inner walls of your tent and 
sleeping bag when you wake up on a cold night inside a warm tent. It occurs when 
moisture in the air impacts a cold surface and turns into liquid as the water vapor 
cools. The air inside the tent can become moist from various sources, including:
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Damp clothing or other gear inside the tent

Natural humidity in the air

During the night, these moistures can accumulate into significant pools, depending on 
factors such as the number of people inside the tent and other variables.

Below, we provide some recommendations to reduce condensation in your rooftop 
tent.

. How to Prevent Condensation in OPENROAD Roof Top Tents

Ventilate, Ventilate, Ventilate...

The absolute best way to prevent condensation is to slightly open the windows (the 
higher, the better) to encourage air circulation. Consider camping with the tent facing 
the wind to let nature assist.

Note: If you encounter condensation issues, consider purchasing a rechargeable fan for Note: If you encounter condensation issues, consider purchasing a rechargeable fan for 
assistance.

Other methods to reduce condensation:

. What to Do If You Wake Up to a Damp Tent?

Sometimes, despite your best efforts, condensation may still occur, and you may wake 
up to an unwelcome dampness inside the tent.

It's best to carry a small towel with you so you can wipe down the walls, ceiling, and 
floor of the tent, removing as much moisture as possible.

If possible, always air out the tent before hitting the road, and make sure to remove If possible, always air out the tent before hitting the road, and make sure to remove 
any damp gear or bedding from your OPENROAD roof top tent.

Do not bring wet clothing or gear into the tent.
If you enjoy sleeping with pets in the tent, and condensation is a real issue, consider 
training them to sleep in your vehicle.
Avoid camping near streams or other humid areas as this increases air humidity.

If airing out the tent is not possible due to time or weather constraints, ensure to dry 
the tent within  hours — never leave a damp tent closed up for too long. This can 
lead to the growth of mold and mildew (turns out, they're everywhere!), and once 
they appear, cleaning becomes challenging.

If you live in a place known for humidity and dampness, such as the Pacific North-If you live in a place known for humidity and dampness, such as the Pacific North-
west, you can take preventive measures, like using products such as Miracle Mist 
Long Term Protectant. This will prevent the growth of mold and mildew inside the 
tent in situations where you can't air out the RTT, especially during consecutive days 
without drying.

If mold or mildew appears on the tent, you can use a very diluted bleach solution 
and gentle wiping to remove stains.

If you prefer natural alternatives to bleach, white vinegar or a % hydrogen peroxide If you prefer natural alternatives to bleach, white vinegar or a % hydrogen peroxide 
solution can also work well.

. After your epic adventures, we recommend opening your rooftop tent and sug-
gest propping it up or removing the mattress, as moisture can easily linger in the 
folds of your tent material and foam mattress.

. We recommend regularly checking your installation hardware before and during 
your travels.

During your journey (we also recommend checking your roof rack hardware—
ensure all connections are secure for safety).

Your installation kit comes equipped with lock nuts designed to hold positions, but Your installation kit comes equipped with lock nuts designed to hold positions, but 
we recommend double-checking all installation points regularly. If you have any 
concerns about your installation hardware, please email us at info@open-
roadwd.com to get in touch.

MAINTENANCE
RECOMMENDATIONS

.Regularly check your latches to ensure they can lock properly.

The latches automatically lock when fully closed, and you can ensure the lock by twist-
ing the latch. Secured by webbing and a ratchet strap. Be cautious when using the 
ratchet strap, avoiding forcefully pulling on the tent. Close the tent using the long strap 
attached to the upper shell when using the ratchet strap.

.We recommend lubricating your support poles with WD-  at least once a year.

. Avoid forcefully pulling the zipper. If you notice a zipper getting stuck, you can apply 
some zipper lubricant. If a zipper is difficult to close, seek assistance from someone 
else and pull the fabric to reduce tension.

.While we use  stainless steel in our tent hardware, exposure to external environ-
ments may still lead to some surface rust accumulation on the steel. This is normal and 
does not affect the strength or durability of the steel. You can easily remove surface 
rust with some isopropyl alcohol or WD- .

When you purchase an OPENROAD Roof Top Tent, we want you to have an excellent ex-
perience in the purchase, installation, and use of the tent. We provide a two-year limit-
ed warranty for the original purchaser to address manufacturer defects that may arise 
under normal use, including craftsmanship, parts, and materials.

During this initial stage, OPENROAD will, at our discretion, rectify issues by replacing 
repair materials free of charge. Please note: OPENROAD currently does not have offline 
repair shops, so we cannot provide direct repair services. Customers need to perform 
replacements themselves after receiving the repair materials.

After the two-year warranty period, for failures due to normal use, we will replace 
parts, materials, etc., as needed. OPENROAD does not cover issues caused by user 
error, negligence, or force majeure. The limited warranty does not cover cosmetic 

changes, such as discoloration or alterations to the shell or tent material. However, we changes, such as discoloration or alterations to the shell or tent material. However, we 
will work with you to obtain replacement parts and assist with repairs as much as pos-
sible.

Customers/owners are responsible for regular maintenance to ensure their OPENROAD 
meets the expected lifespan. Warranty claims may be denied if an item is deemed "im-
properly maintained."

OPENROAD LIMITED
WARRANTY
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If you encounter OPENROAD issues after the warranty period, you can rely on excel-
lent customer support. We can provide spare parts (poles, awning poles, zippers, 
etc.), offer repair suggestions, and generally work with you to keep your OPENROAD 
in optimal condition for the coming years!

Additionally, please note that your photos or videos are necessary for arranging re-
placement repair materials during the warranty period.

After you submit a warranty claim, you can expect our team to contact you within 
- business days, providing further assistance after reviewing your warranty claim. 
The warranty process may take - weeks to complete.

At OpenRoad, we believe every journey unfolds a unique and unforgettable tale. 
Now, it's your turn to share your story! Head to the comments section on the prod-
uct description page and narrate your valuable experiences with our rooftop tent.

Let's collectively immerse ourselves in your adventures and passions. Every cus-
tomer sharing their story will receive a thoughtfully prepared mystery gift from us. 
We eagerly await your stories, as your experiences not only inspire us but propel us 
forward. Thank you for choosing OpenRoad. Let's explore the unknown together 
and create beautiful memories!

EMBARK ON ENDLESS JOURNEYS, SHARE YOUR STORIES
AND RECEIVE EXQUISITE GIFTS!


