
12V DIESEL BOWSER UNIT 

BEFORE STARTING THE PUMP – PLEASE CHECK IF TANK IS 

CLEAN INSIDE. 

Description: 

1. Tank Ball Valve 

2. Nozzle 

3. Flow meter 

4. 12Volt Cables 

5. On/Off Switch 

6. 12Volt Pump 

7. Filter 

              How to operate unit: 

 

1. Open tank ball valve (1) 

2. Connect cables (4) to battery 

3. Press nozzle lever 

4. Switch pump on (5) 

                                Calibration of flow meter: 

Flow meter is pre-calibrated in factory to be used with Diesel. As specific operating conditions (such as real flow rate, nature 

and temperature of the measured fluid) may affect the meter accuracy, a re-calibration should be carried out. 

A new calibration is necessary each time the meter is disassembled for maintenance operations or when it is used to measure 

fluids that differ from Diesel. 

CALIBRATION PROCEDURE: 

1. Purge the system (pump, pipelines, meter) of air by dispensing until the flow stream is full and steady. 

2. Stop the flow by shutting off the nozzle but let the pump run. 

3. Reset the batch register by means of the reset knob (n◦10) 

4. Dispense at the flow rate which the best accuracy is required at the using a calibration contained, having a 

capacity not lower than 20 litres. Do not reduce the flow in order to reach the graduated zone of the 

calibration container. The right method is to start and stop the full flow repeatedly until the required filling is 

obtained. 

5. Compare the indication of the calibration container (real value) with the one of the meters (indicated value) 

- if the indicated value is higher than the real value, loosen the screw (n◦3) 

- if the indicated value is lower than the real value, tighten the screw (n◦3) 
        6.    Repeat the operations 4 to 6 until accuracy is satisfactory 

 

 

 

  

  

 

 

 

NB – OPEN TANK LID ON TOP 

DO NOT LEAVE THE   NOZZLE 

CLOSED WHILE PUMP IS RUNNING 
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