
AUSSIE PRO BIKE

Owners Manual

Read all instructions carefully before using this prouct. 
Retain his owner’s manual for future reference
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IMPORTANT SAFETY INSTRUCTIONS

SAFETY INSTRUCTIONS

WARNING - FOR YOUR SAFETY AND BENEFIT

Read the entire AUSSIE PRO BIKE Operating Instruction manual before use. To prolong 
the life of your AUSSIE PRO BIKE it is important that you provide regular mainte-
nance. Failing to do so will void your warranty.

-Assemble the BIKE on a flat level surface

-Do not operate the BIKE on padded, plush or shag carpet. Damage to both the BIKE 
and the carpet may occur as a result.

 Allow a minimum of 1 meter clearance around the BIKE 

-Place your bike on a solid, level surface only.

-Never allow children on or near the bike unless under strict adult supervision.

-When exercising, keep hands away from moving parts.

-Wear appropriate athletic footwear. High heels, dress shoes, sandals, flip flops 
are not suitable to wear on your bike.

-Keep your bike in a suitable environment that ranges between 5 - 40 degrees Cel-
sius to preserve the quality, integrity and longevity of the machine. Do not store 
where the bike could get wet
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IMPORTANT OPERATION INSTRUCTIONS

-Distractions may cause you to lose balance, which may result in serious 
injury.

-In order to prevent injury, never dismount the bike while you are mid workout

-This bike is not intended for use by persons with reduced physical, sensory or 
mental capabilities, or lack of experience and knowledge, or children, unless 
they are being supervised  or have been provided with guidance by a person 
responsible for their safety. 

-Please consult your doctor before using the bike, if you have the following 
diseases:
 -Cardiomyopathy, hypertension, sugar diabetes, respiratory disease, you  
           are a smoker or have any other chronic disease
 -If you are over 35 years old and are obese
 -Pregnant or breastfeeding

-Stop exercising immediately and consult your doctor if you feel dizzy, have 
heart pain or any other illness.

-Drink water when exercising longer than 20 minutes



ASSEMBLY
Carefully open all sides of the Box

Remove the content making sure not to miss a piece

There are two bolts holding the bike to the plywood packagaing.  
Remove them with the wrench provided



Lay out all the parts

ASSEMBLY



ASSEMBLY

insert the 4 rubber foot pads into the front and rear stabilizer.  

You will then take the two wheels attach them to the Front stabilizer. 
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take the front stabilizer (with the wheels) and position under the bike 
frame so that the holes are aligned.  Do the same for the rear stabilizer. 

Bolt the front and rear stabilizer to the frame with the large bolts 
provided.  Be sure to hand tighten each one first before going back and 

tightening all the way. 



ASSEMBLY

attach the top console mount.  Remover the two bolts.  Carefully pull the 
wire out of the frame and weave through the console mount.  Be sure not to 

pinch the wire.  Line the holes up and hand tighten the two bolts before fully 
tightening.  

attach the console.  You will need to remove the 4 bolts in the back and 
insert the 2 batteries provided.  Connect the wires and attach the console 

to the mount with the 4 bolts.  Removed the two bolts where the water 
bottle attaches and bolt on the water bottle holder
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place the seat on the seat post.  You will be able to adjust it left right and up and 
down before fully tightening.  Make sure to have the seat level from the front to 

back. 



ASSEMBLY

attach the arm bars by carefully screwing the large bolt into the frame.  

Before fully inserting, connect the lower linkage arm by inserting the bolt 
through the eye and screwing the nut on.  You can now fully tighten the arm 

bars with the wrench provided. 



ASSEMBLY
attach the pedals.  They are marked Left and Right,  

the left pedal will attach by rotating in a counter clockwise rotation.  

Once they are hand tight, be sure to go back and fully tighten with the 
wrench provided.  



ASSEMBLY

Your Aussie Pro Bike is complete


