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Application: Butt Welding Carbon Steel Bandsaw Blades 

Electroweld Carbon Steel BandSaw Blade Butt Welder

Model: BBW-325 BBW-535

Nominal Capacity (KVA): 3 5

Grinder (KVA): 0.12 0.12

Input Volts: 230 230

Frequency (Hz): 50 / 60 50 / 60

Input Max. Current (Amps): 13 18

Machine Duty Cycle: 10% 10%

Net / Gross Weight (kg.): 25 / 35 28 / 38

Dimensions (mm/inches): 275 x 235 x 225 275 x 255 x 225

Type: Manual Manual

WELDABILITY

Material to be welded:
Carbon Steel Band 

Saw Blades
Carbon Steel Band 

Saw Blades

Band Saw Blade Width (mm): 3-25 5-37

Band Saw Blade Thickness (mm): 0.6 to 1.2 0.6 to 1.2

Click Here for
Online Store Quote

Click Here for
Product Video

https://store.electroweld.com/collections/electroweld-bandsaw-blade-butt-welders
https://www.youtube.com/embed/48ibSP-K2Pk?rel=0
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Application: Butt Welding BiMetal Bandsaw Blades

Electroweld Bi-Metal BandSaw Blade Butt Welder

Model: BBW-631 BBW-640

Nominal Capacity (KVA): 12 15

Grinder (KVA): 0.25 0.25

Input Volts: 415 415

Frequency (Hz): 50 / 60 50 / 60

Input Max. Current (Amps): 28 32

Machine Duty Cycle: 10% 10%

Net / Gross Weight (kg.): 44 / 54 54 / 64

Dimensions (mm/inches): 760 x 540 x 640 760 x 540 x 640

Type: Manual Manual

WELDABILITY

Material to be welded:
Bi-Metal Band 

Saw Blades
Bi-Metal Band 

Saw Blades

Band Saw Blade Width (mm): 12-31 12-41

Band Saw Blade Thickness (mm): 0.8 to 1.4 0.8 to 1.4

Click Here for
Online Store Quote

Click Here for
Product Video 1

Click Here for
Product Video 2

https://store.electroweld.com/collections/electroweld-bimetal-bandsaw-blade-butt-welder-1
https://www.youtube.com/embed/6vJsd41CEBY?rel=0
https://www.youtube.com/embed/nqvtm--PWdM?rel=0
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Application: Butt Welding Carbon Steel & BiMetal Bandsaw Blades 

Electroweld Pneumatically Operated BandSaw Blade Butt Welder

Model: BBW-1241PN BBW-2765PN

Nominal Capacity (KVA): 15 40

Grinder (KVA): 0.25 0.25

Input Volts: 415 415

Frequency (Hz): 50 / 60 50 / 60

Input Max. Current (Amps): 50 50

Machine Duty Cycle: 10% 10%

Net / Gross Weight (kg.): 150/200 150/200

Dimensions (mm/inches): 30"x17"x48" 30"x17"x48"

Type: Pneumatic Pneumatic

WELDABILITY

Material to be welded:
Carbon Steel and Bi-

Metal Band Saw 
Blades

Carbon Steel and Bi-
Metal Band Saw 

Blades

Band Saw Blade Width (mm): 12-41 27-65

Band Saw Blade Thickness (mm): 0.8 to 1.4 0.8 to 1.4

Click Here for
Online Store Quote

Click Here for
Product Video

https://store.electroweld.com/collections/electroweld-pneumatically-operated-bandsaw-blade-butt-welder
https://www.youtube.com/embed/gThd3hBtDS0?rel=0


www.electroweld.com                                                   Copyright © 2020, Electroweld Industries  store.electroweld.com



Application: Application: Butt Welding BiMetal Bandsaw Blades

Electroweld Pneumatically Operated BiMetal BandSaw Blade Flash Butt Welder 

Model: FBW-2754PN FBW-4165PN

Max. Rating (KVA): 30 KVA 40 KVA 

Input Volts  (V) 
(Welder Duty Cycle 10%)

415V AC 415V AC

Frequency (Hz) 50 / 60 50 / 60

WELDABILITY

Width of Bimetal Blade: 27 - 54 mm 41 - 65 mm 

Thickness of Bimetal Blade: 0.9 - 1.6 mm 0.8 - 1.4 mm 

Input Current: 75 Amps 100 Amps

Machine Duty Cycle: 10% 10%

Net / Gross Weight: 150 / 250 kg 150 / 250 kg

Dimensions: 1650 x 975 x 1500 mm 1650 x 975 x 1500 mm

Click Here for
Online Store Quote

Click Here for
Product Video 1

Click Here for
Product Video 2

https://store.electroweld.com/collections/electroweld-bimetal-bandsaw-blade-butt-welder-1
https://www.youtube.com/embed/BdyDe_nwFlA?rel=0
https://www.youtube.com/embed/I8D41w94k4g?rel=0
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Application: Butt welding of ferrous and non-ferrous wires

Electroweld Micro Wire Butt Welder

Model: MBW-31 MBW-515 MBW-720 MBW-825 MBW-0308 MBW-0515 MBW-825C MBW-825CC MBW-1538

Nominal Rating (KVA): 1 1 1 1 1 1 3 4 5

Input Volts: 230 230 230 230 230 230 230 230 400

Frequency (Hz): 50 50 50 50 50 50 50 50 50

Phase: 1 1 1 1 1 1 1 1 2

Fuse Rating: 6 6 6 6 6 6 13 13 16

Output current selector 
steps:

8 8 8 8 8 8 8 8 8

Shearing attachment for 
range diameter (mm)

0.3 - 1.2 0.5 - 1.5 0.7 - 2.0 0.7 - 2.5 0.3 - 0.8 0.5 - 1.5 0.8 - 2.5 0.8 - 2.5 1.5 - 3.8

Dimensions (mm): 213 x 193 x 450 213 x 193 x 450 213 x 193 x 450 213 x 193 x 450 213 x 193 x 450 213 x 193 x 450 213 x 193 x 450 220 x 200 x 450 240 x 300 x 450

Net Weight (Kg): 15.5 15.5 15.5 15.5 15.5 15.5 20 20 35

WELDABILITY

Material to be welded:
Iron, Steel, 

Nickel
Iron, Steel, 

Nickel
Iron, Steel, 

Nickel
Iron, Steel, 

Nickel

Copper, Brass, 
Bronze, 

Aluminium

Copper, Brass, 
Bronze, 

Aluminium

Copper, 
HiCarbon, 

Aluminium, 
Mild Steel

Iron, Steel, 
Nickel, Copper, 

Brass, 
Aluminium, 
HiCarbon

Iron, Steel, 
Nickel, Copper, 

Brass, 
Aluminium, 
HiCarbon

Welding Range diameter 
(mm):

0.3 - 1.2 0.5 - 1.5 0.7 - 2.0 0.8 - 2.5 0.3 - 0.8 0.5 - 1.5 0.8 - 2.5 1.0 - 3.0 1.5 - 3.8

Click Here for
Online Store Quote

Click Here for
Product Video

https://store.electroweld.com/collections/electroweld-micro-wire-butt-welder
https://www.youtube.com/embed/4s0b0P3xt4Q?rel=0
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Application: Application: Specially designed for the wire and cable processing industry 

Electroweld Wire Butt  Welder

Model: WBW-28 WBW-28C WBW-28CC WBW-14 WBW-256

Max. Rating (KVA): 5 8 10 12 20

Machine Duty Cycle: 10% 10% 10% 10% 10%

Input Volts: 400 400 400 400 400

Frequency (Hz): 50 50 50 50 50

Phase: 1 1 1 1 1

Fuse Rating: 10 10 10 15 15

Net Weight with movable stand: 57 64 64 64 64

Dimensions with movable stand (mm):
915 x 685 x 

1120
915 x 685 x 

1120
915 x 685 x 

1120
915 x 685 x 

1120
915 x 685 x 

1120

WELDABILITY

Material to be welded Iron, Steel
Alloy Steel and 
Carbon Steel

Alloy Steel and 
Carbon Steel

Copper, Brass Light Alloys

Welding Range - wire 
diameter (mm):

Steel with less then 0.5% C, 
unalloyed

2mm - 8mm 2mm - 8mm 2mm - 10mm 1mm - 5mm 3mm - 8mm

Steel with 0.5 to 1% C, alloyed - 2mm - 8mm 2mm - 8mm -- --

Copper 2mm - 3mm -- -- 1mm - 4mm 2.5mm - 6mm

Aluminium Light Metal 3mm - 5mm -- -- 1.5mm - 6mm 4mm - 7mm

Click Here for
Online Store Quote

Click Here for
Product Video

https://store.electroweld.com/collections/electroweld-wire-butt-welder
https://www.youtube.com/embed/bd9CKQRGAiE?rel=0
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Application: Heavy duty butt welding of Metal Rods and BandSaw Blades

Electroweld Upset Butt Welder

Model: UBW-415 UBW-516 UBW-617 UBW-818 UBW-1020 UBW-1622

Max. Rating (KVA): 20 25 30 40 50 60

Input Volts  (V) 415V AC 415V AC 415V AC 415V AC 415V AC 415V AC

Frequency (Hz) 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60

WELDABLE MATERIAL

Mild Steel (diameter mm): 4-15 5-16 6-17 8-18 10-20 16-22

High Carbon Steel (diameter mm): 4-11 5-12 6-13 7-14 8-15 10-16

Copper (diameter mm): 4-8 5-9 6-10 7-11 8-12 10-14

Brass (diameter mm): 4-10 5-11 6-12 7-13 8-14 10-16

Aluminium (diameter mm): 5-10 6-11 7-12 8-13 8-14 10-16

Carbon Steel Blade-Option (width 
mm): 

30-50 30-60 35-75 -- -- --

Bimetal Blade-Option (width mm): 20-37 25-41 30-45 35-50 35-60 40-65 

Fuse (Amps): 40 50 75 100 125 150

Machine Duty Cycle: 10% 10% 10% 10% 10% 10%

Dimensions (mm): 710 x 675 x 1340 710 x 675 x 1340 710 x 675 x 1340 710 x 675 x 1340 710 x 675 x 1340 710 x 675 x 1340

Click Here for
Online Store Quote

Click Here for
Product Video 1

Click Here for
Product Video 2

https://store.electroweld.com/collections/electroweld-upset-butt-welders
https://www.youtube.com/embed/R4IOm2cWyn8?rel=0
https://www.youtube.com/embed/yB8IsdUtyog?rel=0
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Application: Heavy duty butt welding of Metal Rods and BandSaw Blades

Electroweld Hand Operated Rod Butt Welder 

Model: RBW-15 RBW-20 RBW-25 RBW-30 RBW-40 RBW-50 

Max. Rating (KVA): 15 20 25 30 40 50

Input Volts  (V) 
(Welder Duty Cycle 10%)

415V AC 415V AC 415V AC 415V AC 415V AC 415V AC

Frequency (Hz) 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60

Weldable Material

Mild Steel (diameter mm): 3-12 4-14 5-16 6-17 8-18 10-20 

High Carbon Steel (diameter mm): 3-9 4-11 5-12 6-13 7-14 8-15 

Copper (diameter mm): 3-7 4-8 5-9 6-10 7-11 8-12 

Brass (diameter mm): 4-9 5-10 6-11 7-12 8-13 8-14 

Aluminium (diameter mm): 4-9 5-10 6-11 7-12 8-13 8-14 

Carbon Steel Blade (width mm): 20-40 30-50 30-60 35-75 -- --

Bimetal Blade (width mm): 5-27 20-37 25-41 30-45 35-50 35-60 

Fuse (Amps): 30 40 50 75 100 125

Machine Duty Cycle: 10% 10% 10% 10% 10% 10%

Dimensions (mm): 775 x 525 x 1050 775 x 525 x 1050 775 x 525 x 1050 775 x 525 x 1050 775 x 525 x 1050 775 x 525 x 1050

Click Here for
Online Store Quote

Click Here for
Product Video

https://store.electroweld.com/collections/electroweld-hand-operated-rod-butt-welder
https://www.youtube.com/embed/tvlxv1xQALA?rel=0
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Application: Heavy duty butt welding of Metal Rods and BandSaw Blades 

Electroweld Pneumatically Operated Rod Butt Welder Click Here for
Online Store Quote

Click Here for
Product Video 1

Model: RBW-15PN RBW-20PN RBW-25PN RBW-30PN RBW-40PN RBW-60PN RBW-50PN RBW-75PN RBW-100PN RBW-150PN RBW-200PN

Max. Rating (KVA): 15 20 25 30 40 60 50 75 100 150 200

Input Volts  (V) 
(Welder Duty Cycle 10%)

415V AC 415V AC 415V AC 415V AC 415V AC 415V AC 415V AC 415V AC 415V AC 415V AC 415V AC

Frequency (Hz) 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60

Weldable Material

Mild Steel (diameter mm): 3-12 4-14 5-16 6-17 8-18 16-22 10-20 18-25 19-28 20-31 25-35

High Carbon Steel (diameter 
mm): 

3-9 4-11 5-12 6-13 7-14 10-16 8-15 12-17 12-18 13-20 15-25

Copper (diameter mm): 3-7 4-8 5-9 6-10 7-11 10-14 8-12 12-15 12-18 -- --

Brass (diameter mm): 4-9 5-10 6-11 7-12 8-13 10-16 8-14 12-17 13-19 -- --

Aluminium (diameter mm): 4-9 5-10 6-11 7-12 8-13 10-16 8-14 12-17 13-19 14-22 15-25

Carbon Steel Blade (width mm): 20-40 30-50 30-60 35-75 -- -- -- -- -- -- --

Bimetal Blade (width mm): 5-27 20-37 25-41 30-45 35-50 40-65 35-60 -- -- -- --

Fuse (Amps): 30 40 50 75 100 150 125 180 250 375 500

Machine Duty Cycle: 10% 10% 10% 10% 10% 10% 10% 10% 10% 10% 10%

Dimensions (mm): 
900 x 800 x 

1300
900 x 800 x 

1300
950 x 850 x 

1450
950 x 850 x 

1450
1100 x 900 

x 1500
1100 x 900 

x 1500
1100 x 950 

x 1500
1100 x 950 

x 1500
1550 x 1050 

x 1600
1550 x 1050 

x 1600
775 x 525 x 

1050

Click Here for
Product Video 2

https://store.electroweld.com/collections/electroweld-pneumatically-operated-rod-butt-welder
https://www.youtube.com/embed/UO0wyJRKJj4?rel=0
https://www.youtube.com/embed/OkNwhlm8IBc?rel=0


Click Here for
Online Store Quote
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Application: Spot Welding, Electro-Brazing, Cross Wire Welding

Electroweld Pedal Operated Rocker Arm Spot Welder Click Here for
Online Store Quote

Click Here for
Product Video

Model SP-6 SP-8 SP-10 SP-15 SP-20 SP-25 SP-30 SP-40 SP-50

Rating @ 50% Duty Cycle (KVA): 6 8 10 15 20 25 30 30 30

Throat Depth (mm): 350 400 460 460 460 460 460 460 460

Nominal Throat Clearance (mm): 220 220 220 220 220 220 220 220 220

Welding Range (Thickness)

M. S. Sheet
Max. 2 x mm 1.6 1.8 2 3 3.25 3.5 4 4.5 5

Min. 2 x mm 0.16 0.2 0.2 0.3 0.5 0.6 0.8 0.9 1.1

Brass Sheet
Max. 2 x mm 0.6 0.7 1 1.5 1.6 1.6 1.8 2 2.2

Min. 2 x mm 0.1 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.6

Stainless Steel Sheet
Max. 2 x mm 1.6 1.8 2 2.8 3 3.5 4 4.5 5

Min. 2 x mm 0.2 0.18 0.2 0.3 0.3 0.6 0.8 0.9 1.1

Min. available short circuit currents (KA) 5 7 8 8 11 11 12 14 16

Current Control By means of 3-6 Position Off-Load Tap Switch

Insulation Class: F F F F F F F F F

Nominal Electrode Force - Approximate - (kgf.) 75 100 - 75 100 - 75 100 110 110 125 125 125

Electrode Stroke Max. (mm): 40 40 40 40 40 40 40 40 50

Mains Supply Voltage: 415 415 415 415 415 415 415 415 415

Phases (nos.) 2 2 2 2 2 2 2 2 2

Mains Supply Cable Size (Copper mm2): 8 10 12 15 20 20 25 25 30

Mains Disconnection Switch (A): 15 20 25 30 45 60 80 100 125

Delayed Action Fuse (A): 15 20 25 30 45 60 80 100 125

Water at max. temperature of 30oC (Liters/min.) 2 3 3 3 3.5 3.5 3.5 4 4

https://store.electroweld.com/collections/electroweld-pedal-operated-rocker-arm-spot-welder
https://www.youtube.com/embed/ttc96tcs8tg?rel=0
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Application: Spot Welding, Electro-Brazing, Cross Wire Welding

Electroweld Pneumatically Operated  Rocker Arm Spot Welder
Click Here for

Online Store Quote
Click Here for

Product Video 1

Model SP-6P SP-8P SP-10P SP-15P SP-20P SP-25P SP-30P SP-40P SP-50P

Rating @ 50% Duty Cycle (KVA): 6 8 10 15 20 25 30 30 30

Throat Depth (mm): 350 400 460 460 460 460 460 460 460

Nominal Throat Clearance (mm): 220 220 220 220 220 220 220 220 220

Welding Range (Thickness)

M. S. Sheet
Max. 2 x mm 1.6 1.8 2 3 3.25 3.5 4 4.5 5

Min. 2 x mm 0.16 0.2 0.2 0.3 0.5 0.6 0.8 0.9 1.1

Brass Sheet
Max. 2 x mm 0.6 0.7 1 1.5 1.6 1.6 1.8 2 2.2

Min. 2 x mm 0.1 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.6

Stainless Steel Sheet
Max. 2 x mm 1.6 1.8 2 2.8 3 3.5 4 4.5 5

Min. 2 x mm 0.2 0.18 0.2 0.3 0.3 0.6 0.8 0.9 1.1

Min. available short circuit currents (KA) 5 7 8 8 11 11 12 14 16

Current Control By means of 3-6 Position Off-Load Tap Switch

Insulation Class: F F F F F F F F F

Nominal Electrode Force - Approximate - (kgf.) 75 100 - 75 100 - 75 100 110 110 125 125 125

Electrode Stroke Max. (mm): 40 40 40 40 40 40 40 40 50

Mains Supply Voltage: 415 415 415 415 415 415 415 415 415

Phases (nos.) 2 2 2 2 2 2 2 2 2

Mains Supply Cable Size (Copper mm2): 8 10 12 15 20 20 25 25 30

Mains Disconnection Switch (A): 15 20 25 30 45 60 80 100 125

Delayed Action Fuse (A): 15 20 25 30 45 60 80 100 125

Water at max. temperature of 30oC (Liters/min.) 2 3 3 3 3.5 3.5 3.5 4 4

Click Here for
Product Video 2

Click Here for
Product Video 3

https://store.electroweld.com/collections/electroweld-pneumatic-rocker-arm-spot-welder
https://www.youtube.com/embed/4iHzfQR9I1U?rel=0
https://www.youtube.com/embed/8Y1PuMTJxHM?rel=0
https://www.youtube.com/embed/_PBhHynZilo?rel=0
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Application: Spot / Projection Welding, Electro-Brazing, Cross Wire Welding, Sheet Metal, Mark-less Welding

Electroweld Press Type Projection/Spot Welder Click Here for
Online Store Quote

Click Here for
Product Video

Model SP-15PR SP-20PR SP-30PR SP-40PR SP-50PR SP-75PR SP-100PR

Rating @ 50% Duty Cycle (KVA): 15 20 30 40 50 75 100

Throat Depth (mm): 460 460 460 460 460 460 400

Nominal Throat Clearance (mm): 220 220 220 220 350 350 350

Welding Range: S.S. / M.S. Sheet 2 x mm: 3 to 0.3 3.25 to 0.32 3.75 to 0.6 4.0 to 0.8 4.5 to 1 4.5 to 1 6 to 1

Max. available short circuit currents (KA) 8 9 12 14 20 24 28

Current Control By means of 3-6 Position Off-Load Tap Switch

Insulation Class: F F F F F F F

Nominal Electrode Force - Approximate - (kgc.) 1 - 2 1 - 3 1 - 4 2 - 4 2 - 5 2 - 5 2 - 5

Electrode Stoke Max. (mm): 40 40 40 40 50 50 50

Mains Supply Voltage: 415 415 415 415 415 415 415

Phases (nos.) 2 2 2 2 2 2 2

Mains Supply Cable Size (Copper mm2): 15 20 25 25 50 50 100

Mains Disconnection Switch (A): 40 50 75 100 150 200 250

Water at max. temperature of 30oC (Liters/min.) 3 3.5 3.5 4 4 4 5

https://store.electroweld.com/collections/electroweld-projection-spot-welder
https://www.youtube.com/embed/4HtRw0IS3eM?rel=0


Click Here for
Online Store Quote
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Application: Specially designed for precision/fine spot welding 

Electroweld Table Mounted High Precision Spot Welder Click Here for
Online Store Quote

Click Here for
Product Video 1

Model TSP-3

Rating @ 50% Duty Cycle (KVA): 3

Throat Depth (mm): 150 - 200 mm

Throat Height (mm): 100 mm

Electrode Gap (mm): 3 to 10 mm

Max. available short circuit currents @ 15% 
Duty Cycle (Amps):

3600

Mains Supply Voltage: 220

Phases (nos.) 1

Net Weight (kgs.): 110

WELDABILITY

Low Carbon Steel (MS) Stainless Steel (SS) Brass

SWG/AWG
Thickness

mm
TPW* per 

min.
SWG/AWG

Thickness
mm

TPW* per 
min.

SWG/AWG
Thickness

mm
TPW* 

per min.

Sheet
Min. 56 0.01245 43 58 0.00991 43 58 0.00991 10

Max. 16 1.29032 7 16 1.29032 10 28 0.32004 4

Wire
Min. 30 0.254 56 26 0.40386 66 20 0.8128 20

Max. 12 2.05232 5 20 0.8128 28 14 1.62814 11

*TPW - Thermally Permissible Welds

Click Here for
Product Video 2

https://store.electroweld.com/collections/electroweld-table-mounted-high-precision-spot-welder
https://www.youtube.com/embed/MCKUdyPFKeA?rel=0
https://www.youtube.com/embed/FEZC4-EiokQ?rel=0
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Application: Specially designed for making precision spot or projection welds

Electroweld Pneumatically Operated Battery Tab Spot Welder 
Click Here for

Online Store Quote
Click Here for
Product Video

Model CW-3H CW-10H CW-15H CW-30H

Rating @ 50% Duty Cycle (KVA): 3 10 15 30

Throat Depth (mm): 150 150 150 150

Approx. Working Height (mm): 750 750 750 750

Max. Upper Electrode Stroke (mm): 25 50 50 50

Vertical adjustability of lower electrode holder - up & down (mm): 25 50 50 50

Max. Available Currents (Short Circuit) (Amps): 3000 8000 10000 12000

Standard Cylinder Size (mm): 50 65 75 100

Max. electrode force (Kg/cm2): 1.5 2 2.5 4

Air Consumption @ 100 operations per minute (Ltrs/sec): 1.62 7.5 7.5 13

Cooling Water Required (Ltrs/min): 3 5 10 15

Mains Supply Disconnect Switch Rating (Amps): 15 25 40 70

Main Supply Cable Size (Copper mm2): 8 12 15 25

Net Weight (kgs.): 140 170 200 270

https://store.electroweld.com/collections/electroweld-table-mounted-high-precision-spot-welder
https://www.youtube.com/embed/pLrmI5ihrhc?rel=0
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Application: Specially designed for making precision spot welds required for battery tab welding

Electroweld Pneumatically Operated Battery Tab Spot Welder 
Click Here for

Online Store Quote
Click Here for

Product Video 1

Model BSP-5P

Rating @ 50% Duty Cycle (KVA): 5

Welding Range: S.S/M.S Sheets Max 2 x mm 0.45

Welding Range: S.S/M.S Sheets Min 2 x mm 0.03

Voltage 220V AC

No. of  Phases 1 Phase

Frequency 50/60

Max. Available Currents (Short Circuit) @ 15% Duty Cycle 
(Amps):

3600

Insulation Class F

Transformer Cooling Air Cooled

Timer Control Solid State Electronic Timer

Output Current Selection (Step) 6 Steps

Scope of Application 

8650, 26650, 32650 cylindrical battery,
NI-MH battery (nickel-metal hydride battery),

Nickel cadmium battery and EV Lithium battery pack Ni 
tab welding

Dimensions (approx. mm) (HxLxW) 1475x860x1350

Weight (Approx. Kgs) 118

Main Supply Cable Size  (Copper mm2) 4

Main Disconnection  (A)Switch 25

Delayed Action Fuse (A) 25

Click Here for
Product Video 2

https://store.electroweld.com/collections/electroweld-battery-tab-spot-welder/products/electroweld-pneumatically-operated-battery-tab-spot-welder-5kva-bsp-5p
https://www.youtube.com/embed/hiiqJ-alyco?rel=0
https://www.youtube.com/embed/hiiqJ-alyco?rel=0
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Application: Specially designed for making precision spot welds required for battery tab welding 

Electroweld Hand Operated Battery Tab Spot Welder Click Here for
Online Store Quote

Click Here for
Product Video

Model BSP-5H

Rating @ 50% Duty Cycle (KVA): 5

Welding Range: S.S/M.S Sheets Max 2 x mm 0.45

Welding Range: S.S/M.S Sheets Min 2 x mm 0.03

Voltage 220V AC

No. of  Phases 1 Phase

Frequency 50/60

Max. Available Currents (Short Circuit) @ 15% Duty Cycle 
(Amps):

3600

Insulation Class F

Transformer Cooling Air Cooled

Timer Control Solid State Electronic Timer

Output Current Selection (Step) 6 Steps

Scope of Application 

8650, 26650, 32650 cylindrical battery,
NI-MH battery (nickel-metal hydride battery),

Nickel cadmium battery and EV Lithium battery pack Ni tab 
welding

Dimensions (approx. mm) (HxLxW) 340x465x360

Weight (Approx. Kgs) 36

Main Supply Cable Size  (Copper mm2) 4

Main Disconnection  (A)Switch 25

Delayed Action Fuse (A) 25

https://store.electroweld.com/collections/electroweld-battery-tab-spot-welder/products/electroweld-hand-operated-battery-tab-spot-welder-5kva-bsp-5h
https://www.youtube.com/embed/mdgD3dRrueY?rel=0
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Application: Specially designed for making precision spot welds required for battery tab welding 

Electroweld Pedal Operated Battery Tab Spot Welder Click Here for
Online Store Quote

Click Here for
Product Video

Model BSP-5

Rating @ 50% Duty Cycle (KVA): 5

Welding Range: S.S/M.S Sheets Max 2 x mm 0.45

Welding Range: S.S/M.S Sheets Min 2 x mm 0.03

Voltage 220V AC

No. of  Phases 1 Phase

Frequency 50/60

Max. Available Currents (Short Circuit) @ 15% Duty Cycle 
(Amps):

3600

Insulation Class F

Transformer Cooling Air Cooled

Timer Control Solid State Electronic Timer

Output Current Selection (Step) 6 Steps

Scope of Application 

8650, 26650, 32650 cylindrical battery,
NI-MH battery (nickel-metal hydride battery),

Nickel cadmium battery and EV Lithium battery pack Ni tab 
welding

Dimensions (approx. mm) (HxLxW) 340x465x360

Weight (Approx. Kgs) 36

Main Supply Cable Size  (Copper mm2) 4

Main Disconnection  (A)Switch 25

Delayed Action Fuse (A) 25

https://store.electroweld.com/products/electroweld-pedal-operated-battery-tab-spot-welder-5kva-bsp-5?pr_prod_strat=collection_fallback&pr_rec_pid=5710504198310&pr_ref_pid=5710504296614&pr_seq=uniform
https://www.youtube.com/embed/91fgfZeRi10?rel=0


Click Here for
Online Store Quote
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Application: Specially designed for spot welding applications where the job cannot be taken to the machine 

Electroweld Portable Hand Operated Spot Welder Gun Click Here for
Online Store Quote

Click Here for
Product Video 1

Model
SP-1.5HG

(Hand)
SP-2.5HG

(Hand)
SP-6HG
(Hand)

SP-8HG
(Hand)

SP-10HG
(Hand)

SP-15HG
(Hand)

SP-20HG
(Hand)

SP-25HG
(Hand)

SP-30HG
(Hand)

Rating @ 50% Duty Cycle (KVA): 1.5 2.5 6 8 10 15 20 25 30

Throat Depth (mm): 200 250 200 250 200 250 200 250 200

Nominal Throat Clearance (mm) 80 80 80 80 80 80 80 80 80

Welding Range: S.S/M.S Sheets Max 2 x mm 0.8 0.9 1.6 1.8 2 3 3.25 3.5 4

Welding Range: S.S/M.S Sheets Min 2 x mm 0.08 0.1 0.16 0.2 0.2 0.3 0.5 0.6 0.8

Max. Available Currents (Short Circuit) (Amps): 5 7 5 7 8 8 11 11 12

Insulation Class F F F F F F F F F

Cooling for Arms & Electrodes Air Air Air Air Air Air Air Air Air

Electrode Stroke Max  (mm) 25 25 25 25 25 25 25 25 25

Mains Supply Voltage 230V 230 230 230 230 230 230 230 230 230

Frequency (Hz) 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 

Phase (Nox.) 1 1 1 1 1 1 1 1 1

Main Supply Cable Size  (Copper mm2) 8 10 8 10 12 15 20 20 25

Main Disconnection  (A)Switch 15 20 15 20 25 30 45 50 70

Delayed Action Fuse (A) 15 20 15 20 25 30 45 50 70

Water at Max Temp of 30C or 85F (lit/min) 2 3 2 3 3 3 3.5 3.5 3.5

Click Here for
Product Video 2

https://store.electroweld.com/collections/electroweld-portable-hand-operated-spot-welder-gun
https://www.youtube.com/embed/9NdaYEaCwGI?rel=0
https://www.youtube.com/embed/Gpt45BdfxbI?rel=0
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Application: Specially designed for spot welding applications where the job cannot be taken to the machine

Electroweld Portable Pneumatically Operated IT Gun Spot Welder
Click Here for

Online Store Quote
Click Here for
Product Video

Model
SP-10ITPG

(Pnuematic)
SP-15ITPG

(Pneumatic)
SP-20ITPG

(Pneumatic)
SP-30ITPG

(Pneumatic)

Rating @ 50% Duty Cycle (KVA): 10 15 20 30

Throat Depth (mm): 300 300 400 400

Nominal Throat Clearance (mm) 80 100 150 150

Welding Range: S.S/M.S Sheets Max 2 x mm 1 1.5 1.625 2

Welding Range: S.S/M.S Sheets Min 2 x mm 0.1 0.15 0.25 0.4

Max. Available Currents (Short Circuit) (Amps): 8 8 11 12

Insulation Class F F F F

Cooling for Arms & Electrodes Air Air Water Water

Electrode Stroke Max  (mm) 25 25 25 25

Mains Supply Voltage 230V 415 415 415 415

Phase (Nox.) 2 2 2 2

Main Supply Cable Size  (Copper mm2) 12 15 20 25

Main Disconnection  (A)Switch 25 30 45 70

Delayed Action Fuse (A) 25 30 45 70

Water at Max Temp of 30C or 85F (lit/min) 3 3 3.5 3.5

https://store.electroweld.com/collections/electroweld-pneumatic-portable-spot-welder-it-gun
https://www.youtube.com/embed/fixq0dnmFoc?rel=0
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Application: Specially designed for spot welding applications where the job cannot be taken to the machine

Electroweld Suspension Type Pneumatically Operated Spot Welder Gun 
Click Here for

Online Store Quote
Click Here for

Product Video 1

Model
SP-10PG

(Pnuematic)
SP-15PG

(Pneumatic)
SP-20PG

(Pneumatic)
SP-30PG

(Pneumatic)

Rating @ 50% Duty Cycle (KVA): 10 15 20 30

Throat Depth (mm): 300 300 400 400

Nominal Throat Clearance (mm) 80 100 150 150

Welding Range: S.S/M.S Sheets Max 2 x mm 1 1.5 1.625 2

Welding Range: S.S/M.S Sheets Min 2 x mm 0.1 0.15 0.25 0.4

Max. Available Currents (Short Circuit) (Amps): 8 8 11 12

Insulation Class F F F F

Cooling for Arms & Electrodes Air Air Water Water

Electrode Stroke Max  (mm) 25 25 25 25

Mains Supply Voltage 230V 415 415 415 415

Phase (Nox.) 2 2 2 2

Main Supply Cable Size  (Copper mm2) 12 15 20 25

Main Disconnection  (A)Switch 25 30 45 70

Delayed Action Fuse (A) 25 30 45 70

Water at Max Temp of 30C or 85F (lit/min) 3 3 3.5 3.5

Click Here for
Product Video 2

https://store.electroweld.com/collections/electroweld-suspension-type-pneumatic-spot-welder-gun
https://www.youtube.com/embed/tV-Wvip4SbA?rel=0
https://www.youtube.com/embed/BoPd97qdmoo?rel=0


Click Here for
Online Store Quote
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Application: Specially designed for jobs that can't be accommodated in a conventional type spot welding 
machines due to throat depth limitations or bigger size of jobs 

Electroweld Poke Gun Type - Single Sided Portable Spot Welder
Click Here for

Online Store Quote
Click Here for
Product Video

Model
SP-5SHG

(Single/Dual 
Head Option)

SP-10SHG
(Single/Dual 

Head Options)

SP-15SHG
(Single/Dual 

Head Options)

SP-20SHG
(Single/Dual 

Head Options)

Rating @ 50% Duty Cycle (KVA): 5 10 15 20

Mains Supply Voltage V AC 220 415 415 415

Phase (No.) 1 2 2 2

Frequency (Hz) 50 / 60 50 / 60 50 / 60 50 / 60

Primary line current (max.) 15 25 45 48

Output current selection 6 Steps 6 Steps 6 Steps 6 Steps

Timer control Electronic Timer Electronic Timer Electronic Timer Electronic Timer

Welding Range: S.S/M.S Sheets Max 2 x mm   0.06 – 0.6 0.1 – 1 0.12 – 1.4 0.14-1.8

Welding Range: S.S/M.S Wires (Diameter mm) 1 – 2.5 1.5 – 3.5 2 – 4.5 2.5-5

Main Supply Cable Size  (Copper mm2) 2.5 4 6 8

Main Disconnection  (A)Switch 20 32 50 60

Delayed Action Fuse (A) 20 32 50 60

Max. Available Currents (Short Circuit) (Amps): 4 5 6 7

Insulation Class F F F F

Cooling for Arms & Electrodes Air Air Air Air

Mains cable length (App) 2.5 2.5 2.5 2.5

Output main cable length (Meters) 1.5 3 3 3

Gun and control cable weight (approx. KGS) 5 6 7 12.5

https://store.electroweld.com/collections/electroweld-poke-gun-type-single-sided-spot-welder
https://www.youtube.com/embed/__RuozmRQ-Q?rel=0
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Application: Specially designed for jobs that can't be accommodated in a conventional type spot welding 
machines due to throat depth limitations or bigger size of jobs 

Electroweld Poke Gun Type - Single Sided Dual Head Portable Spot Welder
Click Here for

Online Store Quote
Click Here for
Product Video

Model
SP-5SHG

(Single/Dual 
Head Option)

SP-10SHG
(Single/Dual 

Head Options)

SP-15SHG
(Single/Dual 

Head Options)

SP-20SHG
(Single/Dual 

Head Options)

Rating @ 50% Duty Cycle (KVA): 5 10 15 20

Mains Supply Voltage V AC 220 415 415 415

Phase (No.) 1 2 2 2

Frequency (Hz) 50 / 60 50 / 60 50 / 60 50 / 60

Primary line current (max.) 15 25 45 48

Output current selection 6 Steps 6 Steps 6 Steps 6 Steps

Timer control Electronic Timer Electronic Timer Electronic Timer Electronic Timer

Welding Range: S.S/M.S Sheets Max 2 x mm   0.06 – 0.6 0.1 – 1 0.12 – 1.4 0.14-1.8

Welding Range: S.S/M.S Wires (Diameter mm) 1 – 2.5 1.5 – 3.5 2 – 4.5 2.5-5

Main Supply Cable Size  (Copper mm2) 2.5 4 6 8

Main Disconnection  (A)Switch 20 32 50 60

Delayed Action Fuse (A) 20 32 50 60

Max. Available Currents (Short Circuit) (Amps): 4 5 6 7

Insulation Class F F F F

Cooling for Arms & Electrodes Air Air Air Air

Mains cable length (App) 2.5 2.5 2.5 2.5

Output main cable length (Meters) 1.5 3 3 3

Gun and control cable weight (approx. KGS) 5 6 7 12.5

https://store.electroweld.com/collections/electroweld-poke-gun-type-single-sided-spot-welder
https://www.youtube.com/embed/XKlNj9K-lRE?rel=0


Click Here for
Online Store Quote
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Application: The  Longitudinal Seam Welder is designed for welding pieces made of similar or dissimilar materials along a continuous straight line seam 

Electroweld Longitudinal Seam Welder Click Here for
Online Store Quote

Click Here for
Product Video

Model: SMW-50L SMW-75L SMW-100L SMW-150L SMW-200L
Nominal Rating @ 50% Duty Cycle (KVA): 50 75 100 150 200

Available Throat Depth's (mm)-Customizable beyond 450mm:
450 / 600 / 760 / 

900 / 1200 / 1270 / 
1520

450 / 600 / 760 / 
900 / 1200 / 1270 / 

1520

450 / 600 / 760 / 
900 / 1200 / 1270 / 

1520

450 / 600 / 760 / 
900 / 1200 / 1270 / 

1520

450 / 600 / 760 / 
900 / 1200 / 1270 / 

1520

Available Throat Depth's (inches)-Customizable beyond 18":
18” / 24” / 30” / 
36” / 48” / 50" / 

60"

18” / 24” / 30” / 
36” / 48” / 50" / 

60"

18” / 24” / 30” / 
36” / 48” / 50" / 

60"

18” / 24” / 30” / 
36” / 48” / 50" / 

60"

18” / 24” / 30” / 
36” / 48” / 50" / 

60"
Max. Length of Job at min. Job dia. (mm): 300, 450, 600 300, 450, 600 300, 600, 900 300, 600, 900 300, 600, 900

Max. Length of Job at min. Job dia. (inches): 12" / 18" / 24" 12" / 18" / 24" 12"  / 24" / 36" 12"  / 24" / 36" 12"  / 24" / 36"
Working Height - Approx. (mm): 900 900 1050 1050 1050

Min. Lower Arm Work Clearance 
Diameter (mm)

With Knurl / Gear Driven Electrodes 
(mm):

380 380 430 430 430

With Idling Electrodes (mm): 230 230 280 280 280
Electrode Wheels Diameter (Standard) (mm): 178 178 203 203 203
Electrode Wheels Thickness (Standard) (mm): 9.5 9.5 12.5 12.5 12.5
Upper Electrode Cylinder Stroke (max) (mm): 50 50 50 50 50

Vertical Adjustability of ram (mm): 50 50 75 75 75
Max. total upper electrode stroke (mm): 75 75 100 100 125

Max available currents (Short Circuit) 
(Amps):

450 mm / 18" inch Throat: 19000 23000 27500 34000 38000
600 mm / 24" inch Throat: 18000 21000 -- -- --
750 mm / 30" inch Throat: 17000 21000 26000 30000 33000

1050 mm / 42" inch Throat: -- -- 22000 28000 30000
Welding Capacity Mild Steel (mm) 1+1 1.25+1.25 1.6+1.6 2+2 2.5+2.5

Welding Capacity Stainless Steel (mm) 0.8+0.8 1+1 1.25+1.25 1.6+1.6 2.0+2.0
Standard Cylinder Size (mm): 100 100 150 150 150

Max. electrode force (lbs) @ 80 psi / 5.62 kgs/cm2 inlet: 1000 1000 2250 2250 2250
Air consumption @ 50 operations/min (Cft/min - lts/sec): 25 - 11.8 25 - 11.8 50 - 23.6 50 - 23.6 50 - 23.6

Standard Welding Speed Range (Ft. per min / cms per sec): 2 - 9 / 1 - 4.5 2 - 9 / 1 - 4.5 2 - 9 / 1 - 4.5 2 - 9 / 1 - 4.5 2 - 9 / 1 - 4.5
Min. Cooling Water required (Gallons/min - Liters/min): 3 - 13.6 18-Apr 5 - 22.7 6 - 27.2 7 - 31.8

Mains Supply: 2 Lines of 3 Phase 415 V, 50 Hz supply
Cable copper conductor (per mm2): 50 95 150 250 400

Mains supply disconnect switch rating (Amps): 150 250 300 400 600
Welder Protection Fuses Rating (Amps) - Delay Action Type: 125 175 225 300 450

Floor Area (mm): 675 x 1170 675 x 1170 915 x 1320 915 x 1320 915 x 1320

https://store.electroweld.com/collections/longitudinal-seam-welders
https://www.youtube.com/embed/5EqVGYEXqZg?rel=0
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Application: The  Circumferential Seam Welder is designed for welding pieces made of similar or dissimilar materials along a continuous circumferential 
seam 

Electroweld Circumferential Seam Welder Click Here for
Online Store Quote

Click Here for
Product Video

Model: SMW-50C SMW-75C SMW-100C SMW-150C SMW-200C
Nominal Rating @ 50% Duty Cycle (KVA): 50 75 100 150 200

Available Throat Depth's (mm)-Customizable beyond 250mm:
250 / 300 /450 / 
600 / 760 / 900 / 

1200 

250 / 300 /450 / 
600 / 760 / 900 / 

1200 

250 / 300 /450 / 
600 / 760 / 900 / 

1200 

250 / 300 /450 / 
600 / 760 / 900 / 

1200 

250 / 300 /450 / 
600 / 760 / 900 / 

1200 

Available Throat Depth's (inches)-Customizable beyond 10"
10"  / 12"  / 18” / 
24” / 30” / 36” / 

48”

10" / 12" / 18” / 
24” / 30” / 36” / 

48”

10" / 12" / 18” / 
24” / 30” / 36” / 

48”

10" / 12" / 18” / 
24” / 30” / 36” / 

48”

10" / 12" / 18” / 
24” / 30” / 36” / 

48”
Max. Length of Job at min. Job dia. (mm): 300, 450, 600 300, 450, 600 300, 600, 900 300, 600, 900 300, 600, 900

Max. Length of Job at min. Job dia. (inches): 12" / 18" / 24" 12" / 18" / 24" 12"  / 24" / 36" 12"  / 24" / 36" 12"  / 24" / 36"
Working Height - Approx. (mm): 900 900 1050 1050 1050

Min. Lower Arm Work Clearance 
Diameter (mm)

With Knurl / Gear Driven Electrodes 
(mm):

380 380 430 430 430

With Idling Electrodes (mm): 230 230 280 280 280
Electrode Wheels Diameter (Standard) (mm): 178 178 203 203 203
Electrode Wheels Thickness (Standard) (mm): 9.5 9.5 12.5 12.5 12.5
Upper Electrode Cylinder Stroke (max) (mm): 50 50 50 50 50

Vertical Adjustability of ram (mm): 50 50 75 75 75
Max. total upper electrode stroke (mm): 75 75 100 100 125

Max available currents (Short Circuit) 
(Amps):

450 mm / 18" inch Throat: 19000 23000 27500 34000 38000
600 mm / 24" inch Throat: 18000 21000 -- -- --
750 mm / 30" inch Throat: 17000 21000 26000 30000 33000

1050 mm / 42" inch Throat: -- -- 22000 28000 30000
Welding Capacity Mild Steel (mm) 1+1 1.25+1.25 1.6+1.6 2+2 2.5+2.5

Welding Capacity Stainless Steel (mm) 0.8+0.8 1+1 1.25+1.25 1.6+1.6 2.0+2.0
Standard Cylinder Size (mm): 100 100 150 150 150

Max. electrode force (lbs) @ 80 psi / 5.62 kgs/cm2 inlet: 1000 1000 2250 2250 2250
Air consumption @ 50 operations/min (Cft/min - lts/sec): 25 - 11.8 25 - 11.8 50 - 23.6 50 - 23.6 50 - 23.6

Standard Welding Speed Range (Ft. per min / cms per sec): 2 - 9 / 1 - 4.5 2 - 9 / 1 - 4.5 2 - 9 / 1 - 4.5 2 - 9 / 1 - 4.5 2 - 9 / 1 - 4.5
Min. Cooling Water required (Gallons/min - Liters/min): 3 - 13.6 18-Apr 5 - 22.7 6 - 27.2 7 - 31.8

Mains Supply: 2 Lines of 3 Phase 415 V, 50 Hz supply
Cable copper conductor (per mm2): 50 95 150 250 400

Mains supply disconnect switch rating (Amps): 150 250 300 400 600
Welder Protection Fuses Rating (Amps) - Delay Action Type: 125 175 225 300 450

Floor Area (mm): 675 x 1170 675 x 1170 915 x 1320 915 x 1320 915 x 1320

https://store.electroweld.com/collections/circumferential-seam-welders
https://www.youtube.com/embed/VtGV-1d9RcY?rel=0


Click Here for
Online Store Quote
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Application: Designed for brazing two parts or joints where lesser heat is required at a longer time period 

Electroweld Table Mounted Pneumatic Brazing Machine Click Here for
Online Store Quote

Click Here for
Product Video

Model TSP-10BR TSP-20BR TSP-30BR

Rating @ 50% Duty Cycle (KVA): 10 20 30

Throat Depth (mm): 460 460 460

Nominal Throat Clearance (mm): 220 220 220

Brazing Capaility:
5x6x1mm to 
10x15x2mm

10x15x2mm to 
20x30x4mm

20x30x4mm to 
40x40x10mm

Brazing Material:
Silver+Copper, 

Copper+Copper, 
Copper+Steel

Silver+Copper, 
Copper+Copper, 

Copper+Steel

Silver+Copper, 
Copper+Copper, 

Copper+Steel

Welding Range: S.S. / M.S. Sheet 2 x mm: 2 to 0.2 3.25 to 0.32 3.75 to 0.6

Max. available short circuit currents (KA) 8 9 12

Current Control By means of 3-6 Position Off-Load Tap Switch

Insulation Class: F F F

Nominal Electrode Force - Approximate - (kgc.) 1 - 2 1 - 3 1 - 4

Electrode Stroke Max. (mm): 40 40 40

Mains Supply Voltage: 415 415 415

Phases (nos.) 2 2 2

Mains Supply Cable Size (Copper mm2): 15 20 25

Mains Disconnection Switch (A): 40 50 75

Water at max. temperature of 30oC (Liters/min.) 3 3.5 3.5

https://store.electroweld.com/collections/electroweld-table-mounted-brazing-machine
https://www.youtube.com/embed/4HtRw0IS3eM?rel=0
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Application: Designed for brazing two parts or joints where lesser heat is required at a longer time period 

Electroweld Projection Brazing Machine  Click Here for
Online Store Quote

Click Here for
Product Video

Model SP-10BR SP-20BR SP-30BR

Rating @ 50% Duty Cycle (KVA): 10 20 30

Throat Depth (mm): 460 460 460

Nominal Throat Clearance (mm): 220 220 220

Brazing Capaility: 5x6x1mm to 10x15x2mm
10x15x2mm to 

20x30x4mm
20x30x4mm to 
40x40x10mm

Brazing Material:
Silver+Copper, 

Copper+Copper, 
Copper+Steel

Silver+Copper, 
Copper+Copper, 

Copper+Steel

Silver+Copper, 
Copper+Copper, 

Copper+Steel

Welding Range: S.S. / M.S. Sheet 2 x mm: 2 to 0.2 3.25 to 0.32 3.75 to 0.6

Max. available short circuit currents (KA) 8 9 12

Current Control By means of 3-6 Position Off-Load Tap Switch

Insulation Class: F F F

Nominal Electrode Force - Approximate - (kgc.) 1 - 2 1 - 3 1 - 4

Electrode Stroke Max. (mm): 40 40 40

Mains Supply Voltage: 415 415 415

Phases (nos.) 2 2 2

Mains Supply Cable Size (Copper mm2): 15 20 25

Mains Disconnection Switch (A): 40 50 75

Water at max. temperature of 30oC (Liters/min.) 3 3.5 3.5

https://store.electroweld.com/collections/electroweld-projection-brazing-machines
https://www.youtube.com/embed/4HtRw0IS3eM?rel=0

