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LED Puck Light
SMP30-K, 40K or 50K
Low Profile surface mount

Low profile surface mount puck light is designed to deliver 
soft diffused lighting to desired areas 
• Easy to install with plug and play connectors 
• Each puck includes 36" cord with female connector
• Fixture comes with interchangeable clear and frosted 

lenses. To swap out lens, undo the screws on back side of 
puck, remove clear lens, put frosted lens in its place and 
replace screws.

• LED color temperatures available: cool white (5000K), 
neutral white (4000K) or warm white (3000K)

• Lumen Output: 250 Lm (clear lens), 200 Lm (frosted lens)
• To be used with plug and play power supply 

120VAC/12VDC
• Surface mount with included center mount screw
• Available in black, white, or silver finishes
• 42 LEDs (3W total) 
• UL Listed
• Driver NOT included

Plug-in Power Supplies and Accessories

24W Plug-and-Play 
Power Supply

Plug-and-Play Power 
Supply Extension

Plug-and-Play    
2-Way Splitter

36W Desktop Plug-and-Play 
Power Supply

Plug-and-Play 
3-Way Splitter

S-CLLEDDRIVER24/12
120VAC/12VDC. Includes 
AC wall plug and female 
power output plug for easy               
installation.
Dimensions: 
3-1/4" L x 1-3/4" W x 1-1/4" D 
System length: 6'.

LED COLOR TEMPERATURE FINISH PRODUCT ID

Warm White - 3000K Black SMP30K-B

White SMP30K-P

Silver SMP30K-S

Neutral White - 4000K Black SMP40K-B

White SMP40K-P

Silver SMP40K-S

Cool White - 5000K Black SMP50K-B

White SMP50K-P

Silver SMP50K-S

S-CLLEDDRIVER36/12 
120VAC/12VDC. Includes 
AC wall plug and female 
power output plug for easy              
installation.
Dimensions:                             
4" L x 2" W x 1-1/4" D

S-CLLED48DRIVEREXT
S-CLLED60DRIVEREXT
S-CLLED96DRIVEREXT 
Includes male and female plug 
connectors.

S-CLLEDY3CONN
Includes (1) male plug        
connector and (3) female plug 
connectors. Approximately 
2' long

S-CLLEDYCONN
Includes (1) male and 
(2) female connectors.           
Approximately 2' long.


