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McINTOSH LABORATORY, INC.,
BINGHAMTON, NY

MCD550
SACD/CD PLAYER

HANDCRAFTED IN USA WITH US AND IMPORTED PARTS

Audio Preamplifier

Music Server

Note: Refer to the MCD550 Owner’s Manual page 10 for additional connection information.

 Connection Legend:
 Data Cable*-  Digital Signal Cable - 
 Sensor/Keypad Cable -  RS232 Cable - 
 Power Control Cable* - Ground Wire - 
 Audio Signal Cable -  AC Power Cords -  
 Video Signal Cable -  Loudspeaker Cable -
 RF Signal Cable -  
 * 2 conductor shielded with 1/8 inch stereo mini phone plug on each end.

Disc Player

Connect to 
AC Outlet

IR SensorComputer



MCD550 Direct to Power Amplifier Connection Diagram1B
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McINTOSH LABORATORY, INC.,
BINGHAMTON, NY

MCD550
SACD/CD PLAYER

HANDCRAFTED IN USA WITH US AND IMPORTED PARTS

Music Server

Power AmplifierNote: Refer to the MCD550 Owner’s Manual page 11 for additional connection information.

 Connection Legend:
 Data Cable*-  Digital Signal Cable - 
 Sensor/Keypad Cable -  RS232 Cable - 
 Power Control Cable* - Ground Wire - 
 Audio Signal Cable -  AC Power Cords -  
 Video Signal Cable -  Loudspeaker Cable -
 RF Signal Cable -  
 * 2 conductor shielded with 1/8 inch stereo mini phone plug on each end.

Disc Player Connect to 
AC Outlet

Right Loudspeaker Left Loudspeaker


