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Quick-Sew

•	80% bond after 1 hour, 100% after 24 hrs
•	Temperature range of -40°F to 190°F
•	Adheres to plastics, vinyl, metals and glass
•	Best suited for dry conditions & indoor usage

•	Sewn onto material

Size Black Hook Black Loop White Hook White Loop Beige Hook Beige Loop Put-Up Case Qty
5/8” VSQ058BH VSQ058BL VSQ058H VSQ058L VSQ058BGEH VSQ058BGEL 25 yds 750 yds
3/4” VSQ075BH VSQ075BL VSQ075H VSQ075L VSQ075BGEH VSQ075BGEL 25 yds 625 yds
1” VSQ100BH VSQ100BL VSQ100H VSQ100L VSQ100BGEH VSQ100BGEL 25 yds 500 yds

1-1/2” VSQ150BH VSQ150BL VSQ150H VSQ150L VSQ150BGEH VSQ150BGEL 25 yds 300 yds
2” VSQ200BH VSQ200BL VSQ200H VSQ200L VSQ200BGEH VSQ200BGEL 25 yds 250 yds
3” VSQ300BH VSQ300BL VSQ300H VSQ300L SPECIAL ORDER SPECIAL ORDER 25 yds 200 yds
4” VSQ400BH VSQ400BL VSQ400H VSQ400L VSQ400BGEH VSQ400BGEL 25 yds 150 yds

PRESSURE SENSITIVE RUBBER BASE ADHESIVE

Size Black Hook Black Loop White Hook White Loop Put-Up Case Qty
5/8” VPQ058BH VPQ058BL VPQ058H VPQ058L 25 yds 625 yds
3/4” VPQ075BH VPQ075BL VPQ075H VPQ075L 25 yds 500 yds
1” VPQ100BH VPQ100BL VPQ100H VPQ100L 25 yds 450 yds

1-1/2” VPQ150BH VPQ150BL VPQ150H VPQ150L 25 yds 300 yds
2” VPQ200BH VPQ200BL VPQ200H VPQ200L 25 yds 250 yds
3” VPQ300BH VPQ300BL VPQ300H VPQ300L 25 yds 175 yds
4” VPQ400BH VPQ400BL VPQ400H VPQ400L 25 yds 150 yds

NYLON SEWING QUALITY

POLYESTER SEWING QUALITY
Size Black Hook Black Loop White Hook White Loop Put-Up Case Qty

1” VSQ100BHPOLY VSQ100BLPOLY VSQ100HPOLY VSQ100LPOLY 25 yds 500 yds
2” VSQ200BHPOLY VSQ200BLPOLY VSQ200HPOLY VSQ200LPOLY 25 yds 250 yds

•	Perfect for wet or humid outdoor applications
•	Holds up to long light exposure better than 

nylon
•	Resistant to mildew, stretching, and 

shrinking

POLYESTER SEWING QUALITY

NYLON SEWING QUALITY

•	Full bond strength after 24 hours
•	Temperature range of -40°F  to 240°F
•	Adheres best to wood, aluminum, copper, steel 

& polyurethane 
•	Holds up well to moisture and changing 

outdoor conditions

PRESSURE SENSITIVE ACRYLIC ADHESIVE
Size Black Hook Black Loop White Hook White Loop Put-Up Case Qty
3/4” VPQA075BH VPQA075BL VPQA075H VPQA075L 25 yds 500 yds
1” VPQA100BH VPQA100BL VPQA100H VPQA100L 25 yds 450 yds

1-1/2” VPQA150BH VPQA150BL VPQA150H VPQA150L 25 yds 300 yds
2” VPQA200BH VPQA200BL VPQA200H VPQA200L 25 yds 250 yds



•	T-shaped molded hook
•	Sew-on
•	Pairs with QTN Brand standard loop
•	High shear and peel strengths
•	Heavy duty applications
•	Applications: boat seats, automotive carpets and mats, installing wall and ceiling panels
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Quick-Wrap HOOK ON ONE SIDE, LOOP ON THE OTHER

•	Wrap around multiple times for added strength
•	Can be cut to length
•	Re-positionable and reusable
•	Applications: organization of wires and cords; bundling of sports 
equipment, office supplies, tools, etc. 

Size Black Put-Up Case Qty
1” VQUICKWRAP100B 25 yds 500 yds

MOLDED HOOK

•	Satisfies U.S. Federal Aviation specification  FAA25.853(b), for special 
occasion applications. 

•	Applications: aerial and automotive industry, apparel, ship, and seating

FLAME RETARDANT SEWING QUALITY

Size Black Hook Black Loop Put-Up Case Qty
3/4” VSQ075BHFR VSQ075BLFR 50 yds 1250
1” VSQ100BHFR VSQ100BLFR 50 yds 1000

1-1/2” VSQ150BHFR VSQ150BLFR 50 yds 700
2” VSQ200BHFR VSQ200BLFR 50 yds 500

Size Black Put-Up Case Qty
1” VBOLDGRIP100B 50 yds 1000 yds

MOLDED HOOK SEW-ON

QTN BRAND HOOK & LOOP


