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SYSTEM APPLICATION GUIDE: 
FLOOR COATING + COLOR CHIPS FINISH

EASYGROUND® FLOOR COATING

STEP-BY-STEP: 

FLOOR COATING

+ COLOR CHIPS

Step 1: Priming Step 2: Coating Step 3: Broadcasting Color Chips

Kemper System America, Inc.
1200 North America Drive, West Seneca, NY 14224
Customer Support: (866) 999-9011
  info@easyground.com
Emergency Advice: (800) 424-9300 

Priming: EASYGROUND® Floor Coating + maximum 24 ounces water  (approx. 160 ft²) 
Top Coat: EASYGROUND® Floor Coating (approx. 160 ft²)

Chips: EASYGROUND® Color Chips (approx. 250 ft²)

System Overview: Floor Coating + Colored Chips

2.

3.

1.

The first step is closing off the concrete pores. 
Add maximum 24 ounces of water to the A + B 

mixture. Mix again carefully and evenly.
Pour material onto the substrate section-by-section and 

distribute it evenly with the nylon roller using criss-cross 
method.

Apply the material quickly and evenly to achieve the specified 
material coverage rate of approx. 160 ft².

Following a drying time of between 12 hours and 24 hours, apply a 
second undiluted coat. 

Work EASYGROUND® Color Chips evenly into the top coat while it is still wet. 
Always work section-by-section in order to achieve an even spread of colored 

chips.

Primer Application:

Remove the aluminium 
packaging around Component 

B and carefully open the soft 
bag inside.

Add all of Component B to Component 
A and mix them carefully and evenly.

Mixing:

Masking:

Substrate Preparation:

Temperature and Workability Time:

The substrate must be clean, sound and firm. Any contamination 
on the surface, e.g. oil, grease, silicone, loose debris, etc. must be 

removed. EASYGROUND® Floor Coating can be applied to  slightly 
damp substrates (residual moisture content maximum 18%). Allow 

concrete to cure at least 28 days before coating. All uneven areas 
(pits, cracks, joints) must be treated, filled, and scarified. Best 

results are achieved with a flat, even substrate. Power wash the 
substrate and allow to dry after cleaning and prep.

EASYGROUND® Floor Coating can be applied at temperatures between 
50°F and 85°F. Approx. 60 minute pot life after mixing.

Loading and Drying Time:
EASYGROUND® Floor Coating dries hard, with a matte gray finish. 

The surface can be walked on and recoated after a drying time of 
12 hours for a full cure, allow for 72 hours before driving on it. If an 

EASYGROUND® Floor Coating is to be recoated after a curing time 
longer than 24 hours, it is necessary to slightly roughen and clean 

prior to applying the next coat.

Mask off all edges carefully with tape prior to beginning the work.

Caution! All masking tape must be removed immediately after 
applying the coating before it cures.


