Excellent Compact Pumps
Sea Water Applicable

L
Liquid temperature: 0 °C to 40 °C / +32 °F to +104 °F el
HP range: 1/8 to 1/4 HP / 80 W to 200 W kit N
pH: 610 8
Protection class: IP68 —_—
Maximum immersion depth: 6M LNy B SN
Solid pass: 19mm A Wy
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140 160 (LPM)

Power
Model No.
HP W
TPS-508 1/10 80
TPS-200S 1/4 200
TPV-200S 1/4 200
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96 (m/h)

QOutlet
mm  inch (MM)
20 3/4" 5
32 11/4" 5
32 11/4" 19

Solid Pass
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TPV/TPS-200S
" Consiruction (1PV/17S 2005)

No.

Description
Wave Spring
Cord
Capacitor
M otor Housing
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Upper Bearing Cover

Bearing
Stator Laminated
Shaft
Pump & Dischagre
Lower Bearing
Qil Seal
O-ring
Mech. Seal

Impeller
Stainer
O+ing

Lower Bearing Cover

Specification

Max

Flow(LPM)  1p4 oM
40 38 33
140 135 120
140 135 120
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20

100

100

M aterial
Steel
HOS5RNF
PP
PP+GF
SUS304
CMNS5K
S. Steel
SUsS410
PP+GF
CNM 5K
NBR
NBR
CA/CE
PP+GF
PP+GF
EPDM
NBR

LPM Flow @ Head
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114mm

TRS-505

Construction (TPS-50S)

Description
Cord
Capacitor
M otor Housing
Upper Bearing Cover
Plug
Stator Laminated
Shaft
Pump Casing
Double Oil Seal
Low er Bearing
Oil Seal (TPV-200S)
Discharge NH 3/4"
Impeller
Stainer
O-ing
Lower M otor Cover
Bearing Cover

M aterial
HO5RNF
PP
PP+GF
SUS304
SUS304
S. Steel
SUS410
PP+GF
CMNSK
CNM 5K
NBR/VITON
PP+GF
PP+GF
PP+GF
EPDM
SUS304
ADC 12

Max Dimension Weight
Head(M] | x w x H{mm) Kg
4 114 x 114 x 265 2.5
7 168 x 146 x 288 36
7 168 x 146 x 288 3.6

.

—
N




	TPV hi res brochure_Page_1
	TPV hi res brochure_Page_2

