
PTZ IP SPEED DOME  
Quick Installation Guide

• Please read this instruction carefully for correct use of
the product and save it for reference purposes.
• All the examples and pictures used here are for
reference only.
• The contents of this manual are subject to change
without notice.

1. Interface and Components

1. LAN
2. Audio output
3. MIC input
4. Alarm input/output
5. Power

Note: DC24V and AC24V power 
supply are optional. Please consult 
the type of product on hand.

Installing an SD card

Alarm connection 
1. Alarm Input
 a) There is one independent alarm input port (ALM-IN1) and one 
grounding port (ALM-GND).
b) Alarm input(NO type): Connect DC5V~DC12V voltage 
between the alarm input port( ALM-IN1) and the grounding port 
(ALM-GND).
c) Alarm input(NC type): Disconnect the voltage between the 
alarm input port(ALM-IN1) and the grounding port (ALM-GND).

2. Alarm Output
a) Supports 1CH alarm output including OPEN, COM 
connections.
b) Alarm output: One passive switch for user to connect alarm
devices; the alarm output state will be auto on/off according to
your setting.
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2. Instalation
Please make sure the wall is strong enough to bear the 
speed dome camera’s weight. Please make sure the 
camera is powered off during installation.

5. Connect the cables and then hang the 
bracket on the wall .

3. Connections

6. Fix the bracket to the wall with 
the four screws provided.
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3. Drill the screw holes on the wall according
to the drill template. Then insert the plastic
plugs into the holes. 

4. Drive the two screws to the holes 
indicated by the arrows (left) and leave 
12mm clearance.

4. Network access through Internet Explorer
In LAN, there are two ways to access the camera: 
Access through IP-Tool or Access directly through IE Browser.

Acesse a câmera através da ferramenta IP Tools
1. Make sure that the camera and the PC are well 
connected to the LAN.
2. Find the IP-Tool from the CD and then install it in the 
PC. After that, run the IP-Tool as shown below.

① Loosen the two screws of 
the dome.

② Open the cover and insert SD 
card.

1. Push the cables through the bracket 
and mount the speed dome to the 
bracket.

2. Secure the speed dome to the 
bracket with the screws.
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Installing the Speed Dome
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WAN
Access the device by the router or virtual server for example.
1. Make sure the camera is well connected via LAN; Then log in
the camera via LAN and go to the Congfig→Network →Port
menu to set the port number.

2. Enter Config→Network→TCP/IPv4 menu to modify
the IP address.
3. Go to the router’s management interface through IE browser
to forward the IP address and port of IP-CAM in the “Virtual
Server”.
4. Open the IE browser and input its WAN IP and HTTP port to
access the IP-CAM.

3. Modify the IP address. The default IP address of this
camera is 192.168.226.201. Click the information of the
camera listed in the above table to show the network
information on the right hand. Modify the IP address and
gateway of the camera and make sure its network address
is in the same local network segment as that of the
computer. Please modify the IP address of your device
according to the practical situation.

For example, the IP address of your computer is 
192.168.1.4. So the IP address of the camera shall be 
changed to 192.168.1.X. After modification, please input the 
password of the administrator and click “Modify” button to 
modify the setting.
The default password of the administrator is “123456”.

4. Double-click the IP address and then the system will pop
up the IE browser to connect IP-CAM. After downloading
and running the Active X control, input the user name and
password in the window to access.

The default network settings are as shown below:
IP address: 192.168.226.201   HTTP:80
Subnet Mask: 255.255.255.0   Data Port: 9008 Gateway: 
192.168.226.1
You may use the above default settings when you log in the 
camera for the first time.
1. Set the IP address of the PC and make sure the network
segment should be as the same as the default settings of
IP-CAM. Open the network and share center. Click “Local
Area Connection” to pop up the following window. Select
“Properties” and then select Internet protocol according to
the actual situation (for example: IPv4). Next, click
“Properties” button to set the network of the PC. Open the
IE browser and input the default address of IP camera and
confirm.

• Direct access through PC

 Port Config

 IP Config Router Config

Preset Description

Call Preset

Set Preset

Call No.90 Preset Run track 1

Run cruise 1

Run cruise 2

Run cruise 3

Run cruise 4

OSD menu

Enable random scan

Enable P-PSCAN

Set left border of P-PSCAN

Set right border of P-PSCAN

Set the boundary value of the 

near and middle infrared light 

Set the boundary value of the 

middle and far infrared light 

Set random scan; Task auto

call the beginning point

Call No.91 Preset

Call No.92 Preset

Call No.93 Preset

Call No.94 Preset

Call No.95 Preset

Call No.97 Preset

Call No.99 Preset

Set No.91 Preset

Set No.92 Preset

Set No.93 Preset

Set No.94 Preset three times

Set No.95 Preset three times

HTTP Port

Data Port

RTSP Port

80

9008

554

Port Range

Start End Protocol IP Address EnableApplication

1 9007 9008

4 21000 21001

2 80 81

3 10000 10001

to

to

to

to

Both

Both

Both

Both

192.168.1. 201

192.168.1. 201

192.168.1. 166

192.168.1. 166

Motorola Limited Warranty
This Motorola brand Product is produced under license   by MDX 
ELECTRONICS, LLC. Subject to the exclusions below, MDX 
ELECTRONICS warrants that this Motorola brand product 
("Product") will remain free from defects   in materials and 
workmanship under normal consumer usage for 2 years. This 
Warranty is your exclusive warranty. This Warranty extends only 
to the first consumer purchaser and is not transferable. MDX 
ELECTRONICS will at no charge repair or replace any Product 
that qualifies under this Warranty. We may use functionally 
equivalent reconditioned, refurbished, or new Products.
MOTOROLA and MDX ELECTRONICS are not responsible for 
defects or damage that result from: (a) improper operation, 
storage, misuse, abuse, maintenance, alteration, accident or 
neglect, such as physical damage (cracks, scratches, etc.) to the 
surface of the product or lens resulting from misuse; (b) 
subjecting the Product or Accessory to abnormal usage or 
conditions; (c) service provider alteration of the Product 
including alteration of the Product’s firmware; or (d) other acts 
which are not   the fault of MOTOROLA or MDX ELECTRONICS, 
are excluded from coverage. 
Any implied warranties, including without limitation the implied 
warranties of merchantability and fitness for a particular 
purpose, shall be limited to the duration of this limited warranty. 
This warranty is provided in lieu of all other warranties, express 
or implied. In no event shall MOTOROLA or MDX ELECTRONICS 
be liable, whether in contract or tort (including negligence) for 
damages in excess of the purchase price of the product, or for 
any indirect, incidental, special or consequential damages of any 
kind, or loss of revenue or profits, loss of business,  loss of 
information or other financial loss arising out of or in connection 
with the ability or inability to use the product, to the full extent 
these damages may be disclaimed by law.
Some jurisdictions do not allow the limitation or exclusion of 
incidental or consequential damages, or limitation on the length 
of an implied warranty, so the above limitations or exclusions 
may not apply to you. This Warranty gives you specific legal 
rights, and you may also have other rights that vary from one 
jurisdiction to another.

To obtain support or need of information, doubts or questions, 
please contact us at:
Tel: 01 800 801 6398 (México)
Tel: +011 52 55 9688-8814 (México, Latin America and Caribe) 
WhatsApp: +52 155 7657 5586 (México, Latin America, Caribe) 
Skype: soporte.motorolasecurity
Email: soporte@mdx-motorolasecurity.com
9:00AM - 5:00PM CST (Mon-Fri)

Manufactured, distributed or sold by MDX ELECTRONICS, LLC, 
official licensee for this product. MOTOROLA and the Stylized M 
Logo are trademarks or registered  trademarks of Motorola 
Trademark Holdings, LLC. and are used under license. All other 
trademarks are the property of their respective owners. 
©2020 Motorola Mobility LLC. All rights reserved.
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